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		  Datasheet File OCR Text:


		  1125 tape copper foil with acrylic adhesive data sheet product description 3m  1125 tape consists of a 1-ounce rolled copper foil with an acrylic, pressure-sensitive adhesive.  1-ounce copper foil backing  acrylic adhesive with excellent bond strength  supplied on a removable liner for easy handling and diecutting  meets flame spread requirement of ul510 applications 3m 1125 tape is typically used in a variety of emi/rfi shielding applications such as shielding small electromagnetic components, repair and modification of printed wiring boards, flat conductor assemblies, prototype designs, supplementary shielding of joints and  seams and shielding cable splices. shielding effectiveness many factors determine the true shielding effectiveness of a shielding tape, including type and thickness of foil, adhesive type, intimacy of contact, smoothness of application surface, strength and frequency of the emi signal, etc. however, using standard tests and fixtures, it is possible to determine a value for the attenuation. typical properties  typical values adhesive acrylic  backing                                                copper backing thickness 1.4 mil (0.04mm)  total thickness 1 3.5 mils (0.088mm) color copper  flame retardancy 2 pass breaking strength 3 25 lbs/in (44n/10mm)  elongation 4 (% at break) 5% adhesion to steel 4 40 oz/in (4.4n/10mm) note: typical properties are not recommended for specification purposes. product specifications will be provided upon request. footnote: 1   test method astm d1000 2   ul recognized for flame retardancy per ul 510, product category oanz2, file e17385. 3    test method astm d3759  4    test method astm d3330  

 electrical products division 6801 river place blvd. austin, tx 78726-9000 http://www.3m.com/elpd/oem litho in usa.  3m ipc 2001 78-8125-9945-0-b important notice before using this product, you must evaluate it and determine if it is suitable for your intended application. you assume all ri sks and liability associated with such use. warranty; limited remedy; limited liability. this product will be free from defects in material and manufacture as of the date of purchase. 3m makes no other warranties including, but not limited to, any implied warranty of merchantability or fitness for a particular purpose. if this product is defective within the warranty period stated  above, your exclusive remedy shall be, at 3ms option, to replace or repair the 3m product or refund the purchase price of the  3m  product. except where prohibited by law, 3m will not be liable for any loss or damage arising from this 3m product, whether direct, indirect, special, incidental or consequential regardless of the legal theory asserted. 3m is a trademark of 3m
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