

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						TUF303			00BGI			SDS142WK			B410000			BSS52			N74F824D			CG6257AM			TDA73			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				UMS-30XX-XX-YG Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  modules, alphanumeric (stn) 01945 47 47 47 sales@angliac.com 01945 47 48 49 www.angliac.com lcd displays 304a a range of high quality, alphanumeric, dot matrix lcd modules offering a wide choice of popular character formats in either ref lective or transflective display mode. the use of super twist nematic (stn) lcd technology significantly improves contrast and viewing angl e for superior visibility. a standard on-board chip-set (cob) ensures industry compatibility and will interface with 4 or 8 bit microprocessors . pcb connections are via through plated holes on a 2.54mm pitch. all modules have black, 5 x 7 dot characters on a yellow-green background and a bottom (6 o?lock) viewing angle bias. bezels ha ve  a plated finish. reflective : using ambient light for display visibility, they are ideal for energy saving applications. transflective : as reflective but with an integral yellow-green led backlight to enable use under poor ambient light conditions.  dot matrix, alphanumeric displays  super twist nematic (stn) lcd technology  wide choice of popular formats  black characters on yellow-green background  reflective or transflective  industry compatible chip-set specification supply voltage .................................................................. 5vdc supply current  .................................................................. 1.6 to 3ma typ. duty cycle  ......................................................................... 1/16 operating temperature range  ........................................... 0? to +50? format  module size (mm) viewing area (mm) character size (mm) manf. part no & char. x lines w x h x d w 1 x h 1 w 2 x h 2 order code 16  x  1  80  x  36  x  11.2 64.5  x  13.8 3.07  x  6.56 ums-3001-an-yg 16  x  2  85  x  30  x  8.6 62  x  16 2.78  x  4.89 ums-3002-an-yg 16  x  2 85  x  32.6  x  9.5 61.7  x  15.8 2.95  x  5.55 ums-3003-an-yg 16  x  2 80  x  36  x  9.7 66  x  16 2.96  x  5.56 ums-3070-an-yg 16  x  2  85  x  36  x  9.7 66  x  16 2.96  x  5.56 ums-3067-an-yg 16  x  2 84  x  44  x  9.4 66  x  17 2.95  x  5.55 ums-3066-an-yg 16  x  2 122  x  44  x  9.3 99  x  24 4.48  x  9.66 ums-3069-an-yg 16  x  4 87  x  60  x  9.1 61.8  x  25.2 2.95  x  4.75 ums-3008-an-yg 20  x  2 116  x  37  x  9 82  x  18.6 3.2  x  5.55 ums-3004-an-yg 20  x  4 98  x  60  x  9 76  x  25.2 2.95  x  4.75 ums-3009-an-yg 24  x  2 118  x  36  x  9.5 94.5  x  17.8 3.2  x  5.55 ums-3005-an-yg 40  x  2  182  x  33.5 x  9 155.1  x  16 3.2  x  5.55 ums-3010-an-yg 40  x  4  190  x  54  x  9.3 147  x  29.5 2.78  x  4.89 ums-3071-an-yg h h 1 w w 1 w 2 h 2 d max. format  module size (mm) viewing area (mm) character size (mm) manf. part no & char. x lines w x h x d w 1 x h 1 w 2 x h 2 order code 16  x  1 80  x  36  x  13.7 64.5  x  13.8 3.07  x  6.56 ums-3001-jd-yg 16  x  2 85  x  30  x  14 62  x  16 2.78  x  4.89 ums-3002-jd-yg 16  x  2 85  x  32.6  x  9.5 61.7  x  15.8 2.95  x  5.55 ums-3003-jd-yg 16  x  2 80  x  36  x  13.2 66  x  16 2.96  x  5.56 ums-3070-jd-yg 16  x  2  85  x  36  x  13.2 66  x  16 2.96  x  5.56 ums-3067-jd-yg 16  x  2 84  x  44  x  13.2 66  x  17 2.95  x  5.55 ums-3066-jd-yg 16  x  2 122  x  44  x  13.6 99  x  24 4.48  x  9.66 ums-3069-jd-yg 16  x  4 87  x  60  x  14.1 61.8  x  25.2 2.95  x  4.75 ums-3008-jd-yg 20  x  2 116  x  37  x  14 82  x  18.6 3.2  x  5.55 ums-3004-jd-yg 20  x  4 98  x  60  x  13.5 76  x  25.2 2.95  x  4.75 ums-3009-jd-yg 24  x  2 118  x  36  x  14 94.5  x  17.8 3.2  x  5.55 ums-3005-jd-yg 40  x  2 182  x  33.5  x  14  155.1  x  16 3.2  x  5.55 ums-3010-jd-yg dimensions (mm)   fitted pin & box headers and other terminations     high temperature versions    cog modules   available to special order factory options




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of UMS-30XX-XX-YG 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























