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		  Datasheet File OCR Text:


		  mhat mpat mvat factsheet f-198 supplement   samtec usa  ?tel: 1-800-samtec-9 or 812-944-6733 ?fax: 812-948-5047           samtec uk  ?tel: 01236 739292 ?fax: 01236 727113
 samtec germany  ?tel: +49 (0)8141 / 37 85-0 ?fax: +49 (0)8141 / 37 85-99           samtec france  ?tel: 33 1 60 24 75 50 ?fax: 33 1 60 24 75 59           samtec italy  ?tel: 39-2-38093535 ?fax: 39-2-38093453
 samtec asia pacific  ?tel: 65-745-5955 ?fax: 65-841-1502             samtec japan  ?tel: 81-424-42-8318 ?fax: 81-424-42-8319   
 due to technical progress, all designs, specifications and components are subject to change without notice. (1,27)
 .050 no. of positions x .100 (2,54) sq grid size & pin out code Cxxx = total number of filled positions lead style pin count plating option mates with: mpas, mvas, mlas, mhas, msas (2,54)
 .100 no. of positions x .100 (2,54) sq a (1,52) .060 (4,70) .185 (11,05) .435 lead style Cm Cn Cp not available with msat. Cm component no. = t-1r14-1 Cn component no. = t-1r14-2 Cp component no. = t-1r14-3 Ca component no. = t-1r0 Ca1 component no. = t-1r5 Cj component no. = s-1p1 Cr component no. = t-2r6 Ch component no. = t-1r6 Ct component no. = t-3r6 style Ca Ca1 Cd component no. = t-1s4-1-1 Cd1 component no. = t-1s4-1-2 x dia (0,64) .025 (0,46) .018 style Cd Cd1 a (12,95) .510 (7,87) .310 x (4,22)
 .166 (1,78)
 .070
 dia (0,46)
 .018
 dia (3,96)
 .156 (4,80)
 .189 (0,38)
 .015  (0,51)
 .020
 dia (3,18)
 .125 (5,08)
 .200 (0,38)
 .015  (1,83)
 .072
 dia (1,09)
 .043 dia (0,46)
 .018
 dia (3,18)
 .125 (3,18)
 .125 (2,08)
 .082 (1,78)
 .070
 dia (0,46)
 .018
 dia (0,46)
 .018
 dia (2,92)
 .115 (1,96)
 .077 (0,46)
 .018
 dia (0,89)
 .035 (2,16)
 .085 (2,92)
 .115 (0,46)
 .018
 dia (0,46)
 .018
 dia (2,74)
 .108 (0,46)
 .018
 dia (1,27)
 .050 (1,78)
 .070
 dia (0,46)
 .018
 dia (3,81)
 .150 (3,18)
 .125 (3,18)
 .125 dia a (0,46)
 .018
 dia (0,64)
 .025
 sq (1,78)
 .070
 dia (3,96)
 .156 (4,77)
 .189 (0,38)
 .015  a specifications: mpat, mvat insulator material: black glass filled polyester flammability rating: ul 94v-o insulation resistance: 5000 megohm @ 500 vdc operating temp range: -65  c to +105  c with tin; -65  c to + 125  c with gold. withstanding voltage: 1000 vrms @ 60 hz terminal material: brass or phosphor bronze plating: au or sn over 50 m " ni current rating: 1 amp continuous @ 100 vdc per contact terminal retention in body: 5 lbs against barb specifications: msat same as mpat except: insulator material: black liquid crystal polymer max processing temp: 230  c for 30 to 60 seconds specifications: mhat same as mpat except: insulator material: black high temperature thermoplastic operating temp range: -65  c to +170  c
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