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		  Datasheet File OCR Text:


		  (1,27mm) .050" fw series (1,27mm) .050" pitch variable  board spacing low pro le or  skyscraper styles www.samtec.com fw?16?01?l?d?350?100 fw?30?02?f?d?425?075 fw?10?04?f?d?250?100 processing: max processing temp: 230c for 60 seconds, or  260c for 20 seconds 3x  lead-free solderable: ye s mates with: clp, ffsd, fle for complete speci? cations  see www.samtec.com?fw insulator ma  te  ri  al: black liquid  crystal polymer terminal material:  phosphor bronze plating: sn or au over 50"  (1,27m) ni current rating: 1.75a @ 80c ambient  operating  temp range:  -55c to +125c rohs compliant: ye s note:  this series is  non-standard, non-returnable. stacker height (5,08) .200 min (20,32)  .800  max overall length b post height (1,65) .065 min (3,42) .135 (0,41) .016  sq  (1,27)  .050   (1,27) .050  (2,51) .099  no. of positions x  (1,27) .050 100 99 02 01 (3,05) .120 (1,91) .075 dia (4,27) .168 (4,76) .188 lead style ?01 ?02 ?04 tail (b) (1,14)  .045 (1,91)  .075 (2,29)  .090 www.samtec.com f-210 stacker height post height lead  style plating option fw no. pins per row d option specify  lead  style from  chart ??xxx? = post  height (in inches) (1,65mm)  .065"  minimum example:  ?065 = (1,65mm)  .065" ?f = gold ?  ash on post,  matte tin on tail ?l = 10" (0,25m)   gold on post,  matte tin on tail ?g = 10" (0,25m)   gold on post,  gold ?  ash on tail ?es = end shroud (?075 post  height only.  mate only  with clp.) (5,46mm)  .215" to  (15,49mm)  .610" stacker  height only 9 pins/row  minimum ?ep = end shroud  with guide  post (?075 post  height only.  mate only  with clp)  (5,46mm)  .215" to  (15,49mm)  .610" stacker  height only  9 pins/row  minimum 02 thru 50 ??xxx? = stacker height (in inches) example:  ?250 = (6,35mm)  .250" ?es ?ep specifications also available ?  smaller stack heights. call samtec. through-hole  micro  board  stacker
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