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		  Datasheet File OCR Text:


		  1543 - push switch features  contact type: contact spring  variety of lever lengths  additional models and versions available characteristics switch travel.....................0.6 to 0.8 mm actuating force ....................0.8 to 2.4 n bounce time ....................45 sec. max. switch function ........1 pole push switch switch rating .......................24 v/0.01 a without inductive load temperature range ......-25 c to +70 c switch life .........................50,000 clicks product dimensions dimensions are: mm (inches) asia-pacific: tel: +886-2 2562-4117 fax: +886-2 2562-4116 europe: tel: +41-41 768 5555 fax: +41-41 768 5510 the americas: tel: +1-951 781-5500 fax: +1-951 781-5700 www.bourns.com how to order 1543 - 300 - 113 model type ? 1543 terminal & lever style ? 300 ? 650 other versions available upon request. lever length 113 = 11.3 mm 130 = 13.0 mm 135 = 13.5 mm 149 = 14.9 mm 185 = 18.5 mm 200 = 20.0 mm other lengths available upon request. other versions available upon request. 1543-300 1543-650 *rohs compliant *rohs directive 2002/95/ec jan 27 2003 including annex specifications are subject to change without notice. customers should verify actual device performance in their specific applications. rev. 06/08 9.1 (.358) 9.8 +0/-0.1 (.386 +0/-.004) 9.8 +0/-0.1 (.386 +0/-.004) 5.0 (.197) 2.0 (.079) 4.1 +0/-0.04 (.161 +0/-.002) 0.5 (.020) 1.1 +0/-0.1 (.043 +0/-.004) 7.5 (.295) l  0.2 (l  .008) 7.3 +0/-0.1 (.287 +0/-.004) 3.0 +0/-0.2 (.118 +0/-.008) 1543-305: 4.2 +0/-0.2 (.165 +0/-.008) 1543-300/301/302: 9.8 +0/-0.1 (.386 +0/-.004) 9.8 +0/-0.1 (.386 +0/-.004) 5.0 (.197) 7.8 (.307) 7.8 (.307) 0.5 (.020) 1.0 (.039) 1.6 (.063) dia. l  0.2 (l  .008) 7.3 +0/-0.1 (.287 +0/-.004) 4.0 (.157) 4.1 +0/-0.04 (.161 +0/-.002) 4.3 (.169) 1.1 +0/-0.1 (.043 +0/-.004)
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