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		  Datasheet File OCR Text:


		      all specification & dimensions are subject to change, please call your  nearest foxconn sales representative for update information .   specifications                 shrouded connector         hl44  series    vertical,   t/h type   r eceptacle    2.54 mm x2.54mm   [ . 100]x[ . 100]  pitch       mechanical   c ontact  r etention  f orce :  1.36kg   min .       electrical   current rating :   3 a  per pin min.   dielectric withstanding voltage:   5 00v  rms   i nsulation resistance:   1000m w  min.     physical   housing:   high temperatur e , ul 94v - 0 color  black   contact:   copper alloy     plating:   see ?ordering information?   operating temperature:   - 10 j  to + 8 5 j                             drawing          ordering   information                 g4 : dim. e(only for 4th,9th,14th,19th pin)=5.60mm   dim.e(for remaining pin)=5.10mm g3 : dim. e(only for 1st & 2nd pin) =5.60mm  dim.e(for remaining pin)=5.10mm  dim.e(for remaining pin)=5.10mm none dim.e (for all pins)=5.1 mm h:extended height type dim.f=27.25mm e: extended height type dim.f=25.91mm m: extended height type dim.f=19.9mm l: extended height type dim.f =19.91 shrouded header termination&contact type 10=10pos contact area plating 0=150u" min. tin/ lead  no. of pos 02=02pos g1 : dim. e(only for 4th pin0 =5.60mm s : withpost i and without post ii none : withpost i and post ii product no.:  h l 4 4 * * * - * * * * header none : standrad type .... .... f=gold flish with lead free rohs compliance e=tin plated  with lead free rohs compliance v=15u" min gold with lead free rohs compliance h=30 u" min gold with lead free rohs compliance             
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