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		  Datasheet File OCR Text:


		  2009/10 edition magnetic components selector guide we reserve the right to change specifications without prior notice. www.bitechnologies.com 155 ?	 meets	350	h	ocl	with	8	ma	dc	bias 	 ?	 meets	the	required	1500	 vrms	line	isolation	 	 ?	 standard	operating	 temperature 	range 	 0c 	to	+70c ?	 extended 	operating	 temperature 	 range	 -4 0c	to	+85c ?	 rohs 	 peak	solder	rating	260 c hs91 electrical / environmental 10/100base	networking	products rohs compliant   ports   configuration 2   turns ratio 3    packaging (mm)   hi-pot bi p/n 1   supported  tx  rx  tx  rx  style  pitch  length  width  height  (vrms) hs00-99585lf 4   1  t,c,s   c,t   1ct:1ct   1ct:1ct   12-pin smt   2.01  14.81  14.50  4.88  1500 hs91-04151lf 4,5   1  t,c,s   c,t   1ct:1ct   1ct:1ct   12-pin smt   2.01  14.81  14.73  4.88  1500 single-port: smt 12-pin   ports   configuration 2   turns ratio 3    packaging (mm)   hi-pot bi p/n 1   supported  tx  rx  tx  rx  style  pitch  length  width  height  (vrms) hs91-01267lf  1  t,c,s   c,t   1ct:1ct   1ct:1ct   16-pin pcmcia   1.27  11.81   11.43   2.16  1500 hs91-02571lf  1  t,c,s   c,t   1ct:1ct   1ct:1ct   16-pin pcmcia   1.27  11.81   11.43   2.16  1500 hs00-02711lf   1  t,c   c,t   1ct:1ct   1ct:1ct   16-pin pcmcia   1.27  12.01  11.43   2.19  1500 hs00-05014lf  1  t,c,s   c,t   1ct:1ct   1ct:1ct   16-pin pcmcia   1.27  11.81   11.43   2.16  1500 hs00-05108lf  1  t,c,s   c,t   1ct:1ct   1ct:1ct   16-pin pcmcia   1.27  11.81   11.43   2.16  1500 hs91-01180lf   1  t,c   c,t   1ct:1ct   1ct:1ct   16-pin pcmcia   1.27  12.70  9.25  1.98  1500 hs00-04078lf  1  t,c   c,t   1ct:1ct   1ct:1ct   16-pin pcmcia   1.27  12.70  9.05  1.70  1500 hs00-04148lf  1  t,c   t,c   1ct:1ct   1ct;1ct   16-pin pcmcia   1.27  12.70  9.35  1.83  1500 single-port: smt 16-pin pcmcia (2 types) hs00-99142lf  1  t, c   t, c   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.65  5.98  1500 hs00-99557lf  1  c, t   c, t   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.35  6.22  1500 hs00-99657lf  1  t, c   t, c   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.65  5.98  1500 hs00-00089lf  1  c, t   c, t   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.53  6.20  1500 hs00-00508lf  1  t, c   t, c   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.65  5.08  1500 hs00-01006lf  1  t, c   t, c   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.53  6.20  1500 hs00-01043lf  1  t, c   t, c   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.53  6.20  1500 hs00-03833lf  1  t, c   t, c   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.26  6.06  1500 hs91-04054lf  1  t, c   t, c   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.35  5.08  1500 hs00-04157lf  1  t,c,s   c,t   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.53  6.20  1500   ports   configuration 2   turns ratio 3    packaging (mm)   hi-pot bi p/n 1   supported  tx  rx  tx  rx  style  pitch  length  width  height  (vrms) single-port: smt 16-pin (2 types)   

 www.bitechnologies.com magnetic components selector guide  2009/10 edition we reserve the right to change specifications without prior notice. 156 hs00-05065lf	 1	 t,c	 t,c	 2ct:1ct	 2ct:1ct	 16-pin 	 smt	 1.27	 12.70	 9.65	 5.98	 1500 hs00-05066lf  1  c,t   c,t   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.35  5.97  1500 hs00-05132lf  1  t,c,s   c,t   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.35  5.97  1500 hs91-05137lf  1  t,c   t,c   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.53  6.20  1500 hs00-06120lf  1  t,c,s   c,t   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.35  6.22  1500 hs91-06128lf  1  t,c   t,c   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.53  6.20  1500 hs91-07007lf  1  t,c   t,c   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.53  6.20  1500 hs91-07008lf  1  t,c   c,t   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.53  6.20  1500 hs91-07052lf  1  t,c   t,c   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.53  6.20  1500 hs91-08031lf  1  c,t   c,t   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.53  5.08  1500 hs91-08038lf  1  t,c   t,c   1ct:1ct   1ct:1ct   16-pin smt   1.27  12.70  9.40  5.80  1500 hs91-97700lf  1  t, c,s   c,t   1ct:1ct   1ct:1ct   16-pin smt   2.54  25.40  12.70  7.00  1500 hs91-97701lf  1  c,t,c,s   c,t   1ct:1ct   1ct:1ct   16-pin smt   2.54  25.40  12.70  7.00  1500 hs91-98240lf  1  c,t,c,s   c,t   1ct:1ct   1ct:1ct   16-pin smt   2.54  25.40  12.70  7.00  1500 hs91-98241lf  1  t,c   t,c   2ct:1ct   1:1:1ct   16-pin smt   2.54  25.40  12.70  7.00  1500 hs91-98242lf	 1	 t,c	 t,c	 2ct:1ct	 1ct:1ct	 16-pin 	 smt	 2.54	 25.40	 12.70	 7.00	 1500 hs91-98243lf  1  t,c   t,c   1.25ct:1ct   1ct:1ct   16-pin smt   2.54  25.40  12.70  7.00  1500 hs91-98244lf  1  t,c   t,c   1.25ct:1ct   1ct:1ct   16-pin smt   2.54  25.40  12.70  7.00  1500 hs91-98245lf  1  t,c,s   t,c   1.25ct:1ct   1ct:1ct   16-pin smt   2.54  25.40  12.70  7.00  1500 hs91-98272lf  1  c,t,c,s   c,t   1ct:1ct   1ct:1ct   16-pin smt   2.54  25.40  12.70  7.00  1500 hs91-98704lf	 1	 t,c	 t,c	 2ct:1ct	 1ct:1ct	 16-pin 	 smt	 2.54	 25.40	 12.70	 7.00	 1500 hs00-99160lf  1  t,c   c,t   1ct:1ct   1ct:1ct   16-pin smt   2.54  25.40  12.70  7.00  1500 hs00-99193lf  1  t,c,s   c,t   1ct:1ct   1ct:1ct   16-pin smt   2.54  25.40  12.70  5.97  1500 hs00-99702lf	 1	 t,c,s	 c,t	 1ct:2ct	 1ct:1ct	 16-pin 	 smt	 2.54	 25.40	 12.70	 7.00	 1500 hs00-99705lf  1  c,t,c,s   c,t   1ct:1ct   1ct:1ct   16-pin smt   2.54  25.40  12.70  7.00  1500 hs00-00014lf  1  t,c   t,c   2ct:1ct   1ct:1ct   16-pin smt   2.54  25.40  12.70  7.00  1500 hs91-00100lf  1  c,t,c,s   c,t   1ct:1ct   1ct:1ct   16-pin smt   2.54  25.40  12.70  7.00  1500 hs91-00521lf	 1	 t,c,s	 c,t	 1ct:2ct	 1ct:1ct	 16-pin 	 smt	 2.54	 25.40	 12.70	 5.84	 1500 hs91-00525lf  1  t,c,s   c,t   1ct:1ct   1ct:1ct   16-pin smt   2.54  25.40  12.70  7.00  1500 hs00-00736lf  1  t,c,s   c,t   1ct:1ct   1ct:1ct   16-pin smt   2.54  25.40  12.70  5.80  1500 hs00-00737lf  1  t,c,s   c,t   1ct:1ct   1ct:1ct   16-pin smt   2.54  25.40  12.70  5.80  1500 hs91-04072lf  1  t,c,s   c,t   1ct:1ct   1ct:1ct   16-pin smt   2.54  25.40  12.70  6.05  1500 hs00-05011lf   1  t,c   t,c   1ct:1ct   1ct:1ct   16-pin smt   2.54  25.40  12.70  5.97  1500 hs00-06116lf   1  t,c,s   c,t   1ct:1ct   1ct:1ct   16-pin smt   2.54  25.40  12.70  7.00  1500 hs00-08037lf  1  c,t,c   c,t,c   1ct:1ct   1ct:1ct   16-pin smt   2.54  25.40  12.70  6.05  1500   ports   configuration 2   turns ratio 3    packaging (mm)   hi-pot bi p/n 1   supported  tx  rx  tx  rx  style  pitch  length  width  height  (vrms) single-port: smt 16-pin (2 types) (contd) hs91-02744lf  1  t,c,s   c,t   1ct:1ct   1ct:1ct   24-pin smt   1.27  17.78  15.24  5.72  1500 hs91-03085lf  1  t,c,s   c,t   1ct:1ct   1ct:1ct   24-pin smt   1.27  17.78  15.24  5.72  1500  single-port: smt 24-pin    ports   configuration 2   turns ratio 3    packaging (mm)   hi-pot bi p/n 1   supported  tx  rx  tx  rx  style  pitch  length  width  height  (vrms) hs91-06063lf 4   2  t,c   t,c   1ct:1ct   1ct:1ct   20-pin dip   2.54  25.40  10.25  6.35  1500 dual-port: dip 20-pin    ports   configuration 2   turns ratio 3    packaging (mm)   hi-pot bi p/n 1   supported  tx  rx  tx  rx  style  pitch  length  width  height  (vrms)   

 2009/10 edition magnetic components selector guide we reserve the right to change specifications without prior notice. www.bitechnologies.com 157   ports   configuration 2   turns ratio 3    packaging (mm)   hi-pot bi p/n 1   supported  tx  rx  tx  rx  style  pitch  length  width  height  (vrms) notes:	 (1)	 for	 tape 	&	reel	 packaging, 	add	a	 tr 	suffix	to	the	end	of	the	 part	number	when	ordering, 	 e.g. 	hs00-99657lftr. 	 (2) 	ic	to	cable	side: 	c	is	common	mode	 choke, 	s	is	shunt	inductor	and	 t	is	 transformer. 	 (3) 	 turns 	ratio	is	ic	to	cable	 side. 	 (4) 	 tube 	 packaging	 only.	 	 	 	 	 	 	 	 	 	 	 (5) 	extreme	operating	 temperature 	range: 	-55c	~	 +125c.	 hs91-98250lf  2  c,t,c,s   c,t   1ct:1ct   1:1  40-pin smt   1.27  27.62  16.00  5.52  1500 hs91-98251lf  2  t,c,s   c,t   1ct:1ct   1:1  40-pin smt   1.27  27.62  16.00  5.52  1500 hs91-98252lf  2  t,c   c,t   1ct:1   1ct:1ct   40-pin smt   1.27  27.62  16.00  5.52  1500 hs91-98253lf  2  t,c,s   c,t   1ct:1ct   1ct:1ct   40-pin smt   1.27  27.62  16.00  5.52  1500 hs91-06024lf  2  t,c,s   c,t   1ct:1ct   1ct:1ct   40-pin smt   1.27  27.62  16.00  5.52  1500   ports   configuration 2   turns ratio 3    packaging (mm)   hi-pot bi p/n 1   supported  tx  rx  tx  rx  style  pitch  length  width  height  (vrms) dual-port: smt 40-pin hs91-98248lf  4  t,c   c,t   1ct:1ct   1:1  40-pin smt   1.27  27.62  16.00  5.52  1500 hs91-98249lf  4  t,c   c,t   1ct:1ct   1:1  40-pin smt   1.27  27.62  16.00  5.52  1500 hs91-98254lf  4  t,c   c,t   2ct:1ct   1:1  40-pin smt   1.27  27.62  16.00  5.52  1500 hs91-98255lf	 4	 t,c	 t,c	 2ct:1ct	 1:1	 40-pin 	 smt	 1.27	 27.62	 16.00	 5.52	 1500 hs91-98256lf  4  t,c   c,t   1ct:1ct   1:1  40-pin smt   1.27  27.62  16.00  5.52  1500 hs91-98258lf  4  t,c   c,t   1ct:1ct   1:1  40-pin smt   1.27  27.62  16.00  5.52  1500 hs91-98259lf  4  t,c   c,t   1ct:1ct   1:1  40-pin smt   1.27  27.62  16.00  5.52  1500 hs91-98645lf  4  t,c   c,t   2ct:1ct   1:1  40-pin smt   1.27  27.62  16.00  5.52  1500 hs91-99145lf  4  t,c   c,t   2ct:1ct   1:1  40-pin smt   1.27  27.62  16.00  5.52  1500 hs00-00520lf  4  t,c   c,t   1ct:1ct   1:1  40-pin smt   1.27  27.62  16.00  5.52  1500 hs00-00888lf  4  t,c   t,c   1ct:1ct   1ct:1ct   40-pin smt   1.27  27.62  16.00  5.52  1500 hs00-01276lf  4  t,c   t,c   1ct:1ct   1:1  40-pin smt   1.27  27.62  16.00  5.52  1500 hs00-05067lf  4  t,c   t,c   1ct:1ct   1ct:1ct   40-pin smt   1.27  27.62  16.00  5.52  1500 hs91-05177lf  4  t,c   c,t   1ct:1ct   1:1  40-pin smt   1.27  27.62  16.00  5.52  1500 hs91-06141lf  4  c,t,c   c,t,c   1:1  1:1  40-pin smt   1.27  27.62  16.00  5.52  1500 quad-port: smt 40-pin hs91-07063lf 4   4  c,t,c   c,t,c   1ct:1ct   1ct:1ct   40-pin dip   1.78  37.75  7.60  10.55  1500   ports   configuration 2   turns ratio 3    packaging (mm)   hi-pot bi p/n 1   supported  tx  rx  tx  rx  style  pitch  length  width  height  (vrms) quad-port: dip 40-pin hs91-05172lf  2  t,c   t,c   1ct:1ct   1ct:1ct   24-pin smt   0.99  13.77  18.80  5.72  1500 hs91-08055lf  2  t,c   t,c   1ct:1ct   1ct:1ct   24-pin smt   0.99  13.77  18.80  5.72  1500 hs00-03118lf   2  t,c   t,c   1ct:1ct   1ct:1ct   24-pin smt   1.00  13.08  14.99  3.68  1500   ports   configuration 2   turns ratio 3    packaging (mm)   hi-pot bi p/n 1   supported  tx  rx  tx  rx  style  pitch  length  width  height  (vrms) dual-port: smt 24-pin (2 types)   
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