

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						PO54G08A			AM29LV			40008			KBP00			PMEG3002			55162			M24C01			PJQA5V6			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				434-3130-008 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  s expanded view angle for spanwire application s 90 percent reduction in power consumption vs incandescent - types are  certified to epa e nergy s tar standards s long life: up to 10 times longer than incandescent s warranty: 60 month warranty on materials and workmanship 36 month warranty on intensity on products built to ite vtcsh specification s approved by north carolina or texas dot s easy to install into existing signal enclosure s fuse and transient suppressor incorporated for line and load  protection s power factor greater than 0.9 s total harmonic distortion  12? balls (300mm) 120 volt expanded view signals typical min epa wattage luminous dominant part number certified color at 25 0 c  intensity* wavelength   lens  (cd)  (nm)             tint approved by north carolina 434-1210-008 yes red   15.3 339 622 yes 434-3230-008 yellow    22.5 678 590 yes 434-2270-008 green 15.0 678 505 approved by texas dot -  includes 40% shutdown feature 434- 1210-801 yes red  15.4 339 622 yes 434-3230 -801 y ellow    23.1 678 590 yes 434-2270-801 yes green 15.1 678 505 943105s spade tab adapter typical min epa wattage luminous dominant part number certified color at 25 0 c intensity* wavelength lens (cd)  (nm)            tint north carolina approved types 434-1110-008 yes red   7.5 133 622 yes 434- 3130 -008 y ellow   13.6 267 590 yes 434-2170-008 yes green   8.2 267 505 943105s spade tab adapter 8? (200mm) 120 volt expanded view signals ev0503a dialight corporation  1501 route 34 south ? farmingdale, nj 07727  tel: 732-919-3119 ? fax: 732-751-5778 ? www.dialight.com dialight a roxboro group company typical dominant epa wattage wavelength lens part number certified               description at 25 c (nm) tint approved by texas dot -  includes 40% shutdown feature 434-1314-808 red, 2 row 6.7 622 yes 434-3334-805 yellow, 2 row 7.5 590 yes 434-2374-805 green, 2 row 6.3 505 943105s spade tab adapter 12 ? (300mm) 120 volt expanded view arrows *measured at peak intensity (zero degrees horizontal and vertical)    *measured at peak intensity (zero degrees horizontal and vertical)   
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