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		  Datasheet File OCR Text:


		  a- 88 dimensions are shown: inches (mm) specifications and dimensions subject to change www.ck-components.com a pu shbu tt on f series pushbutton switches features/benefits ? up to 10 poles per module ? various contact terminals ? various mounting & switch ganging configurations ? mechanical indicator buttons ? rohs compliant t ypical applications ? audio selection ? digital equipment interface ? medical equipment interface specifications switching power: f module max. ac/dc: silver: 50 v a/15w, gold: 1 va/300 mw. switching voltage: f module max. ac/dc: silver: 125/30v, gold: 50/30 v. switching current: f module max. ac/dc: silver: 0.5a/0.5a, gold: 0.04a/0.01a. carrying current: max at du = 20c: silver: < 2a, gold: 10 5 operations r?>3.5 x 104 operations. contact resistance: initial: typical %10 m  , max. 20 m  after operating life: %100 m  insulation resistance: ^10 9  between open contacts, ^10 9  between chassis and contacts. capacitance (at f = 10 khz): %0.7 pf between 2 contacts. tot al tra vel/la tching tra vel: 4.7mm/3.3mm (.185 inch/ .130 inch). all models and options are rohs compliant and compatible. note: all models and options are rohs compliant and compatible. note: specifications and materials listed above are for switches with standard options. for information on specific and custom switches, consult customer service center. typical f operating force: 2u: 6.5n (650 grams); 4u: 6.5n (650 grams); 6u: 7.5n (750 grams); 8u: 9.0n (900 grams); 10u: 9.0n (900 grams). european typical sf operating force: 2u: 3.5n?.5n (350 grams?00 grams); 4u: 5n?n (500 grams?00 grams); 6u: 6.5n?n (650 grams?00 grams); 8u: 9.0n?n (900 grams?00 grams). operating temperature range: -40?c to 70?c. materials housing: polycarbonate ul 94v-0 or polyester ul 94v-0. actuator: polyester ul 94v-0. movable contacts: bimetal brass, silver plated, gold plate over nickel. stationary contacts & terminals: brass, silver plated, gold plated. terminal board: polyester ul 94v-0. return spring: music wir e. terminal seal: rtv adhesive sealant. chassis: steel.lockout pin: steel. blockers: steel. build-a-switch to order, simply select desired option from each category and place in the appropriate box. available options are shown and described on pages a-89 thru a-97. for additional options not shown in catalog, consult customer service center.  if requesting only a switch, select either a north american or european switch as noted below. chassis and buttons are sold separately . if multiple stations ar e selected, we will assume all switches ar e the same unless noted otherwise. designation f f series flt light touch f series zf central mounted f series terminal style (none) solder lugs & pc pins 01a cut solder lugs 01b cut pc pins, for other configurations, consult factor y electrical function (none) bbm break-before-make m mbb (special) make-before-break contact material (none) silver , ag au gold dress nut* *central mounted f series only (none) no dress nut b black c chrome t erminal sealing (none) none tb t op/bottom mechanical function oa momentary ee alternate (push-push) gr interlock aor central release oasp momentary with lockout grsp interlock with lockout contact arrangement 2u 2pdt 4u 4pdt 6u 6pdt 8u spdt 10u 1opdt north american or der code - switch only                                                                                                                                                                          

 a- 89 dimensions are shown: inches (mm) specifications and dimensions subject to change www.ck-components.com pu shbu tt on a f series pushbutton switches designation sf f series zf central mounted f series terminal style (none)  solder lugs &  pc pins lb cut solder lugs pb cut pc pins, for other configurations, consult factory electrical function (none) bbm contact material (none)  silver, ag p gold dress nut* *central mounted f series only (none) no dress nut b black c chrome mechanical function oa momentary ee alternate (push-push) gr interlock contact arrangement 2u 2pdt 4u 4pdt 6u 6pdt 8u spdt style f01 fmr f02 fg* f12 fsc f13 fsd f14 fu12 f15 fsb f16 fe f19 fa f21 f001 button color 01 black 02 white 03 red 04 light gray *minimum order quantities apply. european order code - switch only order code - buttons solid buttons mechanical indicator buttons style f01 f a100 f02 fa101 f07 fa120 f08 fa2o1 f11 f a200* shell color 01 black out position color 01 black in position color 02 white 06 y ello w 07 blue 08 green 12 orange *button options for central mounting configurations, use g?or central mount with chrome dress nut, use  a200for central mount with black dr ess nut. button removal a button of a push-push switch should only be removed in the ff?on-l-tching position.                                                                                                                                                                                            

 a- 90 dimensions are shown: inches (mm) specifications and dimensions subject to change www.ck-components.com a pu shbu tt on third angle projection f series pushbutton switches switches with standard options order code - chassis to order a switch with chassis, create the switch part number listed above and add the chassis part number configurator  information at the end of the part number. note: we do not guarantee or recommend interlocking beyond 10 stations. no. of stations 01 thru 23 comes with standard .094 (2,4mm) mounting holes note: single station chassis available with special mounting configurations, consult factory. spacing between stations 00 single station 10 10mm 12.5 12.5mm 15 15mm 17.5 17.5mm 20 20mm special acknowledgements see note c *minimum order quantities apply. 2u 0.827 (21,00) 4u 1.300 (33,00) 6u 1.770 (45,00) 8u 2.240 (57,00) 10u 2.720 (69,00) length dim   contact arrangement 2u 0.827 (21,00) 4u 1.300 (33,00) 6u 1.770 (45,00) 8u 2.240 (57,00) 10u 2.720 (69,00) length dim  contact arrangement zf2ueebf11010108 f2uee                                                  

 a- 91 dimensions are shown: inches (mm) specifications and dimensions subject to change www.ck-components.com pu shbu tt on a third angle projection f series pushbutton switches designation contact arrangement mechanical function terminal sealing pc  mo unting tb top & bottom (none) no seal f2uee shown in example above. note: available for north america only momentary alternate (push-push) interlock oa ee gr function option code momentary alter nate (push-push) interlock  central release momentary with lockout interlock with lockout oa ee gr aor oasp grsp function option code 2x 3x 4x 5x 2pdt 4pdt 6pdt 8pdt 10pdt 2u 4u  6u  8u  10u schematic no. of poles option code north america designation, north america f f series fl t light touch f series zf central mounted f series designation, eur ope sf f series zf central mounted f series eur ope                                              

 a- 92 dimensions are shown: inches (mm) specifications and dimensions subject to change www.ck-components.com a pu shbu tt on third angle projection f series pushbutton switches terminal style contact material dress nut panel cutout panel cutout .0 6 7 (1 . 70 ) .0 7 9 (2 . 01 ) c chrome b black (none) no dress nut for f & f/lt  designations pb cut pc pins (europe) lb cut solder lugs (europe) 01b cut pc pins (north america) 01a cut solder lugs (north america) (none) solder lugs & pc pins note:  available with zf designation and fg button. note:  available with zf designation and fa200 buttons. electrical function bbm non-shorting mbb shorting (north america only) (none)  m function option code 50 v a/15 w; 125/30 v; 0.5/0.5 a 1 va/300mw; 50/30 v; 0.04 a/0.01 a silver, ag gold yes yes yes yes (none)  p (none)  au rohs compliant * europe option code nor th america option code rohs compatible * material rating * note: see technical data section of this catalog for rohs compliant and compatible definitions and specifications.                                                        

 a- 93 dimensions are shown: inches (mm) specifications and dimensions subject to change www.ck-components.com pu shbu tt on a f series pushbutton switches solid button f14 fu12 f13 fsd f12 fsc f02 fg f01 fmr style 01 black 02 white 03 red 04 l t . gra y color option code style color                                            

 a- 94 dimensions are shown: inches (mm) specifications and dimensions subject to change www.ck-components.com a pu shbu tt on third angle projection f series pushbutton switches f01 fa100 f02 fa101 f21 f001 f15 fsb f16 fe f19 fa style style 01 black 02 white 03 red 04 l t. gray color option code mechanical button solid button style color style shell color out position color in position color                                                

 a- 95 dimensions are shown: inches (mm) specifications and dimensions subject to change www.ck-components.com pu shbu tt on a third angle projection f series pushbutton switches mechanical button 01 black 01 black f08 fa201 f11 fa200 f07 fa120 style shell color out position color in position color 02 white 06 yellow 07 blue 08 green 12 orange color option code style shell color out position color in position color                                                

 a- 96 dimensions are shown: inches (mm) specifications and dimensions subject to change www.ck-components.com a pu shbu tt on third angle projection f series pushbutton switches chassis .394 (10,0) .492 (12,5) no. of stations spacing 12.5 12.5mm 10 10mm c00 thru c10 comes with standar d 0.094 (2,44mm) mounting holes note: single station chassis available with mounting configurations, consult factory . number of stations spacing 00 single st ation 0.015 4.567 (116,00) 4.331 (110,01) 10 0.015 4.174 (106,02) 3.938 (100,03) 9 0.015 3.780 (96,01) 3.544 (90,02) 8 0.015 3.386 (86,00) 3.150 (80,01) 7 0.015 2.993 (76,02) 2.757 (70,03) 6 0.010 2.599 (66,01) 2.363 (60,02) 5 0.010 2.205 (56,01) 1.969 (50,01) 4 0.010 1.811 (46,00) 1.575 (40,01) 3 0.005 1.418 (36,02) 1.182 (30,02) 2 tolerance dim.  dim.   no. of stations 0.015 5.373 (136,47) 5.137 (130,48) 10 0.015 4.881 (123,98) 4.645 (117,98) 9 0.015 4.389 (111,48) 4.153 (105,49) 8 0.015 3.897 (98,98) 3.661 (92,99) 7 0.015 3.405 (86,49) 3.169 (80,49) 6 0.010 2.912 (73,96) 2.676 (67,97) 5 0.010 2.420 (61,47) 2.184 (55,47) 4 0.010 1.928 (48,97) 1.692 (42,98) 3 0.005 1.436 (36,47) 1.200 (30,48) 2 tolerance dim.  dim.   no. of stations                                  

 a- 97 dimensions are shown: inches (mm) specifications and dimensions subject to change www.ck-components.com pu shbu tt on a third angle projection f series pushbutton switches chassis .591 (15,0) no. of stations spacing spacing 0.015 6.339 (161,01) 6.103 (155,02) 10 0.015 5.749 (146,02) 5.513 (140,03) 9 0.015 5.158 (131,01) 4.922 (125,02) 8 0.015 4.568 (116,03) 4.332 (110,03) 7 0.015 3.977 (101,02) 3.741 (95,02) 6 0.010 3.386 (86,00) 3.150 (80,01) 5 0.010 2.796 (71,02) 2.560 (65,02) 4 0.010 2.205 (56,01) 1.969 (50,01) 3 0.005 1.615 (41,02) 1.374 (34,90) 2 t olerance dim.  dim.   no. of stations 0.015 7.225 (183,52) 6.989 (177,52) 10 0.015 6.536 (166,01) 6.300 (160,02) 9 0.015 5.847 (148.51) 5.611 (142,52) 8 0.015 5.158 (131,01) 4.922 (125,02) 7 0.015 4.469 (113,51) 4.233 (107,52) 6 0.010 3.780 (96,01) 3.544 (90,02) 5 0.010 3.091 (78.51) 2.855 (75,52) 4 0.010 2.402 (61,01) 2.166 (55,02) 3 0.005 1.713 (43,51) 1.477 (37,52) 2 t olerance dim.  dim.   no. of stations 0.015 8.111 (206,02) 7.875 (200,03) 10 0.015 7.323 (186,00) 7.087 (180,01) 9 0.015 6.536 (166,01) 6.300 (160,02) 8 0.015 5.748 (146,00) 5.512 (140,00) 7 0.015 4.961 (126,01) 4.725 (120,02) 6 0.010 4.174 (106,02) 3.938 (100,03) 5 0.010 3.386 (86,00) 3.150 (80,01) 4 0.010 2.599 (66,01) 2.363 (60,02) 3 0.005 1.811 (46,00) 1.575 (40,01) 2 t olerance dim.  dim.   no. of stations 15 15mm 20 20mm 17.5 17.5mm                                
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