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		  Datasheet File OCR Text:


		  shielded power inductors  C  mss1038 document 378-1    document 378-1  revised  08/01/11 designers kit c391  contains 3 each of all values. core material  ferrite core and winding loss  see www.coilcraft.com/coreloss terminations   rohs compliant matte tin over nickel over copper.  other terminations available at additional cost. weight:   1.5 g ambient temperature  C40c to +85c with i rms current, +85c to  +125c with derated current storage temperature   component: C40c to +125c.    packaging: C40c to +80c resistance to soldering heat  max three 40 second refows at  +260c, parts cooled to room temperature between cycles moisture sensitivity level (msl)   1 (unlimited foor life at  shielded power inductors C mss1038 document 378-2    document 378-2  revised  08/01/11 1 10 100 1000 10000 0.01 0.1 10 1 frequenc y (mhz) inductance (h) 1.5  h 10  h 27  h 270  h 100  h 1000  h typical l vs current  typical l vs frequency typical current derating dimensions are in inches  mm 0.402 0.012 10,2 0,3 0.394 0.008 10,0 0,2 0.150 0.008 3,8 0,2 0.303 0.008 7,7 0,2 0.047 0.008 1,2 0,2 0.118 0.008 3,0 0,2 0.14 3,56 0.37 9,40 0.07 1,78 recommended land p atter n 123 x pa rt s manuf actured  pr ior to  s ept. 2007  w ere  ma rk ed with  o nly  th e d ash  n umber . dash  n umber inter nal  c ode 1 10 100 1000 10000 0.01 0.1 10 1 current  (a) inductance (h) 1.5  h 10  h 27  h 270  h 100  h 1000  h -40 -20 02 04 06 08 0 100 140 120 a mbient  t emperatur e (c) pe r cent   of  r ated  c urrent 120 110 100 90 80 70 60 50 40 30 20 10 0 i sat i rm s 25 c  us uk t aiwan china singapore +1-847-639-6400   sales@coilcraft.com +44-1236-730595   sales@coilcraft-eur ope.com +886-2-2264 3646   sales@coilcraft.com.tw +86-21-6218 8074   sales@coilcraft.com.cn + 65-6484 8412   sales@coilcraft.com.sg ? coilcraft inc. 2012 this pr oduct may not be used in medical or high risk applications without prior coilcraft appr oval. specification subject to change without notice. please check out web site for latest infor mation. 




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of MSS1038-102NLC 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























