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		  Datasheet File OCR Text:


		  2 to combine with heads, see pages   36060-en_ ver4.0/2   to   36067-en_ver3.0/2      references control and signalling units ? 22  0   harmony ?  xb4, metal body/contact assemblies - screw clamp terminal  connections              body/   xing collar for use with sold in lots of unit reference weight  kg electrical block  (contact or light) 10 zb4 bz009   0.038 contact functions   (1)     screw clamp terminal connections  (schneider electric anti-retightening system) contacts for standard applications description type of  contact    sold in  lots of unit  reference weight kg n/o n/c contact blocks single 1 ? 5 zbe 101   0.011 ?1 5 zbe 102  0.011 double 2 ? 5 zbe 203   0.020 ?2 5 zbe 204  0.020 11 5 zbe 205  0.020 single with body/   xing collar 1? 1 zb4 bz101     0.053 ?1 1 zb4 bz102     0.053 2? 1 zb4 bz103 0.062 ?2 1 zb4 bz104 0.062 11 1 zb4 bz105 0.062 12 1 zb4 bz141 0.072 contacts for speci   c applications application type of  contact description    sold in  lots of unit  reference weight kg n/o n/c low power switching single standard 1 ? 5 zbe 1016  0.012 ?1 5 zbe 1026  0.012 dusty environment  (2) (ip5x, 50   m dust) 1? 5 zbe 1016p 0.012 ?1 5 zbe 1026p 0.012 staggered contacts single early make 1? 5 zbe 201  0.011 n/o late break ?1 5 zbe 202  0.011 n/c single with  body/   xing  collar overlapping 11 5 zb4 bz106 0.062 n/o+n/c staggered ?2 5 zb4 bz107   0.062 n/o+n/o clip-on legend holders for electrical blocks with screw clamp terminal connections for use with sold in lots of unit reference weight  kg identi   cation of an xb4 b control or signalling unit 10 zbz  001 0.001 sheet of 50 blank legends legend holder zbz 001 10 zby 001    0.023 ?sis label? labelling software  (for legends  zby 001 ) for legend design for english, french, german, italian, spanish 1 xby 2u   0.100 (1) the contact blocks enable variable composition of body/contact assemblies. maximum number of rows possible: 3. either  3 rows of 3 single contacts or 1 row of 3 double contacts + 1 row of 3 single contacts (double contacts occupy the    rst 2 rows).  maximum number of contacts is speci   ed on page   36072-en_ver3.0/2  . (2) it is not possible to    t an additional contact block on the back of these contact blocks. 814264 zb4 bz009  814264 zb4 bz009  814265 zbe 101  814265 zbe 101  zbe 203  814267 zbe 203  814267 814133 zb4 bz101    814133 zb4 bz101    zbe 201  814265 zbe 201  814265 zb4 bz106 814346 zb4 bz106 814346 zb4 bz107 814346 zb4 bz107 814346 814262 zbz 001   814262 zbz 001   labelling software logiciel de cration d'tiquettes beschriftungssoftware software para crear etiquetas software per la creazione di etichette sis-label merlin gerin modicon square d telemecanique 563527 xby 2u labelling software logiciel de cration d'tiquettes beschriftungssoftware software para crear etiquetas software per la creazione di etichette sis-label merlin gerin modicon square d telemecanique 563527 xby 2u general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  36068-en_ver4.1.indd

 3 to combine with: heads, see page   36060-en_ver4.0/6      references light blocks screw clamp terminal connections  (schneider electric anti-retightening system) description supply voltage  v colour of  light source sold in  lots of unit  reference weight kg integral led  (to combine with  heads for integral led)    z  12 (50/60 hz) white 5 zbv j1 0.017 green    5 zbv j3 0.017 red 5 zbv j4   0.017 orange 5 zbv j5   0.017 blue 5 zbv j6 0.017 z  24 (50/60 hz) white 5 zbv b1     0.017 green    5 zbv b3    0.017 red 5 zbv b4    0.017 orange 5 zbv b5    0.017 blue 5 zbv b6    0.017 z  24?120 (50/60 hz) white 5 zbv bg1 0.017 green    5 zbv bg3 0.017 red 5 zbv bg4 0.017 orange 5 zbv bg5 0.017 blue 5 zbv bg6 0.017 a  110...120 (50/60 hz) white 5 zbv g1    0.017 green    5 zbv g3    0.017 red 5 zbv g4    0.017 orange 5 zbv g5    0.017 blue 5 zbv g6    0.017 a  230...240 (50/60 hz) white 5 zbv m1 0.017 green    5 zbv m3 0.017 red 5 zbv m4   0.017 orange 5 zbv m5   0.017 blue 5 zbv m6 0.017 blocks for ?test light? function for use with supply voltage  v description reference weight kg light blocks z  12 and 24 z  24?120 single module, 1 connecting wire zbz g156  (1)     0.010 light blocks with integral led a  48?230 double module, with connecting wires zbz m156  (2)   0.010 led suppressors for use with supply voltage  v level of  protection reference weight kg light blocks with integral led    tted with screw clamp  terminal connections a  120 25?120 va zbz vg     0.010 a  230 30?230 va zbz vm 0.010 flashing light blocks screw clamp terminal connections  (schneider electric anti-retightening system) description supply  voltage  v colour of  light source sold in  lots of unit  reference weight kg integral led  (to combine with  heads for integral led)   z  24 (50/60 hz) white 5 zbv 18b1      0.017 green    5 zbv 18b3     0.017 red 5 zbv 18b4     0.017 orange 5 zbv 18b5     0.017 blue 5 zbv 18b6     0.017 a  110...120 (50/60 hz) white 5 zbv 18g1    0.017 green    5 zbv 18g3    0.017 red 5 zbv 18g4    0.017 orange 5 zbv 18g5    0.017 blue 5 zbv 18g6    0.017 a  230...240 (50/60 hz) white 5 zbv 18m1 0.017 green    5 zbv 18m3 0.017 red 5 zbv 18m4 0.017 orange 5 zbv 18m5 0.017 blue 5 zbv 18m6 0.017 (1) block for use with  z  light blocks with integral led types  zbv j p ,  zbv b p ,  zvb bg p  or with direct supply light block for ba 9s  bulb,  zbv 6 . (2) block for use  a  light blocks integral led types  zbv g p ,  zbv m p , see connection on page   36020-en_ver17.0/10  . 814273 zbv b p 814273 zbv b p zbz g156 522067 zbz g156 522067 zbz m156 522068 zbz m156 522068 814274 zbz v p 814274 zbz v p general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  control and signalling units ? 22  0   harmony ?  xb4, metal light blocks - ?test light? - protection           36068-en_ver4.1.indd

 4 to combine with heads, see pages   36060-en_ ver4.0/2   to   36067-en_ver3.0/2      references control and signalling units ? 22  0   harmony ?  xb4, metal body/contact assemblies - spring terminal connections                      body/   xing collar for use with sold in lots of unit reference weight  kg electrical block  (contact or light) 10 zb4 bz009   0.038 contact functions    spring terminal connections  (1)   contacts for standard applications description type of contact    sold in lots of unit reference weight kg n/o n/c contact blocks single 1 ? 4 zbe 1015   0.011 ?1 4 zbe 1025 0.011 single with body/   xing collar 1? 1 zb4 bz1015     0.053 ?1 1 zb4 bz1025     0.053 2? 1 zb4 bz1035 0.062 ?2 1 zb4 bz1045 0.062 light blocks spring terminal connections  (1)   description supply voltage  v colour of  light source sold in lots of unit reference weight kg integral led  (to combine with  heads for integral led)    z  12 (50/60 hz) white 4 zbv j15 0.016 green    4 zbv j35 0.016 red 4 zbv j45   0.016 orange 4 zbv j55   0.016 blue 4 zbv j65 0.016 z  24 (50/60 hz) white 4 zbv b15     0.016 green    4 zbv b35    0.016 red 4 zbv b45    0.016 orange 4 zbv b55    0.016 blue 4 zbv b65    0.016 a  110...120 (50/60 hz) white 4 zbv g15    0.016 green    4 zbv g35    0.016 red 4 zbv g45    0.016 orange 4 zbv g55    0.016 blue 4 zbv g65    0.016 a  230...240 (50/60 hz) white 4 zbv m15 0.016 green    4 zbv m35 0.016 red 4 zbv m45   0.016 orange 4 zbv m55   0.016 blue 4 zbv m65 0.016 sheet of 50 blank legends for use with sold in lots of unit reference weight  kg legend holder zbz 001 10 zby 001    0.023 ?sis label? labelling software  (for legends  zby 001 ) for legend design for english, french, german, italian, spanish 10 xby 2u   0.100 (1) it is not possible to    t an additional block on the back of these contact or light blocks. 814264 zb4 bz009  814264 zb4 bz009  labelling software logiciel de cration d'tiquettes beschriftungssoftware software para crear etiquetas software per la creazione di etichette sis-label merlin gerin modicon square d telemecanique 563527 xby 2u labelling software logiciel de cration d'tiquettes beschriftungssoftware software para crear etiquetas software per la creazione di etichette sis-label merlin gerin modicon square d telemecanique 563527 xby 2u general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  zbe 1015 pf107777 pf 10 777 9 zb4 bz1015    36068-en_ver4.1.indd

 5 to combine with heads, see pages   36062-en_ ver3.0/2   to   36067-en_ver3.0/2      references control and signalling units ? 22  0   harmony ?  xb4, metal body/contact assemblies for printed circuit board           body/   xing collar and accessories speci   cally for printed circuit board mounting   (1) accessories required when using adaptor (socket) zbz 010 description for use with sold in lots of unit reference weight  kg body/   xing collar electrical block  (contact or light) 10 zb4 bz009 0.006 fixing collar/pillar printed circuit board support (   xing screw zbz 006 to be ordered  separately) 10 zb4 bz079  0.003 fixing screw for  printed circuit board fixing collar/pillar zb4 bz079 10 zbz 006  0.011 adapter (socket)   (1) for use with thickness of  printed circuit board (mm) sold in lots of unit reference weight  kg electrical block  (contact or light) 1.6  0.2 10 zbz 010   0.008 2.2  0.2 10 zbz 011  0.008 3.2  0.2 10 zbz 012 0.008 contact functions   (1)   contacts for standard applications description type of contact    sold in lots of unit reference weight kg n/o n/c contact blocks single 1 ? 5 zbe 701   0.011 ?1 5 zbe 702   0.011 contacts for speci   c applications application type of contact    sold in lots sof unit reference weight kg n/o n/c low power switching single 1 ? 5 zbe 1016   0.012 ?1 5 zbe 1026  0.012 light blocks   (1)   description supply voltage  v colour  of led sold in  lots of unit reference weight kg integral led  (to combine with  heads for integral led)    z  24 (50/60 hz) white 5 zbv b17     0.004 green    5 zbv b37    0.004 red 5 zbv b47    0.004 orange 5 zbv b57    0.004 blue 5 zbv b67    0.004 (1) for details of support drilling and of printed circuit board: see page   36020-en_ver17.0/13  814286 zb4 bz079 + zb4 bz009 814286 zb4 bz079 + zb4 bz009 814264 zb4 bz009  814264 zb4 bz009  540159 zbz 01 p 540159 zbz 01 p 814287 zbe 701  814287 zbe 701  814288 zbe 702  814288 zbe 702  814289 zbv b p 7 814289 zbv b p 7 general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  36068-en_ver4.1.indd

 6 to combine with heads, see pages   36060-en_ ver4.0/2   to   36067-en_ver3.0/2      references control and signalling units ? 22  0   harmony ?  xb4, metal body/contact assemblies - faston connectors           contact functions   (1)     faston connectors (6.35 or 2 x 2.8 mm)  (schneider electric anti-retightening system)   contacts for standard applications description type of  contact    sold in  lots of unit  reference weight kg n/o n/c contact blocks single 1 ? 5 zbe 1013   0.011 ?1 5 zbe 1023 0.011 double 2 ? 5 zbe 2033   0.020 ?2 5 zbe 2043 0.020 11 5 zbe 2053  0.020 single with body/   xing collar 1? 1 zb4 bz1013  (2)      0.053 ?1 1 zb4 bz1023  (2)      0.053 2? 1 zb4 bz1033 0.062 ?2 1 zb4 bz1043 0.062 11 1 zb4 bz1053 0.062 contacts for speci   c applications application type of  contact description    sold in  lots of unit  reference weight kg n/o n/c low power switching single standard 1 ? 5 zbe 10163  (2)   0.012 ?1 5 zbe 10263  (2) 0.012 dusty environments  (3) (ip5x, 50   m dust) 1? 5 zbe 1016p3  (2) 0.012 ?1 5 zbe 1026p3  (2) 0.012 staggered contacts single early make 1? 5 zbe 2013  (2)    0.011 n/o late break ?1 5 zbe 2023  (2)   0.011 n/c clip-on legend holders for electrical blocks with screw clamp terminal connections for use with sold in lots of unit reference weight  kg identi   cation of an xb4 b control or signalling unit 10 zbz  001 0.001 sheet of 50 blank legends legend holder zbz 001 10 zby 001    0.023 ?sis label? labelling software  (for legends  zby 001 ) for legend design for english, french, german, italian, spanish 1 xby 2u   0.100 (1) the contact blocks enable variable composition of body/contact assemblies. maximum number of rows possible: 3. either 3 rows of 3 single contacts or 1 row of 3 double contacts + 1 row of 3 single contacts (double contacts occupy the    rst 2  rows). (2) to order products with screw clamp terminal connections for lugs, replace the  3  at the end of the reference with a  9 .  example:  zbe 1013  becomes  zbe 1019 . (3) it is not possible to    t an additional contact block on the back of these contact blocks. 121475 zbe 1023  121475 zbe 1023  121508 zbe 2043  121508 zbe 2043  111290 zb4 bz1043  111290 zb4 bz1043  zb4 bz1053  111291 zb4 bz1053  111291 814262 zbz 001   814262 zbz 001   labelling software logiciel de cration d'tiquettes beschriftungssoftware software para crear etiquetas software per la creazione di etichette sis-label merlin gerin modicon square d telemecanique 563527 xby 2u labelling software logiciel de cration d'tiquettes beschriftungssoftware software para crear etiquetas software per la creazione di etichette sis-label merlin gerin modicon square d telemecanique 563527 xby 2u general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  36068-en_ver4.1.indd

 7 to combine with heads, see pages   36060-en_ ver4.0/2   to   36067-en_ver3.0/2    references body/   xing collar for use with sold in lots of unit reference weight  kg electrical block  (contact or light) 6 zb4 bz009   0.038 contact functions    plug-in connector  (1) contacts for standard applications description type of contact    sold in lots of unit  reference weight kg n/o n/c contact blocks single 1? 5 zbe 1014   0.011 ?1 5 zbe 1024   0.011 single with body/   xing collar 1? 1 zb4 bz1014      0.050 ?1 1 zb4 bz1024       0.050 2? 1 zb4 bz1034 0.058 ?2 1 zb4 bz1044 0.058 11 1 zb4 bz1054 0.058 12 1 zb4 bz1414 0.064 light blocks plug-in connector description supply  voltage (v) colour of  light source sold in  lots of unit  reference weight kg integral led  (to combine with  heads for integral led)   z  24 (50/60 hz) white 5 zbv b14      0.016 green    5 zbv b34    0.016 red 5 zbv b44    0.016 orange 5 zbv b54    0.016 blue 5 zbv b64    0.016 a  110?120 (50/60 hz) white 5 zbv g14    0.016 green    5 zbv g34    0.016 red 5 zbv g44    0.016 orange 5 zbv g54    0.016 blue 5 zbv g64    0.016 a  230?240 (50/60 hz) white 5 zbv m14 0.016 green    5 zbv m34 0.016 red 5 zbv m44 0.016 orange 5 zbv m54 0.016 blue 5 zbv m64 0.016 connecting cables and connector description number of  connectors wire  c.s.a. mm 2 length mm sold in  lots of unit reference weight kg cables with connectors  2-pin, 5.08 mm pitch  1 0.75 500 8 ape 1c2150 0.120 2 0.75 500 8 ape 1c2250    0.180 spring terminal connector  2-pin, 5.08 mm pitch  ? 0.2 to 2.5 ? 10 ape 1pre21 0.003 (1) it is not possible to    t an additional contact block on the back of these contact blocks.     814264 zb4 bz009  814264 zb4 bz009  814278 zbe 1014  814278 zbe 1014  814279 zbe 1024  814279 zbe 1024  814135 zb4 bz1014     814135 zb4 bz1014     814136 zb4 bz1024      814136 zb4 bz1024      814280 zbv b p 4 814280 zbv b p 4 530719 ape 1c2250   530719 ape 1c2250   general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  control and signalling units ? 22  0   harmony ?  xb4, metal body/contact assemblies - plug-in connector           36068-en_ver4.1.indd

 8 to combine with: heads, see pages   36060-en_ver4.0/5   to   36065-en_ ver3.0/5  contacts, see page   36068-en_ver4.0/2      references complete body/contact assemblies and light blocks  (1) screw clamp terminal connections  (schneider electric anti-retightening system) light  source supply  voltage v type of contact colour of  light source reference weight      n/o n/c kg direct supply integral led    z  24 (50/60 hz) 1 ? white zb4 bw0b11    0.064 green    zb4 bw0b31 0.064 red zb4 bw0b41 0.064 orange zb4 bw0b51 0.064 blue zb4 bw0b61 0.064 ? 1 white zb4 bw0b12 0.064 green    zb4 bw0b32 0.064 red zb4 bw0b42 0.064 orange zb4 bw0b52 0.064 blue zb4 bw0b62 0.064 2 ? white zb4 bw0b13 0.074 green    zb4 bw0b33 0.074 red zb4 bw0b43 0.074 orange zb4 bw0b53 0.074 blue zb4 bw0b63 0.074 1 1 white zb4 bw0b15 0.074 green    zb4 bw0b35 0.074 red zb4 bw0b45 0.074 orange zb4 bw0b55 0.074 blue zb4 bw0b65 0.074 a  110...120 (50/60 hz) 1 ? white zb4 bw0g11 0.064 green    zb4 bw0g31 0.064 red zb4 bw0g41 0.064 orange zb4 bw0g51 0.064 blue zb4 bw0g61 0.064 ? 1 white zb4 bw0g12 0.064 green    zb4 bw0g32 0.064 red zb4 bw0g42 0.064 orange zb4 bw0g52 0.064 blue zb4 bw0g62 0.064 2 ? white zb4 bw0g13    0.074 green    zb4 bw0g33 0.074 red zb4 bw0g43 0.074 orange zb4 bw0g53 0.074 blue zb4 bw0g63 0.074 1 1 white zb4 bw0g15 0.074 green    zb4 bw0g35 0.074 red zb4 bw0g45 0.074 orange zb4 bw0g55 0.074 blue zb4 bw0g65 0.074 other versions complete bodies with faston connector terminals (6.35 or 2 x 2.8). please consult your regional sales of   ce. (1) can be    tted with additional contact blocks: see page   36068-en_ver4.0/2  . zb4 bw0 pp 3 zb4 bw0 pp 3 general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  control and signalling units ? 22  0   harmony ?  xb4, metal body/contact assemblies + light blocks with integral led    36068-en_ver4.1.indd

 9 to combine with: heads, see pages   36060-en_ver4.0/5   to   36065-en_ ver3.0/5  contacts, see page   36068-en_ver4.0/2    references complete body/contact assemblies and light blocks   (1)   (continued) screw clamp terminal connections  (schneider electric anti-retightening system) light  source supply  voltage type of contact colour of  light source reference weight      v n/o n/c kg direct supply  (continued) integral led    a  230?240 (50/60 hz) 1 ? white zb4 bw0m11 0.064 green    zb4 bw0m31 0.064 red zb4 bw0m41 0.064 orange zb4 bw0m51 0.064 blue zb4 bw0m61 0.064 ? 1 white zb4 bw0m12 0.064 green    zb4 bw0m32 0.064 red zb4 bw0m42 0.064 orange zb4 bw0m52 0.064 blue zb4 bw0m62 0.064 2 ? white zb4 bw0m13 0.074 green    zb4 bw0m33 0.074 red zb4 bw0m43 0.074 orange zb4 bw0m53 0.074 blue zb4 bw0m63 0.074 1 1 white zb4 bw0m15 0.074 green    zb4 bw0m35 0.074 red zb4 bw0m45 0.074 orange zb4 bw0m55 0.074 blue zb4 bw0m65 0.074 other versions complete bodies with faston connector terminals (6.35 or 2 x 2.8). please consult your regional sales of   ce. (1) can be    tted with additional contact blocks: see page   36068-en_ver4.0/2  . zb4 bw0 pp 3 zb4 bw0 pp 3 general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  control and signalling units ? 22  0   harmony ?  xb4, metal body/contact assemblies + light blocks with integral led      36068-en_ver4.1.indd

 10 to combine with: heads, see page   36066-en_ver3.0/2  contacts, see page   36068-en_ver4.0/2      references complete light bodies  (   xing collar + light block with integral led) screw clamp terminal connections  (schneider electric anti-retightening system) light  source supply voltage  v colour of  light source reference weight kg integral led  z  12  (50/60 hz) white zb4 bvj1 0.054 green    zb4 bvj3 0.054 red zb4 bvj4 0.054 orange zb4 bvj5 0.054 blue zb4 bvj6 0.054 z  24  (1)  (50/60 hz) white zb4 bvb1   0.054 green    zb4 bvb3 0.054 red zb4 bvb4 0.054 orange zb4 bvb5 0.054 blue zb4 bvb6 0.054 z 24?120 (50/60 hz) white zb4 bvbg1 0.054 green    zb4 bvbg3 0.054 red zb4 bvbg4 0.054 orange zb4 bvbg5 0.054 blue zb4 bvbg6 0.054 a  110...120  (1)     (50/60 hz) white zb4 bvg1 0.054 green    zb4 bvg3 0.054 red zb4 bvg4 0.054 orange zb4 bvg5 0.054 blue zb4 bvg6 0.054 a  230?240  (1) (50/60 hz) white zb4 bvm1 0.054 green    zb4 bvm3 0.054 red zb4 bvm4 0.054 orange zb4 bvm5 0.054 blue zb4 bvm6 0.054 (1) complete bodies with faston connector terminals (6.35 or 2 x 2.8), see page   36068-en_ver4.1/6  . 814207 zb4 bv pp 814207 zb4 bv pp general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  control and signalling units ? 22  0   harmony ?  xb4, metal body/light assemblies for pilot lights with integral led      36068-en_ver4.1.indd

 11 to combine with: heads, see page   36066-en_ver3.0/2  contacts, see page   36068-en_ver4.0/2      references complete light bodies with 3-terminal ?test? function (   xing collar + light block with integral led + pre-wired block for ?test light? function) screw clamp terminal connections  (schneider electric anti-retightening system) light  source supply voltage  v colour of  light source reference weight kg integral led  z  24  (1)   (50/60 hz) white zb4 bvb1156  0.054 green    zb4 bvb3156 0.054 red zb4 bvb4156 0.054 orange zb4 bvb5156 0.054 blue zb4 bvb6156 0.054 complete bodies with    ashing pilot light  (   xing collar + light block with integral led) screw clamp terminal connections  (schneider electric anti-retightening system) light source supply voltage  v colour of  light source reference weight kg integral led  z  24 (50/60 hz) white zb4 bv18b1 0.054 green    zb4 bv18b3 0.054 red zb4 bv18b4 0.054 orange zb4 bv18b5 0.054 blue zb4 bv18b6 0.054 a  110?120 (50/60 hz) white zb4 bv18g1 0.054 green    zb4 bv18g3 0.054 red zb4 bv18g4 0.054 orange zb4 bv18g5 0.054 blue zb4 bv18g6 0.054 a  230?240 (50/60 hz) white zb4 bv18m1 0.054 green    zb4 bv18m3 0.054 red zb4 bv18m4 0.054 orange zb4 bv18m5 0.054 blue zb4 bv18m6 0.054 (1) for a  a  120 or 230 v supply, use complete body  zb4 bvg p  or  zb4 bvm p  with block for ?test light? function type  zbz m156 ,  see page   36066-en_ver3.0/2   and    36068-en_ver4.1/3  . zb4 bvb p 156 522069 zb4 bvb p 156 522069 general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  control and signalling units ? 22  0   harmony ?  xb4, metal body/light assemblies for pilot lights with integral led      36068-en_ver4.1.indd

 12 to combine with: heads, see page   36060-en_ver4.0/7  contacts, see page   36068-en_ver4.0/2      references complete body/contact assemblies and light blocks  (1) for bulb with ba 9s base    tting (incandescent, neon or led) screw clamp terminal connections  (schneider electric anti-retightening system) light  source supply  voltage type of contact colour of  light source reference weight      v n/o n/c kg direct supply ba9s base    tting bulb, 2.4 w max, not included  (2) y  250 1 ? ? zb4 bw061       0.063 ?1? zb4 bw062 0.063 2?? zb4 bw063 0.073 11? zb4 bw065 0.073 supply via integral transformer  (1.2 va,  6 v secondary) ba9s base    tting incandescent bulb, included a  110?120 50/60 hz 1?? zb4 bw031 0.141 11? zb4 bw035    0.151 a  230 50 hz a  220?240 60 hz 1?? zb4 bw041 0.141 11? zb4 bw045 0.151 a  400   50 hz 1?? zb4 bw051 0.141 11? zb4 bw055 0.151 ba9s base    tting led, included a  110?120 50/60 hz 1 1 white zb4 bw03d15 0.151 green    zb4 bw03d35 0.151 red zb4 bw03d45 0.151 orange zb4 bw03d55 0.151 blue zb4 bw03d65 0.151 a  230 50 hz a  220?240 60 hz 1 1 white zb4 bw04d15 0.151 green    zb4 bw04d35 0.151 red zb4 bw04d45 0.151 orange zb4 bw04d55 0.151 blue zb4 bw04d65 0.151 a  400 50/60 hz 1 1 white zb4 bw05d15 0.152 green    zb4 bw05d35 0.152 red zb4 bw05d45 0.152 orange zb4 bw05d55 0.152 blue zb4 bw05d65 0.152 other versions complete bodies with integral transformer incorporating faston connector terminals (6.35 or 2 x 2.8). please consult your regional sales of   ce. (1) can be    tted with additional contact blocks: see page   36068-en_ver4.0/2  . (2) bulb to be ordered separately: see page   36071-en_ver4.0/4  . zb4 bw06 p zb4 bw06 p zb4 bw0 p 5 zb4 bw0 p 5 general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  control and signalling units ? 22  0   harmony ?  xb4, metal body/contact assemblies + light blocks with  ba 9s base    tting   36068-en_ver4.1.indd

 13 to combine with: heads, see page   36066-en_ver3.0/3  contacts, see page   36068-en_ver4.0/2      references light blocks screw clamp terminal connections  (schneider electric anti-retightening system) description supply  voltage  v sold in  lots of unit  reference weight kg direct supply for ba 9s base    tting bulb, 2.4 w max., not included  (1) y  250 5 zbv 6      0.016 complete light bodies  (   xing collar + light block ) for bulb with ba 9s base    tting (incandescent, neon or led) screw clamp terminal connections  (schneider electric anti-retightening system) light source supply voltage  v colour of  light source reference weight kg direct supply ba 9s base    tting bulb, 2.4 w max, not included  (1) y  250 ? zb4 bv6      0.052 supply via integral transformer (1.2 va,  6 v secondary) ba 9s base    tting incandescent bulb, included a  110?120 -50/60 hz ? zb4 bv3      0.130 a  230 - 50 hz a  220?240 - 60 hz ? zb4 bv4 0.130 a  400 - 50 hz ? zb4 bv5 0.131 a  440?480 - 60 hz ? zb4 bv8 0.128 a  550?600 - 60 hz ? zb4 bv9 0.131 ba 9s base    tting led, included a  110?120 - 50/60 hz white zb4 bv3d1 0.134 green    zb4 bv3d3 0.134 red zb4 bv3d4 0.134 orange zb4 bv3d5 0.134 blue zb4 bv3d6 0.134 a  230 - 50 hz a  220?240 - 60 hz white zb4 bv4d1 0.134 green    zb4 bv4d3 0.134 red zb4 bv4d4 0.134 orange zb4 bv4d5 0.134 blue zb4 bv4d6 0.134 a  400 - 50/60 hz white zb4 bv5d1 0.134 green    zb4 bv5d3 0.134 red zb4 bv5d4 0.134 orange zb4 bv5d5 0.134 blue zb4 bv5d6 0.134 complete light bodies with 3-terminal ?test? function  (   xing collar + light block) for bulb with ba 9s base    tting (incandescent, neon or led) screw clamp terminal connections  (schneider electric anti-retightening system) direct supply ba 9s base    tting bulb, 2.4 w max, not included  (1) y  250 ? zb4 bv156 0.062 (1) bulb to be ordered separately, see page   36071-en_ver4.0/4  . other versions complete bodies with faston connector terminals (6.35 or 2 x 2.8), s ee page    36068-en_ ver4.0/3   . 814210 zb4 bv6     814210 zb4 bv6     814211 zb4 bv p 814211 zb4 bv p 522070 zb4 bv156 522070 zb4 bv156 general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  general : page   36022-en_ver9.0/2  characteristics : page   36001-en_ver16.0/2  dimensions : page   36020-en_ver17.0/2  control and signalling units ? 22  0   harmony ?  xb4, metal light bodies for pilot lights with ba 9s base    tting     36068-en_ver4.1.indd
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