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		  Datasheet File OCR Text:


		  p anel pc all specifications and photos are subject to change without notice. #201209 www.boser.com.tw ? wide range operating temp.: -30~60 o c ? sunlight readable ? fanless, aluminum front panel design ? 21.5" tft color panel display w/touch screen  ? intel? atom? d525/d510 processor ? vga, gigabit ethernet, audio port ? 2w stereo speaker ? 2 x 2.5" sata hdd space, 1 x slim cd-rom space ? 1 x cf, 1 x mini pci, 1 x mini pcie socket ? 4 x com port, 6 x usb2.0 port, parallel port ? 12v dc in ? option for wireless lan module lcd - size: 21.5" - max. resolution: 1920 x 1080 pixels - brightness: 1000 cd/m2 - max. color: 16.7m colors/6-bits - pixel pitch: 248.25 x 248.25 um touch screen - 21.5" resistive sbc - hs-8603 cpu - intel? atom? d525/d510 processor 1.8/1.6ghz system chipset - intel? pineview/ich8-m system memory - 2 x 200-pin so-dimm, ddr2 800/667mhz, max. 4gb display interface: - 1 x d-sub 15-pin audio interface - audio jack for mic in, line out - 2w amplifier with stereo speaker ethernet interface - 1 x rj-45 for gigabit ethernet - 1 x mini pci wireless lan module (option) storage - 2 x 2.5? sata hdd space - 1 x slim cd-rom space - 1 x type ii cf socket expansion interface - 1 x type iii mini pci socket - 1 x mini pcie socket watchdog timer - software programmable, 1~255 sec. or 1~255 min. h/w status monitor - monitoring temperatures, voltages status power - 12v 150w dc adapter with lockable jack - +12v dc in (terminal block) operating/storage temperature - -30~60c/-30~+70c certification - fcc/ce class a compliance - ip65 front panel protection compliance dimensions - 57.0(l) x 36.0(h) x 6.4(w) cm cut out size - 53.4(l) x 32.4(h) cm 21.5? wide temperature, sunlight readable fanless panel pc with touch screen, atom? d525/d510,  2w stereo speaker, 4 com, 6 usb, 12v dc in bpf-8321-w-hb/d525 21.5? wide temperature, sunlight readable panel pc  w/touch screen, atom? 1.8ghz cpu, 2w stereo  speaker, 4 com, 6 usb, 12v dc adapter bpf-8321-w-hb/d510 21.5? wide temperature, sunlight readable panel pc  w/touch screen, atom? 1.6ghz cpu, 2w stereo  speaker, 4 com, 6 usb, 12v dc adapter accessory options table top metal stand, memory module, cf module,  wireless lan module, 2.5? sata hdd, slim cd-rom bpf-8321-w-hb system dimensions  (unit:cm) ordering information features 36.0 57.0 32.0 53.0 10.0 10.0 6.4 0.6 2.1 3.7
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