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		  Datasheet File OCR Text:


		  (1,27mm)  .050" pitch (2,54mm) .100" alignment pin or locking clip option available hdwm?20?59?g?s?535?sm hdwm?30?53?s?d?355?sm hdwm?16?57?g?d?280?sm www.samtec.com (1,27) .050 typ (1,27) .050 (1,27) .050 x  no. of positions (2,48) .098 (2,54) .100 (5,01) .198 (7,52) .296 (1,27) .050 typ (2,54) .100 (0,00) .000 min (0,51) .020 (0,51) .020 dia (0,46) .018 sq 50 01 02 01 (4,98) .196 100 99 oal stacker height (6,35)  .250  min for complete speci  cations and  recommended pcb layouts see www.samtec.com?hdwm insulator material:  top: black lcp bottom: natural lcp terminal material: phosphor bronze plating:  au or sn over 50  (1,27?) ni current rating:   1a operating temp range: -55? to + 105? with tin -55? to + 125? with gold rohs compliant: ye s processing: max processing temp: 230? for 60 seconds, or 260? for 20 seconds 3x lead-free solderable: ye s smt lead coplanarity:  .006" (0,15mm) max note:  this series is  non-standard, non-returnable. board  stacker hdwm series mates with: sms, slm, rsm  hdwm no. pins per row row  option ?s = single  row ?d = double  row lead  style plating option stacker height other option 02 thru 40 ??xxx? = stacker height example: ?250 =  (6,35mm)  .250" specify  lead  style from  chart ??xxx? =  polarized ?a = alignment pin (6 positions minimum  ?d only.) metal or plastic at  samtec?s discretion (n/a with ?lc) ?lc = locking clip (5 positions minimum.  ?d only)  (n/a with ?a) ?p = pick & place pad sm f-209-1 specifications (8,38) .330 (9,78) .385 (11,05) .435 (12,45) .490 (12,83) .505 (13,46) .530 (14,86) .585 (15,62) .615 lead  style ?01 ?53 ?54 ?55 ?56 ?57 ?58 ?59 oal overall  pin (oal) board space socket  profile post board stacking stacker height surface  smt mount ?g = 10"  (0,25m)  gold  on post, gold ?  ash  on tail ?s  = 30"  (0,76m)  gold  on post,  matte tin  on tail 
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