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		  Datasheet File OCR Text:


		  ? 2006 glenair, inc.  cage code 06324/0ca77  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  p-10   e-mail:  sales@glenair.com  how to order single row back-to-back jumpers   series number  of  contacts connector  type shell material  and finish wire  gage wire type wire  color  code  length inches hardware 890-005 back-to- back cables,  single row,  nanominiature 9 15 21 25 31 37 51 gp plug (pin)  connector on  both ends gs receptacle  (socket)  connector on  both ends cs plug (pin)  on one end,  receptacle on  the other end a1 aluminum shell,  cadmium plating a2 aluminum shell,  electroless  nickel plating t titanium shell,  unplated s stainless steel  shell, passivated 0 #30  awg 2 #32  awg a ultralightweight xletfe  insulation, silver-coated  ultrahigh-strength copper  (not available for #32 gage) b extruded ptfe insulation,  nema hp3-etx (mil-w-16878/6) c cross-linked modi?  ed  etfe insulation,  mil-w-22759/33 (not available for #32 awg) 1 white 2 yellow 7 10 color  repeating (wire  type a is  striped,  types b  and c  are solid  colors) overall  length in inches including  connectors example: 12  speci?  es  12 inches  oal jj  = jackscrews on  both ends (gp, gs, cs) jt  = jackscrews on  plug, threaded holes on  receptacle (cs) jp  = jackscrews on  plug, threaded holes on  plug (gp) tj  = jackscrews on  receptacle, threaded  holes on plug (cs)(1) jr  = jackscrews on  receptacle, threaded  holes on receptacle  (gs) tt  = threaded holes  both ends (gp, gs,  cs)(1) sample part number 890-005  C  9 gp a1  C  0 a 1    C  12 jp series 89 nanominiature connectors single row back-to-back cables  890-005 plug (pin) connector receptacle (socket) connector t threaded insert option j jackscrew option j jackscrew option glenairs back-to-back nano connectors feature gold  alloy nanopin contacts. contacts are precision-crimped  to insulated, stranded wire. these nanomimiature  connectors offer premium preformance and reliability  for demanding applications. contact spacing is .025  inches. 1 amp current rating, dwv rating 300 volts ac.  wire gages #30 and #32 awg. nanopin contact system  assures premium performance in  demanding environments. the gold/platinum alloy contacts  will stand up to years of exposure without corrosion.  typical applications  include uav's, satellites, missile  systems and geophysical instruments.  (1)t threaded insert option titanium or stainless steel  shells only

 ? 2006 glenair, inc.  cage code 06324/0ca77  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  p-11   e-mail:  sales@glenair.com  p single row nano back-to-back dimensions plug (pin) connectors receptacle (socket) connectors layout a dimension b basic dimension c basic dimension in. mm. in . mm. in. mm. 9p .500 12.70 .395 10.03 .284 7.21 9s .500 12.70 .395 10.03 .285 7.24 15p .650 16.51 .545 13.84 .434 11.02 15s .650 16.51 .545 13.84 .435 11.05 21p .800 20.32 .695 17.65 .584 14.83 21s .800 20.32 .695 17.65 .585 14.86 25p .900 22.86 .795 20.19 .684 17.37 25s .900 22.86 .795 20.19 .685 17.40 31p 1.050 26.67 .945 24.00 .834 21.18 31s 1.050 26.67 .945 24.00 .835 21.21 37p 1.200 30.48 1.095 27.81 .984 24.99 37s 1.200 30.48 1.095 27.81 .985 24.02 51p 1.550 39.37 1.445 36.70 1.334 33.88 51s 1.550 39.37 1.445 36.70 1.335 33.91 .025 (0.64) typ .005 (0.13) pin 1 a c b #0-80 unf-2a, 2x .115  (2.92) .005 (0.13) .025 (0.64) typ a c b socket 1 #0-80 unf-2b, 2x .115  (2.92) series 89 nanominiature connectors single row back-to-back cables  890-005 .108 / .102 2.74 / 2.59 .210 (5.33) .080 (2.03) .042/.037 (1.07/0.94) .110  .003 (2.79  0.08) .225  (5.72) length +.5 (12.7)/-0.0 .115 (2.92) .115 (2.92) plug with "t" threaded  insert option receptacle with "j"  jackscrew option titanium or stainless  steel shells only titanium or stainless steel  shells only
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