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		  Datasheet File OCR Text:


		  3m interconnect solutions http://www.3m.com/interconnects/ 3m is a trademark of 3m company. for technical, sales or  ordering information call 800-225-5373 3m ?   pak 100 wiremount socket .100   for .100   pitch notched flat cable  or discrete wire chg series physical electrical environmental *rohs = directive 2002/95/ec, restriction of the use of certain hazardous su bstances in electrical and electronic equipment insulation material: glass filled polyester (pbt) flammability: ul 94v-0 color: gray contact material: copper alloy plating : option p first wipe area: 30  ?  [ 0.76   m ] gold - mil-g-45204, type ii, grade c second wipe arera, underplating and u-slot: 100  ?  [ 2.54   m ] nickel - qq-n-290, class 2 wire accommodation: see ordering information for options marking: 3m logo and orientation triangle current rating: 22-24 awg: 2 a; 26-28 awg: 1.5 a insulation resistance: > 1    10 9 ?   at 500 vdc withstanding voltage: 1000 vrms at sea level temperature rating:   -55  c to +105  c ts-0189-15 sheet 1 of 2 ? one row, side-to-side stackable ? mates to 3m one row pin strip headers ? 17 standard sizes, 2-36 positions ? twin slot idc provides four points of contact ? exclusive l/h 4-wipe contact ? 3435-0 keying plug is optional - order separately ? rohs* compliant date modified: february 2, 2005 ul file no.: e68080

 3m interconnect solutions http://www.3m.com/interconnects/ 3m is a trademark of 3m company. for technical, sales or ordering information call 800-225-5373 3435 3m ?   pak 100 wiremount socket .100   for .100   pitch notched flat cable  or discrete wire chg series contact quantity dimension a      .006 [       0.15 ] 02 0.225 [5.72] 03 0.325 [ 8.26 ] 04 0.425 [ 10.80 ] 05 0.525 [ 13.34 ] 06 0.625 [ 15.88 ] 07 0.725 [ 18.42 ] 08 0.825 [ 20.96 ] 09 0.925 [ 23.50 ] 10 1.025 [ 26.04 ] 14 1.425 [ 36.20 ] 15 1.525 [ 38.74 ] 16 1.625 [ 41.28 ] 20 2.025 [ 51.44 ] 25 2.525 [ 64.14 ] 28 2.825 [ 71.76 ] 32 3.225 [ 81.92 ] 36 3.625 [ 92.08 ] ts-0189-15? sheet 2 of 2   .0 .00 .000 inch .1 .01 .005 [ ] dimensions for reference  onl y tolerance unless noted   [m m ] inch ordering information chg-10xx-001010-kxx contact quantity: see table wire size options: c = 26 and 28 awg solid and stranded e = 22 awg stranded and 24 awg solid or stranded *plating options: p = wipe area: gold *contact is plated initially with 100  ?  [ 2.54   m ] nickel application tools: for discrete wire: 3586-12 pistol grip  and 3624-41 assembly head for notched flat cable: 3335 press                          (or equivalent), 3739-chga locator plate. notes: 1. contact wire size identification:  6   - 26 and 28 awg  2   - 22 and 24 awg 2. insulation o.d. = .054 [ 1.37 ] max 3. recommended to be mated to a .100   x .100   pin strip header with either a .235   [ 5.97 ] or a .318   [ 8.08 ] mating pin length. 929  series, 2400 series and 2300 series. 4. other sizes, polarizations and plating op tions are available as a special order. higher minimum quantities and lead times wil l apply. x x x x x x contact identification (see note 1) .100 ref [ 2.54 ] .063 ref [ 1.60 ] a .330 ref [ 8.38 ] position 1 .098    .002 [ 2.49 ] .600 [ 15.24 ] .195 ref [ 4.95 ]   .080 ref [ 2.03 ] breakaway tab .032 [ 0.81 ] .026 [ 0.66 ] 3435-0 keying plug .24 [ 6.1 ]

 printed in usa. ? 3m 2005   3 elect r onic solutions d i vision 6801 r i v er place blvd. austin,   tx 78726-9000 ww w .3m.com/esd minimum 10%  p ost-consumer  f iber impo r tant notice all statements, technical info r mation, and  r ecommendations  r elated  to 3m  s p r oducts a r e based on info r mation believed to be  r eliable,  but the accuracy or completeness is not guaranteed.  befo r e using  this p r oduct, you must evaluate it and dete r mine if it is suitable  for your intended application.   y ou assume all risks and liability  associated with such use.  any statements  r elated to the p r oduct  which a r e not contained in 3m  s cur r ent publications, or any  contra r y statements contained on your pu r chase o r der shall have  no fo r ce or e f fect unless exp r essly ag r eed upon, in writing, by an  authorized of?cer of 3m. w arranty; limited remedy; limited liabilit y .  this p r oduct will be f r ee f r om defects in material and manufactu r e  for a period of 1 year f r om the time of pu r chase.   3m makes no  o ther   w arranties including ,   b ut n o t limited   to,  any  implied   w arranty of merchan t ability or fitness  for a  p a r ticular purpose.   if this p r oduct is defective within  the warranty period stated above, your exclusive  r emedy shall be,  at 3m  s option, to  r eplace or  r epair the 3m p r oduct or  r efund the  pu r chase price of the 3m p r oduct.   except where p r ohibited  b y  l a w,  3m will not be lia b le  f or a n y indirect ,  special ,  incidental or  consequential loss or dam a g e arising f r om this 3m p r oduct ,   rega r dless of the legal theo r y asse r ted .  
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