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		  Datasheet File OCR Text:


		  1     GM79L00 series   100ma negative voltage regulator gm78l00 v2.04   www.gammamicro.com.tw           typical application circuit     description  the GM79L00 series of fixed-voltage monolithic  integrated circuit voltage regulators is designed  for a wide range of applications. these  applications include on-card regulation for  elimination of noise and distribution problems  associated with single-point regulation. in  addition, they can be used with power-pass  elements to make high-current voltage regulators.  each of these regulators can deliver up to 100ma  of output current. the internal limiting and thermal  shutdown features of these regulators make them  essentially immune to overload. when used a s a  replacement for a zener diodes-resistor  combination, an effective improvement in output  impedance can be obtained together with lower- bias current..   features  ?   maximum output current up 100ma    ?   fixed output voltage options: -5v, -6v,  -8v, -9v, -12v, -15v, -18v and -24v  ?   no external components required  ?   internal thermal overload protection   ?   internal short circuit current limiting  ?   available in to-92, sot-89 and sop-8  packages    v in   gm79lxx  v out   c in  0.33       

 2   GM79L00 v 2.04       GM79L00 series   100ma negative voltage regulato r       marking information and pin  configurations (top view)   to-92 sot-89  so-8                                        vv: output voltage codes (05: -5.0v, ?12:-12v)  a: assembly/test site code  y: year  ww: week     ordering information   ordering number  v out   package   shipping   gm79l 00 t92b  to-92  1,000 units/esd bag  gm79l 00 t92rl  to-92  2,000 units/ammo pack (tape)  gm79l 00 st89r  sot-89  1,000 units/tape and reel  gm79l 00 s8t  so-8 100 units/tube  gm79l 00 s8r  00  = -5.0v  -6.0v  -8.0v  -9.0v  -10.0v  -12.0v  -15.0v  -18.0v  -24.0v  so-8  2,500 units/tape & reel  79lvv  ayww  gnd 1    3 v out   2  v in   79lvv  ayww  3. -v in   5. gnd 6. -v in   4. nc -v in  7. nc 8. -v out  1. -v in  2. 3 v out   gnd 1  79lvv ayww  2  v in  

 3     GM79L00 series   100ma negative voltage regulator gm78l00 v2.04         absolute maximum ratings   parameter  symbol  ratings  units  gm79l05 to gm79l09  30  gm79l12 to gm79l18  35  input voltage  gm79l24  v i   40  v  operating ambient temperature  t a   0 to 125  c   storage temperature  t stg   - 60 to 150  c     recommended operating conditions   parameter  symbol  min  max  units  gm79l05 -7 -20  gm79l06 -8 -20  gm79l08 -10.5 23  gm79l09 -12 -24  gm79l12 -14.5 -27  gm79l15 -17.5 -30  gm79l18 -20.5 -33  input voltage  gm79l24  v i   -27 -38  v  output current  i o   100 ma  operating ambient temperature  t a  0 125  c        

 4   GM79L00 v 2.04       GM79L00 series   100ma negative voltage regulato r         gm79l05 electrical characteristics   (v i  = -10v, i o  = 40ma unless otherwise noted)   parameter  test condition  min  typ  max  unit    25c  -4.8 -5.0 -5.2  i o  =1ma to 40ma  v i  = -7v to -20v  -4.75 -5.0 -5.25  output voltage  i o  = 1ma to 70ma  0 c  to  125 c   -4.75 -5.0 -5.25  v  v i  = -7v to -20v    15  150  input regulation  v i  = -8v to -20v  25c   12 100  mv  ripple rejection  v i  = -8v to -18v,    f = 120khz  25c 41 49  db  i o  = 1ma to 100ma    20  60  output regulation  i o  = 1ma to 40ma  25c   10 30  mv  output noise voltage  f = 10hz to 100khz  25c    40     v  dropout voltage    25c   1.7   v  25c  3.8 6  bias current    125c   5.5  ma  v i  = -8v to -20v      1.5  bias current change  i o  = 1ma to 40ma  0c to 125c   0.1  ma      gm79l06 electrical characteristics   (v i  = -11v, i o  = 40ma unless otherwise noted)   parameter  test condition  min  typ  max  unit   25c -5.75 -6.0 -6.25  i o  =1ma to 40ma  v i  = -8v to -20v  -5.70 -6.0 -6.30  output voltage  i o  = 1ma to 70ma  0 c  to  125 c   -5.70 -6.0 -6.30  v  v i  = -8v to -20v    20  175  input regulation  v i  = -9v to -20v  25c   15 125  mv  ripple rejection  v i  = -9v to -18v,    f = 120khz  25c 40 48  db  i o  = 1ma to 100ma    21  80  output regulation  i o  = 1ma to 40ma  25c   11 40  mv  output noise voltage  f = 10hz to 100khz  25c    44     v  dropout voltage    25c   1.7   v  25c  3.9 6  bias current    125c   5.5  ma  v i  = -9v to -20v      1.5  bias current change  i o  = 1ma to 40ma  0c to 125c   0.1  ma   

 5     GM79L00 series   100ma negative voltage regulator gm78l00 v2.04           gm79l08 electrical characteristics   (v i  = -14v, i o  = 40ma unless otherwise noted)   parameter  test condition  min  typ  max  unit    25c  -7.7 -8.0 -8.3  i o  =1ma to 40ma  v i  = -10.5v to -23v  -7.6 -8.0 -8.4  output voltage  i o  = 1ma to 70ma  0c to 125c -7.6 -8.0 -8.4  v  v i  = -10.5v to -23v    42  200  input regulation  v i  = -11v to -23v  25c   36 150  mv  ripple rejection  v i  = -13v to -23v,    f = 120khz  25c 37 46  db  i o  = 1ma to 100ma    30  100  output regulation  i o  = 1ma to 40ma  25c   15 50  mv  output noise voltage  f = 10hz to 100khz  25c    54     v  dropout voltage    25c   1.7   v  25c    6  bias current    125c   5.5  ma  v i  = 11v to 23v      1.5  bias current change  i o  = 1ma to 40ma  0c to 125c   0.1  ma      gm79l09 electrical characteristics   (v i  = -16v, i o  = 40ma unless otherwise noted)   parameter  test condition  min  typ  max  unit    25c  -8.6 -9.0 -9.4  i o  =1ma to 40ma  v i  = -12v to -24v  -8.55 -9.0 -9.45  output voltage  i o  = 1ma to 70ma  0c to 125c -8.55 -9.0 -9.45  v  v i  = -12v to -24v    45  175  input regulation  v i  = -13v to -24v  25c   40 125  mv  ripple rejection  v i  = -15v to -24v,    f = 120khz  25c 40 45  db  i o  = 1ma to 100ma    30  100  output regulation  i o  = 1ma to 40ma  25c   15 50  mv  output noise voltage  f = 10hz to 100khz  25c    62     v  dropout voltage    25c   1.7   v  25c    6.2  bias current    125c   5.7  ma  v i  = -13v to -24v      1.5  bias current change  i o  = 1ma to 40ma  0c to 125c   0.1  ma   

 6   GM79L00 v 2.04       GM79L00 series   100ma negative voltage regulato r         gm79l12 electrical characteristics   (v i  = -19v, i o  = 40ma unless otherwise noted)   parameter  test condition  min  typ  max  unit   25c -11.5 -12 -12.5  i o  =1ma to 40ma  v i  = -14v to -27v  -11.4 -12 -12.6  output voltage  i o  = 1ma to 70ma  0c to 125c -11.4 -12 -12.6  v  v i  = -14v to -27v    50  250  input regulation  v i  = -16v to -27v  25c   40 200  mv  ripple rejection  v i  = -15v to -25v,    f = 120khz  25c 37 42  db  i o  = 1ma to 100ma    24  100  output regulation  i o  = 1ma to 40ma  25c   15 50  mv  output noise voltage  f = 10hz to 100khz  25c    80     v  dropout voltage    25c   1.7   v  25c    6.5  bias current    125c   6  ma  v i  = -16v to -27v      1.5  bias current change  i o  = 1ma to 40ma  0c to 125c   0.1  ma      gm79l15 electrical characteristics   (v i  = -23v, i o  = 40ma unless otherwise noted)   parameter  test condition  min  typ  max  unit   25c -14.4 -15 -15.6  i o  =1ma to 40ma  v i  = -17.5v to -30v  -14.25 -15 -15.75  output voltage  i o  = 1ma to 70ma  0c to 125c -14.25 -15 -15.75  v  v i  = -17.5v to -30v    60  300  input regulation  v i  = -19v to -30v  25c   50 250  mv  ripple rejection  v i  = -18.5v to -28.5v,    f = 120khz  25c 34 39  db  i o  = 1ma to 100ma    25  150  output regulation  i o  = 1ma to 40ma  25c   15 75  mv  output noise voltage  f = 10hz to 100khz  25c    90     v  dropout voltage    25c   1.7   v  25c  4.6 6.5  bias current    125c   6  ma  v i  = -19v to -30v      1.5  bias current change  i o  = 1ma to 40ma  0c to 125c   0.1  ma   

 7     GM79L00 series   100ma negative voltage regulator gm78l00 v2.04           gm79l18 electrical characteristics   (v i  = -26v, i o  = 40ma unless otherwise noted)   parameter  test condition  min  typ  max  unit   25c -17.3 -18 -18.7  i o  =1ma to 40ma  v i  = -20.5v to -33v  -17.1 -18 -18.9  output voltage  i o  = 1ma to 70ma  0c to 125c -17.1 -18 -18.9  v  v i  = -20.5v to -33v    70  325  input regulation  v i  = -22v to -33v  25c   60 275  mv  ripple rejection  v i  = -21.5v to -31.5v,    f = 120khz  25c 33 49  db  i o  = 1ma to 100ma    27  170  output regulation  i o  = 1ma to 40ma  25c   19 85  mv  output noise voltage  f = 10hz to 100khz  25c    150     v  dropout voltage    25c   1.7   v  25c    6.5  bias current    125c   6  ma  v i  = -22v to -33v      1.5  bias current change  i o  = 1ma to 40ma  0c to 125c   0.1  ma      gm79l24 electrical characteristics   (v i  = -32v, i o  = 40ma unless otherwise noted)   parameter  test condition  min  typ  max  unit    25c  -23 -24 -25  i o  =1ma to 40ma  v i  = -27v to -38v  -22.8 -24 -25.2  output voltage  i o  = 1ma to 70ma  0c to 125c -22.8 -24 -25.2  v  v i  = -27v to -38v    90  350  input regulation  v i  = -29v to -39v  25c   75 300  mv  ripple rejection  v i  = -29v to -35v,    f = 120khz  25c 31 47  db  i o  = 1ma to 100ma    40  200  output regulation  i o  = 1ma to 40ma  25c   25 100  mv  output noise voltage  f = 10hz to 100khz  25c    200     v  dropout voltage    25c   1.7   v  25c   6.5  bias current    125c   6  ma  v i  = -28v to -38v      1.5  bias current change  i o  = 1ma to 40ma  0c to 125c   0.1  ma   

 8   GM79L00 v 2.04       GM79L00 series   100ma negative voltage regulato r         package outline dimensions ? to 92     2.10 - 2.27 4.7 - 5.2 0.4 - 0.55 typ. 3.85 - 4.19 12.7 - 14.2 1.22 - 1.32 4.9 - 5.2       package outline dimensions ? so 8     (0.356 - 0.508) (0.406 - 0.270) 0.016 - 0.050 d 0.189 - 0.197 (4.800 - 5.004) seating plan 0.014 - 0.020 0.150 - 0.157 (3.810 - 3.988) 0.008 - 0.010 (0.203 - 0.254) 8.0 max 0.053 - 0.059 (1.346 - 1.753) 0.004 - 0.010 0.228 - 0.244 (5.791 - 6.198) 0.050 (1.270) typ (0.012 - 0.254)   dimensions are in millimeters

 9     GM79L00 series   100ma negative voltage regulator gm78l00 v2.04   6   8   10         ordering number   g m  79l   05   t92   b   output  voltages  package type shipping type    apm gamma  micro  circuit  type  05: -5.0v  06: -6.0v  08: -8.0v  09: -9.0v  10: -10v  12: -12v  15: -15v  18: -18v  24: -24v  t92: to-92  st89: sot-89 s8: so-8  b: bag    rl: ammo   pack   ( t ape)  t:   tube   r:   t ape   &   reel     note:  pb-free products:  ?   rohs compliant and compatible with the cu rrent require-ments of  ipc/jedec j-std-020.  ?   suitable for use in pb-free soldering processes with 100% matte tin (sn) plating.  green products:  ?   lead-free (rohs compliant)  ?   halogen free(br or cl does not exceed 900ppm by weight in homogeneous material and total of  br and cl does not exceed 1500ppm by weight) 
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