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		  Datasheet File OCR Text:


		  type designation: e-2201.2 mating sleeve: zirconia external parts: plastic blue (v1xx), green (v2xx) color coding frame color order number frame color order number blue 1 6 7  -  0 x x  -  0 0 1  v  x 0 1 orange 1 6 7  -  0 x x  -  0 0 1  v  x 0 5 green 1 6 7  -  0 x x  -  0 0 1  v  x 0 2 yellow 1 6 7  -  0 x x  -  0 0 1  v  x 0 6 black 1 6 7  -  0 x x  -  0 0 1  v  x 0 3 white 1 6 7  -  0 x x  -  0 0 1  v  x 0 7 red 1 6 7  -  0 x x  -  0 0 1  v  x 0 4 violet 1 6 7  -  0 x x  -  0 0 1  v  x 0 8 mechanische codierung frame no. order number frame no. order number 1   (red) 1 6 7  -  0 x x  -  1 0 1  v  x 0 0 4   (orange) 1 6 7  -  0 x x  -  4 0 1  v  x 0 0 2   (brown) 1 6 7  -  0 x x  -  2 0 1  v  x 0 0 5   (violet) 1 6 7  -  0 x x  -  5 0 1  v  x 0 0 3   (yellow) 1 6 7  -  0 x x  -  3 0 1  v  x 0 0 6   (white) 1 6 7  -  0 x x  -  6 0 1  v  x 0 0 12 4 5 12 4 5 12 3 4 12 3 4 diamond sa via dei patrizi 5 ch-6616 losone tel. ++41-91/785 45 45 fax ++41-91/785 45 00 e-mail: info@diamond-fo.com e-2000  single mode / multimode  (cecc/iec lsh) e-2106.6/e-2116.6 single mode apc e-2108.6   (cecc/iec lsh-hrl) specifications subject to changes without notice 002-037-210p009083 mating adapter e-2000    pc/apc cutout  dimensions diamond fiber optic components constant innovation in the field of fiber optics has created demand for products with ever increasing performance requirements. diamond has responded to this challenge and expanded the e-2000   connector system to address these increased needs throughout all market segments. in addition to the already existing superior design of the e-2000   technol- ogy, new innovative features have been added to the next generation of e-2000   to address the customers highest expectations. the new e-2000   0.1 db offers now unparalleled 0.1 db maximum inser- tion loss random mating, exceptional repeatability, while maintaining the already well established, superior features of the e-2000   connector family. features and benefits include  color-coding and mechanical keying to ensure correct matings.  spring-loaded protective cap for high power applications providing increased safety protection.  modular designed mating adapters with metal protective shutters for high power applications (available as single and compact duplex).  e-2000   body designed to prevent endface damages during mating process. standards  en 86 275-801 detail specification: ?onnector sets of assessed quality for optical fibers and cables - type lsh universal?(05/99)  en 86 275-802 detail specification: ?onnector sets of assessed quality for optical fibers and cables - type lsh-hrl universal (05/99)  iec 61 754-15 ?iber optic connector interfaces  part 15: type lsh connector family  ctc 222 diamond internal standard: ?-2000   - 0.1 db original order number codes for mating adapters 1 adapter type: 0.15 db: insert ? 0.1 db: insert ? 2 code for fixation type: -  0   for basic body -  1   for assembled screw fixing clip -  2   for assembled quick fixing clip (type a)    -  4   for print fixation -  6   for assembled quick fixing clip (type b) 3 code for mechanical keying 4 code for basic body color: -  1  for blue -  2  for green 5 code for color coding other fixations or colors upon request. max wall thickness 1,6 mm 070-133-010v001 070-133-011v001 070-133-042v001 070-133-017v001 max wall thickness 1,6 mm 10 8.6 2.5 ?0.7 10 type a: for higher packaging density within e-2000   cutout type b: for excellent stability within sc cutout a) b) 21.3 max 1.6 42 8.9 12.7 21 42 8.9 12.7 max 1.6 42 8.9 12.7 42 8.9 12.7

 type designation: e-2106.6-11 ferrule material: zirconia/copper-nickel alloy insert (pilzferrule) external parts: plastic (blue) polish geometry: convex (pc) dimensions order number fiber/cable unterminated connector terminated assembly 9/125/900 3   0   0  -  0 0 0  -  0 0 1  l  0 0 0 3 0 0  -  x x x  -  0 0 1  l  x x x 9/125/900/2100 3 0 0  -  0 0 0  -  0 0 2  l  0 0 0 3 0 0  -  x x x  -  0 0 2  l  x x x 9/125/900/2500 3 0 0    -  0 0 0  -  0 0 3  l  0 0 0 3 0 0  -  x x x  -  0 0 3  l  x x x 9/125/900/3000 3 0 0  -  0 0 0  -  0 0 4  l  0 0 0 3 0 0  -  x x x  -  0 0 4  l  x x x 9/125/900/3500 3 0 0  -  0 0 0  -  0 0 5  l  0 0 0 3 0 0  -  x x x  -  0 0 5  l  x x x color coding thumb-latch blue green black red orange yellow white violet order no. 300 310 320 330 340 350 360 370 mechanical keying thumb-latch no. 1 (red) 2 (brown) 3 (yellow) 4 (orange) 5 (violet) 6 (white)   order no. 400 410 420 430 440 450   connectors for other fiber and cable dimensions available upon request. type designation: e-2116.6-11 polish geometry: convex (pc) dimensions order number fiber/cable unterminated connector terminated assembly 50/125/900 3   0   1  -  0 0 0  -  0 0 1  l  0 0 0 3 0 1  -  x x x  -  0 0 1  l  x x x 50/125/900/2100 3 0 1  -  0 0 0  -  0 0 2  l  0 0 0 3 0 1  -  x x x  -  0 0 2  l  x x x 50/125/900/2500 3 0 1    -  0 0 0  -  0 0 3  l  0 0 0 3 0 1  -  x x x  -  0 0 3  l  x x x 50/125/900/3000 3 0 1  -  0 0 0  -  0 0 4  l  0 0 0 3 0 1  -  x x x  -  0 0 4  l  x x x 50/125/900/3500 3 0 1  -  0 0 0  -  0 0 5  l  0 0 0 3 0 1  -  x x x  -  0 0 5  l  x x x 62.5/125/900 3 0 1  -  0 0 0  -  0 0 1  l  0 0 0 3 0 1  -  x x x  -  0 1 1  l  x x x 62.5/125/900/3000 3 0 1  -  0 0 0  -  0 0 4  l  0 0 0 3 0 1  -  x x x  -  0 1 4  l  x x x color coding thumb-latch blue green black red orange yellow white violet order no. 301 311 321 331 341 351 361 371 mechanical keying thumb-latch no. 1 (red) 2 (brown) 3 (yellow) 4 (orange) 5 (violet) 6 (white)   order no. 401 411 421 431 441 451   connectors for other fiber and cable dimensions available upon request. type designation: e-2108.6-22 ferrule material: zirconia/copper-nickel alloy insert (pilzferrule) external parts: plastic (green) polish geometry: 8   angled (apc) dimensions order number fiber/cable unterminated connector terminated assembly 9/125/900 3   0   2  -  0 0 0  -  0 0 1  l  0 0 0 3 0 2  -  x x x  -  0 0 1  l  x x x 9/125/900/2100 3 0 2  -  0 0 0  -  0 0 2  l  0 0 0 3 0 2  -  x x x  -  0 0 2  l  x x x 9/125/900/2500 3 0 2    -  0 0 0  -  0 0 3  l  0 0 0 3 0 2  -  x x x  -  0 0 3  l  x x x 9/125/900/3000 3 0 2  -  0 0 0  -  0 0 4  l  0 0 0 3 0 2  -  x x x  -  0 0 4  l  x x x 9/125/900/3500 3 0 2  -  0 0 0  -  0 0 5  l  0 0 0 3 0 2  -  x x x  -  0 0 5  l  x x x color coding thumb-latch green blue black red orange yellow white violet order no. 302 312 322 332 342 352 362 372 mechanical keying thumb-latch no. 1 (red) 2 (brown) 3 (yellow) 4 (orange) 5 (violet) 6 (white)   order no. 402 412 422 432 442 452   connectors for other fiber and cable dimensions available upon request. 12345 12345 order information for connerctors order number codes 1 connector code 2 connector code for termination on other end of assembly: - for pigtails insert 000 - for patch assemblies insert connector code for other connector 3 code for fiber or cable 4 connector type: max 0.4 db: insert ? max 0.1 db: insert ? 5 length in meters 31.5 56 12 9 12345 pbt  s injection molded outer housing  ul 94 v0 flammability rating  connector housing totally encloses ferrule to optimally protect it from dust, contaminants and scratches modular designed compact mating adapter with interchangeable mounting bracket (green for apc, blue for pc applications)  permits dense packing  offers several installation solutions interchangeable color-coded and me- chanical-keyed frames (8 different colors and 6 different mechanical combinations)  permits clear and unmistakable identifi- cation of lines on crowded panels  guards against improper connections  adaptable to evolving needs all cable types supported integrated black protective caps  automatically protects personnel from eye-damaging laser radiation  closes automatically upon extraction to protect ferrule from dust and scratches  suitable for high power applications spring-loaded metal protection shutters  engages automatically to protect per- sonnel from eye-damaging laser radia- tion  angled, anti-reflection surface ensures low reflectance in unmated state, induc- ing light diffusion alignment sleeve (zirconia) positive latching mechanism with inter- changeable, color-coded and mechanically- keyed thumb-latch (pbt)  offers superior retention under axial load  allows higher packing densities  distinct color-coded thumb latch allows easy optical line identification and ordering universal bend protection boot (pur) cable diameter independent crimping sleeve diamond two component ferrule (zirconia/cu-ni insert)  active core alignment minimizes fiber core offset and ensures opti- mal connector performance specifications multimode single mode 0  pc single mode 8   apc single mode 8   0.1 db units test conditions insertion loss (il) type 0.15 max 0.4 type 0.2 max 0.4 type 0.2 max 0.4 max 0.1 db iec 61300-3-4;   = 1300/1550nm return loss (rl) typ 40 min 50 min 70* min 85* db iec 61300-3-6;   = 1300/1550nm repeatability of il max   0.1 - db over service life service life 1000 mate/demate cycles operating temperature -40 / +85 **  c storage temperature -40 / +90 **  c * measured with high precision reflectometer. ** may be further limited by cable specifications.
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