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		  Datasheet File OCR Text:


		  [ 100 ] 201 mclean boulevard  �  paterson, new jersey 07504  �  tel: (973) 881-8800  �  fax: (973) 881-8361 e-mail: sales@synergymwave.com  �  world wide w eb: http://www.synergymwave.com modulators bpsk modulators bpsk notes: logic 1 corresponds to +20 ma and logic 0 corresponds to -20 ma. nominal input/output impedance = 50 ohms. maximum rf input power without damage 75 mw or 40 ma. to-8   (12 pin) 1 - 400 1.5/3.0 0.2 2.0 + 1 1.5:1 104 4 mp-201 1 - 400 1.5/3.0 0.2 2.0 + 10 1.5:1 104 4 MP-211 10 - 900 2.5/4.5 0.4 2.0 + 1 2.0:1 104 4 mp-203 10 - 900 2.5/4.5 0.4 2.0 + 10 2.0:1 104 4 mp-213 1 - 400 1.5/3.0 0.2 2.0 + 1 1.5:1 103 3 mp-205 1 - 400 1.5/3.0 0.2 2.0 + 10 1.5:1 103 3 mp-215 10 - 900 2.5/4.5 0.4 2.0 + 1 2.0:1 103 3 mp-207 10 - 900 2.5/4.5 0.4 2.0 + 10 2.0:1 103 3 mp-217 t hrough  h ole  m odels 8  pin -  r elay  c an 1 - 200 3.5/4.5 0.4 4.0 + 1 1.8:1 134 1 sbm-k1 2 - 600 4.5/5.5 0.4 4.0 + 1 1.8:1 134 1 sbm-k2 1 - 200 2.5/4.5 0.4 2.0 + 1 2.0:1 129 2 sbm-c1 2 - 600 2.5/4.5 0.4 2.0 + 1 2.0:1 129 2 sbm-c2 s urface- m ount  m odels model phase  unbalance (degrees) max input  1 db comp. pt. (dbm) min vswr max package pin-out (see below) amplitude unbalance (db) max input carrier frequency (mhz) insertion loss   (db) typ/max for pin location and package outline drawings, see back pages. *connect pins together externally. #1  1 4   5   2 3,6 #2  1 3   6   4 7,8,9,10 2,5 #3  8 1 *3,4 *5,6 2,7 #4 11 8   2   5 all other input output d1 d2 case gnd no conn. pin-out table model phase  unbalance (degrees) max input  1 db comp. pt. (dbm) min vswr max package pin-out (see below) amplitude unbalance (db) max input carrier frequency (mhz) insertion loss   (db) typ/max model phase  unbalance (degrees) max input  1 db comp. pt. (dbm) min vswr max package pin-out (see below) amplitude unbalance (db) max input carrier frequency (mhz) insertion loss   (db) typ/max 129 134

 [ 101 ] 201 mclean boulevard  �  paterson, new jersey 07504  �  tel: (973) 881-8800  �  fax: (973) 881-8361 e-mail: sales@synergymwave.com  �  world wide w eb: http://www.synergymwave.com modulators bpsk modulators bpsk 1 - 400 1.5/3.0 0.2 2.0 + 1 1.5:1 101 1 mf-206 1 - 400 1.5/3.0 0.2 2.0 + 10 1.5:1 101 1 mf-216 10 - 900 2.5/4.5 0.4 2.0 + 1 2.0:1 101 1 mf-208 10 - 900 2.5/4.5 0.4 2.0 + 10 2.0:1 101 1 mf-218 40 - 1150 3.9/4.5 0.4 4.0 + 1 3.0:1 101 2 mf-210  40 - 1150 3.9/4.5 0.4 4.0 + 10 3.0:1 101 2 mf-220  f lat  p ack  m odels  require external bipolar squarewave driver capable of generating +/-20 ma . notes: logic 1 corresponds to +20 ma and logic 0 corresponds to -20 ma. nominal input/output impedance = 50 ohms. maximum rf input power without damage 75 mw or 40 ma. model phase  unbalance (degrees) max input  1 db comp. pt. (dbm) min vswr max package pin-out (see below) amplitude unbalance (db) max input carrier frequency (mhz) insertion loss   (db) typ/max for pin location and package outline drawings, see back pages. #1  4 1 5 8    2,3,6,7 #2  4 1 5 -    2,3,6,7,8 #3  1 3 2 4 #4  1 3 2 - input output d1 d2 case gnd pin-out table 1 - 400 1.5/3.0 0.2 2.0 + 1 1.5:1 113 3 mk-701s 1 - 400 1.5/3.0 0.2 2.0 + 10 1.5:1 113 3 mk-711s 10 - 900 2.5/4.5 0.4 2.0 + 1 2.0:1 110 4 mk-702s 10 - 900 2.5/4.5 0.4 2.0 + 10 2.0:1 113 3 mk-712s 40 - 1150 3.9/4.5 0.4 4.0 + 1 3.0:1 110 4 mk-703s  40 - 1150 3.9/4.5 0.4 4.0 + 10 3.0:1 110 4 mk-713s  c oaxial   (sma)  c onnector  m odels model phase  unbalance (degrees) max input  1 db comp. pt. (dbm) min vswr max package pin-out (see below) amplitude unbalance (db) max input carrier frequency (mhz) insertion loss   (db) typ/max 113 110
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