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		  Datasheet File OCR Text:


		   product number: 803 - 43 - 002 - 10 - 004000   description: interconnectsocket .100grid;straightsocket standardsoldertail doublerow throughhole accepts.037.043"leads plating code: 43 shell plating: 200"tin(mattefinish)over100" nickel inner contact plating: 30"goldover50"nickel #  of  pins mill-max  part  number rohs  compliant 2 803 43 00210004000  contact: contactused:#18,standard6fingercontact current rating = 8amps beryllium copper alloy 172(unsc17200)per astmb194   properties of beryllium copper:   chemicalcomposition:cu98.1%,be1.9%  temperasstamped:td01  propertiesafterheattreatment(th01):  hardness:3643rockwellc  mechanicallife:100cyclesmin.  density:.298lbs/in3  electricalconductivity:22%iacs*  resistance:10miliohmsmax  operatingtemperature:55c/+125c  meltingpoint:980c/865c(liquidus/solidus)  stressrelaxation?:96%ofstressremainsafter1,0 00hours@100oc;70%ofstressremainsafter1,0 00hours@200 oc  *internationalannealedcopperstandard,i.e.asa %ofpurecopper.  ?sincebeculosesitsspringpropertiesovertimea thightemperatures;itisratedforcontinuoususe upto150c.for applicationsupto300c,millmaxoffersmanycont actsinberylliumnickel.contacttechsupportfor moreinfo. page  1  of  2 mill - max mfg. corp. datasheet  C   last modified  1/19/2008  

                 loose pin:    loosepinused:1313   brass alloy (unsc36000)perastmb16   properties of brass alloy:   chemicalcomposition:cu61.5%,zn35.4%,pb3.1%?   hardnessasmachined:8090rockwellb  density:.307lbs/in3  electricalconductivity:26%iacs*  meltingpoint:900c/885c(liquidus/solidus)  ?(3to4%leadisusedtopermitfreemachininga ndispermittedbyecdirective2002/95annex6;so allpinmaterialsare rohscompliant)  *internationalannealedcopperstandard,i.e.asa %ofpurecopper.  insulator information:   pbt* polyester,(valox420seo,black),selfextinguish ing,ratedul94v0   standardtemperature properties of pbt polyester:   brand:valox  grade:420seo  color:black  ratedvoltage:100vrms/150vdc  insulationresistance:10,000megaohmsmin.  dielectricstrength:1000vrmsmin.(700vrmsmin. forseries117shrinkdip)  materialheatdeflectiontemp(perastmd648):420 f(216c)@66psi  resistanttodetergents,mineralacids,solvents,g reasesandoils(shorttime) page  2  of  2 mill - max mfg. corp. datasheet  C   last modified  1/19/2008  
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