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		  Datasheet File OCR Text:


		  matchport b/g  embedded device server extremely affordable embedded 802.11 b/g wireless networking  common platform form factor for a family of wired and wireless modules bulletproof security with ieee 802.11i-psk, wpa-psk, tkip and  optional 256-bit aes end-to-end encryption full tcp/ip stack, web server and windows deployment software up to 230 kbps data rate  fcc class b, ul and en emc and safety-compliant compact: 45mm x 45mm with 40-pin 2 mm header pin-compatible wireless/wired module family matchport b/g is the first in a family of pin and form-factor compatible wireless and wired module solutions. the matchport family enables you to future proof  your designs with a choice of flexible media-independent 802.11 b/g or ethernet networking products. it takes the complexity out of rf design and embedded ethernet networking, enabling you to focus on your products. and it minimizes engineering risk, reduces cost and shortens development time. complete wireless network processing module matchport b/g is a dedicated co-processor module that manages wireless and network activity, permitting the devices host microprocessor to function at maximum efficiency. using  a dual processor design (one for converting wired serial data into tcp/ip packets and providing web server capabilities, the other an 802.11 b/g baseband and radio chipset) matchport b/g enables 802.11 wireless connectivity and web services on any device with a serial interface on its host microcontroller. powered by a lantronix dstni ? x86 class processor soc with 256 kb of on-chip sram, matchport b/g also includes 2mb  of flash memory for web page storage and firmware. bulletproof security with ieee 802.11i-psk (aes-ccmp) or wpa-psk (tkip) security, matchport b/g offers the highest levels of wireless encryption. it also optionally supports 256-bit advanced encryption standards (rijndael) encryption for true end-to-end (along the wired/wireless path) secure data transfer. robust, feature-rich software suite eliminating the need to negotiate the intricacies of transmission control protocol (tcp) or internet protocol (ip), matchport b/g incorporates: ? robust operating system  ? full-featured network protocol stack and radio system driver ? proven, ready-to-use serial-to-wireless application  ? built-in web server for device communication and  configuration via a standard browser  ? windows-based deviceinstaller ? C making configuring  one or more units in a subnet quick and easy fcc certified for immediate deployment matchport b/g is module certified by the u.s. federal communications commission (fcc). this allows you to leverage the lantronix fcc license grant and bypass 802.11 regulatory testing, speeding time-to-market and minimizing development and testing costs. matchport b/g is also pre- tested for european telecommunications regulations. flexible, efficient design designed without an attached antenna, matchport b/g provides the flexibility to design and place the antenna and antenna connector based on your design requirements. matchport b/g includes a user controlled intelligent power management option to shut the radio off during periods of inactivity minimizing unnecessary current consumption. scan, gather and report radio parameters with its scan command, matchport b/g enables the ability to report bssid, rssi and ssid. the network status command reports bssid, authentication and negotiated encryption  types for the current association. matchport ? b/g enables you to build wireless networking into virtually any electronic device with a serial interface. with this full-featured, turnkey embedded device server module your products can be wirelessly accessed and controlled over the internet! the ultimate in flexibility, security, performance and affordability in embedded wireless networking embedded device server      matchport b/g

 15353 barranca parkway    | irvine    | ca 92618    | usa | tel: 949.453.3990    | fax: 949.453.3995    | www.lantronix.com ?2007  lantronix is a registered trademark, and matchport, dstni, secure com port redirector and deviceinstaller are trademarks of lan tronix, inc.  all other trademarks are the property of their respective owners. specifications subject to change without notice. all rights reserved.       910-514   05/07   pdf embedded device server matchport b/g features and specifications wireless specifications wireless standards: ieee 802.11b; 802.11g channel frequency range: 2.412 ?2.484 ghz maximum output power: 14dbm +2.0 dbm/-1.5 dbm  (does not include antenna gain) maximum receive sensitivity: -91dbm @ 1mbps data rates with automatic fallback 54mbps ?1mbps range: up to 328 feet indoors modulation techniques: ofdm, dsss, cck, dqpsk, dbpsk, 64 qam, 16 qam serial interface interface: cmos  (asynchronous) 3.3v-level signals, rate is software selectable  (300 bps to 230,000 bps) serial line formats: 7 or 8 data bits, 1-2 stop bits parity: odd, even, none modem control: dtr, dcd flow control: xon/xoff  (software) , cts/rts  (hardware) , none network interface interface:wireless 802.11b and 802.11g protocols supported: arp, udp,tcp,telnet, icmp, snmp, dhcp, bootp, auto ip, http, smtp,tftp management internal web server snmp  (read only) serial login telnet login deviceinstaller software security ieee 802.11i - psk with aes-ccmp encryption wpa - psk tkip encryption 64/128-bit wep internal web server serves web pages storage capacity: 1.2 mb architecture  cpu, memory: lantronix dstni-ex x86 cpu, on-chip 256 kb  zero wait static sram, 2,048 kb flash, 16 kb boot rom, 5 gpio firmware: upgradeable via tftp and serial port power consumption average power consumption: data transfer ?740 mw  (low cpu); active ?250 mw  (low cpu); inactive peak supply current: 360 ma datatransfer environmental operating range,wlan: -40 to 70c  (-40 to 158?) storage range: -40 to 85c  (-40 to 185?) packaging dimensions: 4 4.4 x 44.4 x 10.4 mm  (1.75 x 1.75 x .41 in) weight: 14g  material: plastic shell, 260c tolerant warranty 2-year limited warranty included software windows  98/nt/2000/xp/vista based deviceinstaller configuration software and com port redirector  , web-manager matchport b/g demonstration kit the demonstration kit contains the key accessories to evaluate a matchport b/g product: ?  matchport b/g demonstration board ?  rs-232 cable, db9f, null modem ?  cat5e utp rj45m/m ethernet cable ?  3.3v power supply ?  antenna note: matchport b/g sample must be purchased separately. the included deviceinstaller software makes configuration quick and easy! ordering information  part number description MP1001000G-01 C matchport b/g bulk pack C minimum order quantity 50 units mp1002000g-01 C matchport b/g aes bulk pack  C minimum order quantity 50 units mp100200sg-01 C matchport b/g aes sample case C one matchport b/g enclosed C free 30-day secure com port  redirector ? evaluation license C order quantities of up to 10 mp10010nmk-01 C matchport b/g demonstration kit 930-033-r C accessory antenna 500-180-r-acc C antenna cable u.fl to r-sma  (10 pack) 500-181-r-acc C antenna cable u.fl to u.fl (10 pack)
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