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		  Datasheet File OCR Text:


		  ceramic disc capacitors  (high voltage) /kbp high voltage ceramic disc capacitors rated 1 to 3 kvdc, temp. char. y5p hi volt, disc, radial leaded kpb eck-d (kpb) series: kbp n explanation of part numbers n specifications n dimensions in mm  (not to scale) n typical temperature characteristics +10 0 ?0 ?0 ?0 0 20 40 60 80 100 capacitance change (%) temperature (  c) t max. 20 min. 3 max. d    0.05 f d max. operating temperature range ?5 to 125? (including maximum temperature rise of +20? rated voltage 1 kvdc, 2 kvdc, and 3 kvdc dielectric withstanding 200% of the rated voltage for 1 to 5 seconds voltage capacitance  within the specified tolerance, when measured at 1 khz?0%, 1 to 5 vrms and 20? dissipation factor (tan  d ) 0.025 max at 1 khz?0%, 1 to 5 vrms, and 20? insulation resistance 10,000 m  min. at 500 vdc and 1 minute electrification temperature characteristics capacitance change: ?0% max. over the temperature range of ?5 to 85? nominal capacitance 2 7 2 8 2 9 capacitance tolerance k 10 temperature characteristics b 11 style d 4 product code e 1 c 2 k 3 rated voltage 3 5 d 6 p suffix 12 n features  wide operating temperature range: ?5 to 125?  improved in ?oltage vs. temperature rise?through low loss ceramic dielectric materials applied  temperature stable type (char. b/y5p)  flame-retardant insulating coating applied n recommended applications  snubber circuit of switching power supply  horizontal resonance of tv and crt display  inverter lighting apparatus  high voltage and pulse circuit design and specifications are subject to change without notice.  ask factory for technical specifications before purchase and/or use.  whenever a doubt about safety issues arises from this product, please inform us immediately for technical consultation.

 ceramic disc capacitors  (high voltage) /kbp n ratings and characteristics (continues on following page) nom.
 cap.
 (pf) cap.
 tol.**
 (%) dim. in mm d
 max. t 
 max. dim. in mm taped
 type 
 rated
 voltage 100
 120
 150
 180
 220
 270
 330
 390
 470
 560
 680
 820
 1000
 1200
 1500
 1800
 2200
 2700
 3300
 3900
 4700
 5600
 100
 120
 150
 180
 220
 270
 330
 390
 470
 560
 680
 820
 1000
 1200
 1500
 1800
 2200
 2700
 3300
 3900
 4700
 5600  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
 
 1 kvdc 2 kvdc 6.0
 6.0
 6.0
 6.0
 6.0
 6.0
 6.0
 6.0
 6.0
 7.0
 7.0
 7.5
 9.0
 9.0
 9.5
 10.0
 12.0
 12.0
 13.5
 13.5
 15.5
 17.0
 7.0
 7.0
 7.0
 7.0
 7.0
 7.0
 7.0
 7.0
 7.5
 8.0
 9.0
 9.0
 10.0
 10.5
 12.0
 12.5
 14.0
 16.0
 17.0
 18.0
 25.0
 25.0 4.5
 4.5
 4.5
 4.5
 4.5
 4.5
 4.5
 4.5
 4.5
 4.5
 4.5
 4.5
 4.5
 4.5
 4.5
 4.5
 4.5
 4.5
 4.5
 4.5
 4.5
 4.5
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0 eckd3a101kbp
 eckd3a121kbp
 eckd3a151kbp
 eckd3a181kbp
 eckd3a221kbp
 eckd3a271kbp
 eckd3a331kbp
 eckd3a391kbp
 eckd3a471kbp
 eckd3a561kbp
 eckd3a681kbp
 eckd3a821kbp
 eckd3a102kbp
 eckd3a122kbp
 eckd3a152kbp
 eckd3a182kbp
 eckd3a222kbp
 eckd3a272kbp
 eckd3a332kbp
 eckd3a392kbp
 eckd3a472kbp
 eckd3a562kbp
 eckd3d101kbp
 ECKD3D121KBP
 eckd3d151kbp
 eckd3d181kbp
 eckd3d221kbp
 eckd3d271kbp
 eckd3d331kbp
 eckd3d391kbp
 eckd3d471kbp
 eckd3d561kbp
 eckd3d681kbp
 eckd3d821kbp
 eckd3d102kbp
 eckd3d122kbp
 eckd3d152kbp
 eckd3d182kbp
 eckd3d222kbp
 eckd3d272kbp
 eckd3d332kbp
 eckd3d392kbp
 eckd3d472kbp
 eckd3d562kbp 5.0  1.0
 5.0  1.0
 5.0  1.0
 5.0  1.0
 5.0  1.0
 5.0  1.0
 5.0  1.0
 5.0  1.0
 5.0  1.0
 5.0  1.0
 5.0  1.0
 5.0  1.0
 5.0  1.0
 5.0  1.0
 5.0  1.0
 5.0  1.0
 5.0  1.0
 5.0  1.0
 10.0  1.5
 10.0  1.5
 10.0  1.5
 10.0  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 10.0  1.5
 10.0  1.5
 10.0  1.5
 10.0  1.5
 10.0  1.5
 10.0  1.5 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.65
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.65
 0.65
 0.65
 0.65
 0.65
 0.80
 0.80 part no. straight lead type (bulk) dim. in mm 
 f 
 d eckz3a101kbp
 eckz3a121kbp
 eckz3a151kbp
 eckz3a181kbp
 eckz3a221kbp
 eckz3a271kbp
 eckz3a331kbp
 eckz3a391kbp
 eckz3a471kbp
 eckz3a561kbp
 eckz3a681kbp
 eckz3a821kbp
 eckz3a102kbp
 eckz3a122kbp
 eckz3a152kbp
 eckz3a182kbp
 eckz3a222kbp
 eckz3a272kbp
 eckz3a332kbp
 eckz3a392kbp
 eckz3a472kbp
 eckz3a562kbp
 eckz3d101kbp
 eckz3d121kbp
 eckz3d151kbp
 eckz3d181kbp
 eckz3d221kbp
 eckz3d271kbp
 eckz3d331kbp
 eckz3d391kbp
 eckz3d471kbp
 eckz3d561kbp
 eckz3d681kbp
 eckz3d821kbp
 eckz3d102kbp
 eckz3d122kbp
 eckz3d152kbp
 eckz3d182kbp
 eckz3d222kbp
 eckz3d272kbp
 eckz3d332kbp
 eckz3d392kbp
             ?             ?   z0
 z0
 z0
 z0
 z0
 z0
 z0
 z0
 z0
 z0
 z0
 z0
 z0
 z0
 z0
 z0
 z0
 z0
 z1
 z1
 z2
 z2
 z1
 z1
 z1
 z1
 z1
 z1
 z1
 z1
 z1
 z1
 z1
 z1
 z1
 z1
 z1
 z1
 z2
 z2
 z2
 z2
 ?  r0
 r0
 r0
 r0
 r0
 r0
 r0
 r0
 r0
 r0
 r0
 r0
 r0
 r0
 r0
 r0
 r0
 r0
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r2
 r2
 ?  5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 ? ? 
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 ?  part no. straight lead taped type* taped
 type dim. in mm 
 f 
 d eckr3a101kbp
 eckr3a121kbp
 eckr3a151kbp
 eckr3a181kbp
 eckr3a221kbp
 eckr3a271kbp
 eckr3a331kbp
 eckr3a391kbp
 eckr3a471kbp
 eckr3a561kbp
 eckr3a681kbp
 eckr3a821kbp
 eckr3a102kbp
 eckr3a122kbp
 eckr3a152kbp
 eckr3a182kbp
 eckr3a222kbp
 eckr3a272kbp
 eckr3a332kbp
 eckr3a392kbp
 eckr3a472kbp
 eckr3a562kbp
 eckr3d101kbp
 eckr3d121kbp
 eckr3d151kbp
 eckr3d181kbp
 eckr3d221kbp
 eckr3d271kbp
 eckr3d331kbp
 eckr3d391kbp
 eckr3d471kbp
 eckr3d561kbp
 eckr3d681kbp
 eckr3d821kbp
 eckr3d102kbp
 eckr3d122kbp
 eckr3d152kbp
 eckr3d182kbp
 eckr3d222kbp
 eckr3d272kbp
 eckr3d332kbp
 eckr3d392kbp
             ?              5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 5.0
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 ?  0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.60
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 ?  part no. crimped lead taped type* 
 f 
 d ** capacitance tolerance of   5% is available on special order. design and specifications are subject to change without notice.  ask factory for technical specifications before purchase and/or use.  whenever a doubt about safety issues arises from this product, please inform us immediately for technical consultation.

 ceramic disc capacitors  (high voltage) /kbp n ratings and characteristics note: 1. in straight lead types (bulk), dimensions ??(lead spacing)?of 5.0mm is available for rated ? kvdc?and ? kvdc?capacitors that are 11.0mm or less in the diameter on special order. 2. in straight lead and taped types, dimensions ? (lead spacing)?of 5.0mm is available for rated ? kvdc?and ? kvdc?capacitors that are 11.0mm or less in the diameter on special order.  nom.
 cap.
 (pf) cap.
 tol.**
 (%) dim. in mm d
 max. t 
 max. dim. in mm taped
 type 
 rated
 voltage 100
 120
 150
 180
 220
 270
 330
 390
 470
 560
 680
 820
 1000
 1200
 1500
 1800
 2200
 2700  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
  10
 
 1 kvdc 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 8.0
 9.0
 9.5
 10.0
 11.0
 11.0
 12.5
 14.5
 14.5
 16.0
 17.0
 18.5 6.0
 6.0
 6.0
 6.0
 6.0
 6.0
 6.0
 6.0
 6.0
 6.0
 6.0
 6.0
 6.0
 6.0
 6.0
 6.0
 6.0
 6.0 eckd3f101kbp
 eckd3f121kbp
 eckd3f151kbp
 eckd3f181kbp
 eckd3f221kbp
 eckd3f271kbp
 eckd3f331kbp
 eckd3f391kbp
 eckd3f471kbp
 eckd3f561kbp
 eckd3f681kbp
 eckd3f821kbp
 eckd3f102kbp
 eckd3f122kbp
 eckd3f152kbp
 eckd3f182kbp
 eckd3f222kbp
 eckd3f272kbp 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 7.5  1.5
 10.0  1.5
 10.0  1.5
 10.0  1.5
 10.0  1.5
 10.0  1.5 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65 part no. straight lead type (bulk) dim. in mm 
 f 
 d eckz3f101kbp
 eckz3f121kbp
 eckz3f151kbp
 eckz3f181kbp
 eckz3f221kbp
 eckz3f271kbp
 eckz3f331kbp
 eckz3f391kbp
 eckz3f471kbp
 eckz3f561kbp
 eckz3f681kbp
 eckz3f821kbp
 eckz3f102kbp
 eckz3f122kbp
 eckz3f152kbp
 eckz3f182kbp
 eckz3f222kbp
 eckz3f272kbp z1
 z1
 z1
 z1
 z1
 z1
 z1
 z1
 z1
 z1
 z1
 z1
 z1
 z1
 z1
 z2
 z2
 z2 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r1
 r2
 r2
 r2 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65
 0.65 part no. straight lead taped type* taped
 type dim. in mm 
 f 
 d eckr3f101kbp
 eckr3f121kbp
 eckr3f151kbp
 eckr3f181kbp
 eckr3f221kbp
 eckr3f271kbp
 eckr3f331kbp
 eckr3f391kbp
 eckr3f471kbp
 eckr3f561kbp
 eckr3f681kbp
 eckr3f821kbp
 eckr3f102kbp
 eckr3f122kbp
 eckr3f152kbp
 eckr3f182kbp
 eckr3f222kbp
 eckr3f272kbp 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5
 7.5 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 
 0.65 part no. crimped lead taped type* 
 f 
 d ** capacitance tolerance of   5% is available on special order. design and specifications are subject to change without notice.  ask factory for technical specifications before purchase and/or use.  whenever a doubt about safety issues arises from this product, please inform us immediately for technical consultation.
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