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		  Datasheet File OCR Text:


		  patent pending safesite ? led linear fixture  - ul 844 for indoor and outdoor hazardous locations

 safesite ? led linear fixture features & benefits ? l70 rated for >100,000 hours  @ 25c ? 5 year full performance  warranty  ? low power consumption   ? instant on/off operation  ? universal input (100-277v ac or  347 - 480v ac), 50/60hz ? mercury free ? resistant to shock and vibration ? temperature compensation  technology for longer life ? resistant to water, salt, dust &  vibration    ? vibration tested to ul 844 for 35    hours @ 2,000 cpm  ? resistant up to 20 psi of hose  directed water ? factory sealed options     available typical applications ? food and beverage ? heavy industrial  ? manufacturing ? pulp and paper ? fuel pump canopy ? cold storage ? warehouse view the full case studies at:  diamond pet foods -  www.dialight.com/assets/brochures_and_catalogs/illumination/mdexmognp001.pdf rockline industries -  www.dialight.com/assets/brochures_and_catalogs/illumination/mdexrklnex001.pdf complete your own return on investment calculation at: www.dialight.com/tcocalculator

 www.dialight.com safesite ? led linear fixture class i, div. 2 version mechanical information fixture weight: 17 lbs (7.71 kg) 4 12 lbs (5.44 kg) 2 shipping weight: 19 lbs (8.62 kg) 4 14 lbs (6.35 kg) 2 mounting: (3) 3/4 npt openings optional swivel bracket - lsxw4 cabling: 10 (3.5m) soow power cord (for gx and cx models) electrical specifications operating voltage: 100 - 277v ac 50/60hz or 347 - 480v ac 50/60hz power consumption: see ordering information operating temp: -40  f to +133  f (-40  c to +55  c) harmonics: ec 61000-3-2 surge protection 100 - 277v ac 50/60hz : 1 kv line to line  2 kv line to ground 347 - 480v ac 50/60hz: 6 kv line to line  6 kv line to ground thd: < 15%   power factor: > 0.9 power supply equipped with inline fuse construction body: powder coated aluminum lens: polycarbonate photometric information cri: 70  cct: 6,000k (cool white)  ies files: available upon request all values typical unless otherwise stated all lumen values are typical (tolerance +/- 10%) certifications & ratings ? class i div. 2 groups a, b, c, d ? class ii div. 1 groups e, f, g ? class ii div. 2 groups f, g ? class iii div. 1 ? class iii div. 2  ? ul 1598/a ? ul 844 ? ul 8750  ? csa 22.2 no.137-m81 ? ip 66 rated ? nema 4x rated lsd models ? abs design assessed: # 12-hs942957-pda application the first of its kind, dialights safesite ? led linear fixture replaces hid and fluorescent lighting fixtures in industrial applications and hazardous location applications. the safesite led linear fixtures rugged solid state design makes it highly resistant to shock and vibration. its fully gasketed ip 66 rated enclosure makes it suitable for dust & wet locations, its 1598a rating guarantees added protection from salt water spray. the safesite led linears superior design allows for mounting versatility and ease of installation for many lighting applications. 3.10 (78.8) 6.40 (162.5) 47.93 (1217.5) 23.93 (607.9) temperature ratings ambient temperature range  t5 temperature code -40f to +149f (-40c to +65c) mounting options conduit top mount conduit side mount lsxw4

 www.dialight.com safesite ? led linear fixture class i, div. 1 version mechanical information fixture weight: 26.0 lbs (11.79 kg) 4 17.5 lbs (7.94 kg) 2 shipping weight: 28.0 lbs (12.70 kg) 4 19.5 lbs (8.85 kg) 2 mounting: (1) threaded 3/4 npt side (2)  threaded 3/4 npt ends  electrical specifications: operating voltage: 100 - 277v ac 50/60hz or 347 - 480v ac 50/60hz power consumption: see ordering information operating temp: -40  f to +133  f (-40  c to +55  c) harmonics: iec 61000-3-2 surge protection 100 - 277v ac 50/60hz : 1 kv line to line  2 kv line to ground 347 - 480v ac 50/60hz: 6 kv line to line  6 kv line to ground thd: < 15%   power factor: > 0.9 construction body: powder coated aluminum lens: glass  photometric information cri: 70  cct: 6,000k (cool white)  ies files:  available upon request all values typical unless otherwise state all lumen values are typical (tolerance +/- 10%) certifications ? class i, div 1 groups c, d ? ul 844  ? ul1598 ? csa 22.2 no.137-m81  ? ul 8750  ? abs design assessed: # 12-hs942957-pda ? ip66 rated  ? nema 4x rated application the first of its kind, the dialight safesite ? led linear luminaire was designed specifically to replace hid and fluorescent lighting fixtures in industrial and hazardous location applications.   the safesite led linear fixtures rugged solid state design makes it highly resistant to shock and vibration , while its superior design allows for increased mounting versatility and ease of installation.  dimensions in inches [mm] 47.46 (1205,4) 6.98 (177,4) 25.56 (649,1) 4.25 (108) temperature ratings lsc3c4m3gex (4ft)  ambient temperature range  t4a temperature code lsc3c4d3gex (2ft) ambient temperature range  t5 temperature code -40f to +149f (-40c to +65c) -40f to +149f (-40c to +65c) mounting options conduit top mount conduit side mount lsxw5

 safesite ? led linear fixture class i, div. 2 battery backup version mechanical information fixture weight: 18.0 lbs (8.16 kg) shipping weight: 21.0 lbs (9.53 kg) mounting: (1) threaded 3/4 npt side (2)  threaded 3/4 npt ends  electrical specifications: operating voltage: 100-277v ac 50/60 hz power consumption: 85w 4 version operating temp: -29  f to +149  f (-20  c to +65  c) battery: 3.6v 10ah nimh battery life: 3 years battery duration: >3 hours harmonics: iec 61000-3-2 surge protection: 1 kv line to line 2 kv line to ground thd: < 15%   power factor: > 0.95  construction body: powder coated aluminum lens: polycarbonate photometric information cri: 70  cct: 6,000k (cool white)  ies files:  available upon request all values typical unless otherwise state all lumen values are typical (tolerance +/- 10%) certifications ? ul1598a ? ul 844  ? ul 924  ? csa 22.2 no.137-m81  ? ul 8750  ? ip66 rated  ? nema 4x  features & benefits ? 3 year full performance warranty  ? 450 lumens in battery backup mode consistent throughout life of battery ? low power consumption   ? battery status indication light ? instant on/off operation  ? push to test button ? superior color rendition index compared to hps, lps, mv ? mercury free ? resistant to shock and vibration ? temperature compensation technology for longer life application the first of its kind, the dialight safesite ? led linear luminaire was designed specifically to replace fluorescent lighting fixtures in industrial and hazardous location applications. when main ac power is lost, these lights will continue to operate as they transfer to the integrated battery.   the safesite linear fixtures rugged solid state design makes it highly resistant to shock and vibration, while its superior design allows for increased mounting versatility and ease of installation.  www.dialight.com temperature rating ambient temperature range  t4a temperature code -20f to +149f (-29c to +65c) in-line conduit mount overhead conduit mount bracket mount mounting options

 safesite ? led linear fixture 1 part number      length class i, div 1 class i div 2 class ii, div 1 class ii, div 2 class iii, div 1 class iii, div 2 voltage lens initial fixture lumens 1 watt lumens per watt class i, div 2 lsd3c4m2phe 4' a / b / c / d f / g  100 - 277v ac clear 7,000 67 104 lsd3c4m2p 4' a / b / c / d f / g  100 - 277v ac clear 7,250 78 93 lsd3c4h2d 4' a / b / c / d f / g  100 - 277v ac diffused 5,600 78 72 lsd3c5m2p 4' a / b / c / d f / g  347 - 480v ac  clear 7,250 78 93 lsd3c5h2d 4' a / b / c / d f / g  347 - 480v ac  diffused 5,600 78 72 lsd3c4d2phe 2' a / b / c / d f / g  100 - 277v ac clear 3,500 34 103 lsd3c4d2p 2' a / b / c / d f / g  100 - 277v ac clear 3,600 39 92 lsd3c4b2d 2' a / b / c / d f / g  100 - 277v ac diffused 2,800 39 72 lsd3c5d2p 2' a / b / c / d  f / g  347 - 480v ac  clear 3,600 39 92 lsd3c5b2d 2' a / b / c / d f / g  347 - 480v ac  diffused 2,800 39 72 LSF3C4D2P 2' a / b / c / d  e / f / g f / g  ? ? 100 - 277v ac clear 3,600 39 92 lsf3c4m2p 4' a / b / c / d  e / f / g f / g  ? ? 100 - 277v ac clear 7,250 78 93 lsf3c5d2p 2' a / b / c / d  e / f / g f / g  ? ? 347 - 480v ac  clear 3,600 39 92 lsf3c5m2p 4' a / b / c / d  e / f / g f / g  ? ? 347 - 480v ac  clear 7,250 78 93 class i, div 2 battery backup version 2 lsd3c4mep 4' a / b / c / d f/g 100 - 277v ac clear 7,250 85 85 part number length class i, div 1 class i div 2 class ii, div 1 class ii, div 2 class iii, div 1 class iii, div 2 voltage lens initial fixture lumens 1 watt lumens per watt class i, div 1 lsc3c4m3gex 4 ? 100 - 277v ac  clear 7,250 78 93 lsc3c5m3gex 4 ? 347 - 480v ac  clear 7,250 78 93 lsc3c4d3gex 2 ? 100 - 277v ac  clear 3,600 39 92 lsc3c5d3gex 2 ? 347 - 480v ac  clear 3,600 39 92 add one of the following suffixes to the above part numbers for factory sealed and installed 10 cabe and cable gland: ?  gs added for installed on one of the side entries (shown to the left) ?  gt added for installed on the top entry (not shown) ex. lsd3c4d2p becomes lsd3c4d2p gs add one of the following suffixes to the above part numbers for factory sealed and installed 10' cable and 3/4" conduit fitting.: ?  ct added for installed on the top entry (shown to the left) ?  cs added for installed on one the side entries (not shown) ex. lsd3c4d2p becomes lsd3c4d2p ct notes: 1 part numbers listed in the above table are cool white.  for neutral white version replace the 5th character with  n .  ex. lsd3 c 4d2p becomes lsd3 n 4d2p 2 450 lumens in battery backup mode class 1 div. 2 wiring configurations (optional) class 1 div. 2 ording information class 1 div. 1 ording information www.dialight.com

 safesite ? led linear fixture options and accessories part number description kit includes class i, div. 2 and class i, div 2 battery backup lsxw4 mounting bracket can be angled at 0, 30, 45, 60 & 90 mounting bracket mounting hardware lsxendcapkit chain mount brackets 2 mounting brackets mounting hardware lsxbatrep1 replacement battery kit (for battery backup version only) batteries  wiring connector class i, div 1 lsxw5 mounting bracket can be angled at 0, 30, 45, 60 & 90 mounting bracket mounting hardware all models hzxstan100s 1.00" slip-fit stanchion mount junction box junction box mounting hardware hzxstan125s 1.25" slip-fit stanchion mount junction box hzxstan150s 1.50" slip-fit stanchion mount junction box hzxstan200s 2.00" slip-fit stanchion mount junction box hzxstan100t 1.00" npt threaded stanchion mount junction box hzxstan125t 1.25" npt threaded stanchion mount junction box hzxstan150t 1.50" npt threaded stanchion mount junction box hzxstan200t 2.00" npt threaded stanchion mount junction box hzxsafekit safety cable kit 2 eyelets 2 53 safety cables mounting hardware www.dialight.com mdtfslinx001_d dialight reserves the right to make changes at any time in order to supply the best product possible. the most current version  of this document will always be available at: www.dialight.com/assets/brochures_and_catalogs/illumination/mdtfslinx001.pdf warranty statement: except for the warranty expressly provided for [herein/above/below], dialight disclaims any and all other w arranties, express or implied, including, without limitation, any warranties of merchantability, fitness for a particular purpose, title, and noninfr ingement.

 www.dialight.com safesite ? led linear fixture for indoor and outdoor industrial applications
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