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		  Datasheet File OCR Text:


		  2-21 ordering information IB884T-11 intel ?  atom tm  z510pt 1.1ghz 3.5-inch disk size sbc w/ vga and  pci-e gigabit lan, wide temp. support ib884t-13 (moq) intel ?  atom tm  z520pt 1.3ghz 3.5-inch disk size sbc w/ vga and  pci-e gigabit lan, wide temp. support ib66 cable kit ib884t series, w/ sata + power cable, com, usb, ps/2,  ide, audio, power cable intel ?  atom? z510pt/z520pt 3.5" disk-size  sbc w/ intel ?  sch us15wpt chipset ib884t rj-45 lvds ddr2 so-dimm dc in (12v~19v) sata ii usb kb/mouse com 2~4 vga usb ide com 1 audio 4 com 2 sata ii 1 gbe lan 6  usb specifcations cpu intel ?  atom tm  z510pt, 1.1ghz (w/ wide temp. support) intel ?  atom tm  z520pt, 1.3ghz (w/ wide temp. support) system memory 1x ddr2 so-dimm, max. 2gb system chipset intel ?  us15wpt system controller hub    (w/ wide temp. support) bios ami bios watchdog timer 256 levels ssd n/a h/w monitor yes expansion slots n/a vga controller chrontel ch7022a vga memory n/a display interface supports crt vga & 24-bit single channel lvds controller intel ?  82574it pci-e gbe lan (wide temp. support) connector rj-45 on board i/o chipset fintek f81865-i (w/ wide temp. support)  1x ide, 1x kb, 1x mouse 3x rs232, 1x rs-232/422/485 , 2x sata ii usb  2 ports on board  pin header for 4 ports (usb 2.0) audio intel ?  atom?  us15wpt built-in audio w/ realtek alc269 codec for  2-channel with 2w amplifier others digital i/o( 4-in, 4-out), +12v ~ +19v dc in dimensions 102mm x 147mm (4 x 5.8) max. power requirement intel ?  atom tm  z510pt 1.1ghz w/ 2gb ddr2-667 +12v:1.18a operating temperature -30c~75c (-22f~167f) storage temperature -30c~80c (-22f~176f) relative humidity 10%~90% (non-condensing) features  onboard intel ?  atom tm  z510pt/z520pt processor,        up to 1.3ghz  1x ddr2 so-dimm , max. 2gb  supports crt and lvds (24-bit single channel)  intel ?  pci-e gbe lan  watchdog timer  6x usb, 4x com, 2x sata ii  kb/mouse smart battery    interface audio sata ii usb rj-45 vga lcd backlight cf socket ide ddr2 socket digital i/o com port specifcations cpu socket p for intel ?  core?2 duo / celeron ?  processors system memory 1x ddr2 so-dimm, 533/667mhz, max. 2gb system chipset intel ?  gme965 + ich8m, 533/800mhz fsb bios award  watchdog timer 256 levels ssd type ii cf socket h/w monitor yes expansion slots n/a vga controller intel ?  gme965 integrated gma x3100 vga memory supports dvmt 4.0; max. shared memory - 384mb display interface crt and 24-bit single/dual channel lvds lan controller 2x  intel ?  82574l pci-e gigabit lan connector rj-45 on board i/o chipset ich8m, winbond w83627ehg 1x ide, 1x kb, 1x mouse, 1x rs232,    1x rs-232/422/485, 1x sata ii usb  2 ports on board  pin header for 2 ports (usb 2.0) audio intel ?  ich8m built-in hd audio w/ realtek alc662 codec for 5.1ch others digital i/o, 12v dc-in, smart battery interface dimensions 203mm x 146mm (8 x 5.75) max. power requirement intel ?  core?2 duo t7100 1.8ghz w/ 1gb ddr2-667 +12v: 3.5a operating temperature 0c~60c (32f~140f) storage temperature -20c~80c (-4f~176f) relative humidity 10%~90% (non-condensing) features  supports intel ?  core?2 duo / celeron ?         processors, 533/800mhz fsb   1x ddr2 so-dimm, max. 2gb memory  intel ?  gma x3100 vga for crt/lvds   2x intel ?  pci-e gigabit lan    watchdog timer, digital i/o    1x sata ii, 4x usb 2.0, 2x com, cf socket 2 com 1 sata ii 2 gbe lan 4  usb socket p intel ?  core?2 duo 3.5" disk-size sbc    with intel ?  gme965 chipset ib886 ordering information ib886 socket p intel ?  gme965 core?2 duo 3.5-inch disk size sbc    w/ vga and dual pci-e gigabit lan ib49 cable kit for ib886 series , w/ ide, ps/2, audio, usb, com, power  cable and sata hsib886-pga heatsink for ib886 csb110-886c steel chassis for ib886 3.5 sbc, 2.5 hdd holder, 80w power  adaptor csb110-886m steel chassis with ib886 3.5 sbc, 2.5 hdd holder, 80w power  adaptor 3.5" disk-size sbc    remarks: 1. specifcations are subject to change without prior notice.                    2. odm/oem is available.                  3. for users manual & datasheet download, visit www.ibase.com.tw.                                                                                                   
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