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		  Datasheet File OCR Text:


		  2005. 6. 1 1/2 revision no : 0 features   plastic package has underwriters laboratory flammability  classification 94v-0. glass passivated chip junction. high surge overload rating : 35a peak. saves space on printed circuit boards. high temperature soldering guaranteed : 260 /10 seconds. maximum rating  (ta=25 ) mbs 0.74 0.43 2.67 2.41 4.95 4.55 1.24 0.99 0.41  0.15 0.96  0.48 0.20  0.10 1.47 1.37 2.90  2.80 0.46  0.36 1.57 1.47 5.21 4.95 0.19  0.16 2.90  2.40 2.70 2.30 4.10 3.65 6.90 6.40 0.8 [unit:mm] semiconductor technical data MB6S single-phase bridge rectifiers electrical characteristics  (ta=25 ) characteristic symbol rating  unit repetitive peak reverse voltage v rrm 600 v rms voltage v rms 420 v dc blocking voltage v dc 600 v average forward output rectified  current (see fig.1) on glass-epoxy  p.c.b on aluminum substrate. i f(av) 0.5 (note1) 0.8 (note2) a peak forward surge current i fsm 35.0 a rating for fusing (t 2005. 6. 1 2/2 MB6S revision no : 0 0.6 0.01 0.8 1.2 0.2 1.0 0.4 1.4 0.1 0.1 1 10 10 100 200 fig.3  typical forward characteristics per leg instantaneous forward voltage  (v) instantaneous forward current  (a) fig.5  typical junction capacitance per leg reverse volta g e  (v) junction capacitance  (pf) 1 10 100 0 10 15 fig.2  maximum non-repetitive peak            forward surge current per leg number of cycles at 60hz 0 0 100 20 40 60 80 0.01 0.1 1 10 percent of  rated peak reverse voltage  (%) instantaneous reverse leakage current  (  a ) 100 paek forword surge current (a) fig.1  derating curve for output rectified current 25 5.0 35 30 20 1 cycle t j  = 25 t j  =150 fig.4  typical reverse             leakage characteristics per leg average forword rectified current (a) 40 60 80 0.4 0.1 0.2 0.3 0.7 0.8 0.5 0.6 100 120 140 20 ambient temperature ( c) 160 0 0 aluminum substrata glass epoxy p.c.b f = 60hz f = 50hz pulse width=300  s 1% duty cycle 10 15 25 5.0 30 20 resistive or inductive load c c t j  = 25 f= 1 mhz vsing=50mvp-p c tj=25 c t j  =125 c t a  = 40 single half sine-wave (jedec method) c
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