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		  Datasheet File OCR Text:


		  jumper j-z ~F?` insulated jumper wires ?construction ratings ??\body colorblack   ?no marking    ?type designation  example ? ? ?y?
	% .pmefesftjo ?y???
 -fbexjsf - e % ?dimensionsmm ; e 1 8 " u 5 5 Lfeatures     ?????     `?S??     ?rohs??     automatic insertion is applicable.     higher than z series in allowable current.      products meet eu-rohs requirements. 1  ?`? ??`??????`?    ?? 1 lead length changes depending on taping and forming type. ?dimensions ??coating : none Lfeatures     ??????`?????`?     ?rohs??     automatic insertion is applicable.     products meet eu-rohs requirements. ?type designation  example ?`???taping jl ?` jumper wires ?????? the code for package enters . ratings ? low power type resistors ??d??????????{????_J	 oct.	2013 ?dC?C?C?v????p???C??????????? specifications	given	herein	may	be	changed	at	any	time	without	prior	notice.	please	confirm	technical	specifications	before	you	order	and/or	use.	 contact	our	sales	representatives	before	you	use	our	products	for	applications	including	automotives,	medical	equipment	and	aerospace	equipment.	 malfunction	or	failure	of	the	products	in	such	applications	may	cause	loss	of	human	life	or	serious	damage.	 www.koanet.co.jp eu rohs eu rohs h?|??eu-rohs|????????? ?`?????????appendix c?? contact us when you have control request for environmental hazardous material other than the substance  specified by eu-rohs. for further information on taping, please refer to appendix c on the back pages. h?|??eu-rohs|?????????   ?`?????????appendix c?? contact us when you have control request for environmental hazardous material other than the  substance specified by eu-rohs. for further information on taping, please refer to appendix c on the back pages.  type   dimensionsmm weight g/1000pcs l d dnominal ?3 1 j1/6z 3.4 0.1 					 			 ?0.2 . 1.70.2 0.5 30 110 j1/4z 6.50.5 2.3 0 				 		 		 	 ?0.3 . 0.6 190  type dimensionmm w p a t26 26 1.0 				 		 ?0 . 5.000.3 391.0 t52 521 5.080.38 651.0 dnominal t t z t26 0.5,	 0.6 6.20.5 2.0	 max. 0.8	max. t52  type S max. allowable current ? resistance ?? rated ambient temp. ??? operating temp. range j1/6zc   8a 10m	max. 70 ?55?125 j1/4zc 10a j 1/6z a c t26 ?N product code N style 1/6z 1/4z ? package 	 a  ?? 	 ammo 	 r `?reel ?| terminal surface material cs n c u ?`? taping t2 6 26mm 	 taping t5 2 52mm 	 taping ?`?  taping type name ?`????? taping & q'typcs ammo reel j1/6zct26a 2,000 ? j1/6zct52 2,000 5,000 j1/4zct26a 2,000 ? j1/4zct52 2,000 5,000  type ? nominal diameter S max. allowable current jl5c 0.5mm 	 	8a jl6c 0.6mm 10a jl 6 a c t26 ?N product code ? nominal diameter 50.5mm 60.6mm ? package 	 a ?? 	 a ammo ?| terminal surface material cs n c u ?`? taping t2 6 26mm 	 taping t5 2 52mm 	 taping
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