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		  phoenix   contact   gmbh   &   co.   kg page   1   /   5 http://www.phoenixcontact.com jul   6,   2009 extract   from   the   online catalog ? sac-4p-   5,0-950/m   8fs order   no.:   1543304 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1543304 ? ? bus   system   cable,   interbus,   4   pos.,   pur   halogen-free   black, shielded,   straight   m8   socket,   on   free   conductor   end,   cable   length:   5   m ? commercial   data ean 4046356097468 pack 1   pcs. customs   tariff 85444290 weight/piece 0.2182   kg catalog   page   information page   382   (ax-2009) product   notes weee/rohs-compliant   since: 12/15/2005 http:// www.download.phoenixcontact.com please   note   that   the   data   given here   has   been   taken   from   the online   catalog.   for   comprehensive information   and   data,   please   refer to   the   user   documentation.   the general   terms   and   conditions   of use   apply   to   internet   downloads. technical data general   data nominal   current   i n 4   a nominal   voltage   u n 30   v number   of   positions 4 volume   resistance    5   m insulation   resistance    100   m

 sac-4p-   5,0-950/m   8fs order   no.:   1543304 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1543304 phoenix   contact   gmbh   &   co.   kg page   2   /   5 http://www.phoenixcontact.com jul   6,   2009 length   of   cable 5   m ambient   temperature   (operation) -25   c   ...   90   c   (plug/socket) -40   c   ...   80   c   (cable,   fixed   installation) -40   c   ...   80   c   (cable,   flexible   installation) general   characteristics coding a   -   standard inflammability   class   acc.   to   ul   94 hb surge   voltage   category ii pollution   degree 3 degree   of   protection ip65/ip67/ip69k contact   material cusn contact   surface   material ni/au contact   carrier   material tpu   gf material   of   grip   body tpu,   hardly   inflammable,   self-extinguishing material,   knurls zinc   die-cast,   (nickel-plated) sealing   material nbr status   display no test   voltage 800   v conductor   data cable   type interbus cable   type   (abbreviation) 950 conductor   cross   section 0.14   mm2   (signal   line) 0.34   mm2   (power   supply) 0.38   mm2   (filler   litz   wire) awg   signal   line 26 conductor   structure,   signal   line 19x   0.10   mm awg   power   supply 22 conductor   structure,   voltage   supply 19x   0.15   mm core   diameter   including   insulation 0.97   mm   (signal   line) 1.25   mm   (power   supply) thickness,   insulation 0.24   mm   (conductor   insulation,   signal   line) 0.25   mm   (conductor   insulation,   voltage   supply) approx.   0.75   mm   (outer   cable   sheath) external   cable   diameter 5.20   mm

 sac-4p-   5,0-950/m   8fs order   no.:   1543304 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1543304 phoenix   contact   gmbh   &   co.   kg page   3   /   5 http://www.phoenixcontact.com jul   6,   2009 wire   colors red-blue,   green-yellow external   sheath,   color black   ral   9005 insulation   resistance    20   m*km conductor   resistance    155   /km   (signal   line)    58   /km   (power   supply) nominal   voltage,   conductor    100   v test   voltage   core/core 1000   v test   voltage   core/shield 1000   v type   of   pair   shielding aluminum-lined   polyester   foil overall   twist 2   pairs   around   a   filler   litz   wire   in   the   center   to   the   core shielding braided   shielding   made   of   tin-plated   copper   wires optical   shield   covering 85   % outer   sheath,   material pur material   conductor   insulation pp conductor   material tin-plated   cu   litz   wires cable   weight 41   kg/km smallest   bending   radius,   fixed   installation 26   mm smallest   bending   radius,   movable   installation 37   mm number   of   bending   cycles 1000000 bending   radius 110   mm traversing   path 6   m traversing   rate 4   m/s acceleration 4   m/s2 drawings dimensioned   drawing socket   m8   x   1,   straight,   shielded

 sac-4p-   5,0-950/m   8fs order   no.:   1543304 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1543304 phoenix   contact   gmbh   &   co.   kg page   4   /   5 http://www.phoenixcontact.com jul   6,   2009 circuit   diagram contact   assignment   of   m8   socket schematic   diagram pin   assignment   m8   socket,   4-pos.,   view   female   side

 sac-4p-   5,0-950/m   8fs order   no.:   1543304 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1543304 phoenix   contact   gmbh   &   co.   kg page   5   /   5 http://www.phoenixcontact.com jul   6,   2009 address phoenix   contact   gmbh   &   co.   kg flachsmarktstr.   8 32825   blomberg,germany phone   +49   5235   3   00 fax   +49   5235   3   41200 http://www.phoenixcontact.com ?   2009   phoenix   contact technical   modifications   reserved;
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