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		  Datasheet File OCR Text:


		  digitron semiconductors  144 market street  kenilworth nj 07033 usa    phone +1.908.245-7200  byv27-50 ? byv27-600           ultra fast avalanche               sinterglass diode        maximum ratings (t amb  = 25c unless otherwise specified)  parameter  test  condition  part  symbol  value  unit  byv27-50  55  BYV27-100  110  byv27-150  165  byv27-200  220  byv27-300  330  byv27-400  440  byv27-500  560  peak reverse voltage, non-repetitive    byv27-600  v rsm   675  v  byv27-50  50  BYV27-100  100  byv27-150  150  byv27-200  200  byv27-300  300  byv27-400  400  byv27-500  500  reverse voltage = repetitive peak reverse  voltage    byv27-600  v r  = v rrm   600  v  peak forward surge current  t p  = 10ms, half-sine wave    i fsm  50  a  repetitive peak forward current     i frm  15  a    average forward current     i fav  2  a  pulse energy in avalanche mode, non  repetitive (inductive load switch off)  i (br)  = 1a, t j  = 175c    e r  20  mj  junction and storage temperature range     t j , t stg   -55 to +175  c  l = 10mm, t l  = constant    r thja  45  k/w  junction ambient  on pc board with spacing  25mm   r thja  100  k/w          electrical characteristics  parameter  test  condition  symbol  min  typ  max  unit  i f  = 3a      1.07  forward voltage  i f  = 3a, t j  = 175c  v f      0.88  v  v r  = v rrm      1  v rsm      100  reverse current  v r  = v rrm , t j  = 165c  i r      150  a  reverse recovery time  i f  = 0.5a, i r  = 1a, i r  = .25a  t rr        25  ns     sales@digitroncorp.com     fax +1.908.245-0555  www.digitroncorp.com      rev. 20121119 

 digitron semiconductors  144 market street  kenilworth nj 07033 usa    phone +1.908.245-7200  byv27-50 ? byv27-600           ultra fast avalanche               sinterglass diode         mechanical charcteristics   case  sod-57   marking  body painted, alpha numeric  polarity  cathode band                  sod-57  inches  millimeters     min  max min max  bd  -  0.142  -  3.600  bl  -  0.157  -  4.000  ld  -  0.032  -  0.820  ll  1.024  -  26.000  -                available non-rohs (standard) or rohs compliant (add pbf suffix).  available as ?hr? (high reliability) screened per mil-prf- 19500, jantx level. add ?hr?  suffix to base part number.     sales@digitroncorp.com     fax +1.908.245-0555  www.digitroncorp.com      rev. 20121119 

 digitron semiconductors  144 market street  kenilworth nj 07033 usa    phone +1.908.245-7200  byv27-50 ? byv27-600           ultra fast avalanche               sinterglass diode            sales@digitroncorp.com     fax +1.908.245-0555  www.digitroncorp.com      rev. 20121119 




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of BYV27-100 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























