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		  Datasheet File OCR Text:


		  products documentation resources my account customer support home ?>  products ?>  by type ?>  relays ?>  product feature selector ?> product details 3SBC5134A1 product details 3SBC5134A1 (9-1617347-4) t e  i nternal n umber: 9 - 1 6 1 7 3 4 7 - 4 active military/aerospace high performance relays not eu r ohs or elv c om plia nt product highlights: l 3sbc  1/5-size relay series l input voltage = 5 vdc l c ontact arrangement = 2 form c , dpdt, 2 c /o l c ontact c urrent rating = 2 amps. l non polarized, monostable c oil magnetic system view all features c heck pricing & availability search for tooling product feature selector c ontact us about this product quick links a dd to m y p art l is t reques t sample find similar p roduc ts buy p roduc t documentation & additional information product drawings: l none available catalog pages/data sheets: l none available product specifications: l none available application specifications: l none available instruction sheets: l none available cad files: l none available additional information: l product line information related products: l tooling product features  (please use the product drawing for all design activity) product type features: l termination type = pc  pins electrical characteristics: l input voltage (vdc ) = 5 l c ontact c urrent rating (amps.) = 2 l c oil polarity protection diode = without l transistor driver = without l c oil resistance (?) = 44 l mosfet driver = without l c oil power measurement = milliwatts l c oil power, nominal (mw) = 568 l actuating system = dc l shock = 100g's, 11ms l vibration = 30g's, 10 to 3000hz body related features: l series  = 3sbc  1/5-size relay contact related features: l mounting options = c hassis mount l enclosure = hermetically sealed configuration related features: l c ontact arrangement  = 2 form c , dpdt, 2 c /o l c oil magnetic system = non polarized, monostable l c oil suppression diode = without industry standards: l government/industry qualification = no l rohs/elv c ompliance  = not elv/rohs compliant l lead free solder processes  = not suitable for lead free processing conditions for usage: l temperature range (?c ) = -65 ? +125 other: l brand = c ii corporate information who we are investors news room supplier portal c areers quick links c heck distributor inventory c ross reference find documents & drawings product c ompliance support c enter site map customer support email or c hat with us find a phone number search knowledge base manage your account my account (c hange) tyco electronics se a rch by ke yword or pa rt # ?  2009 tyco ele ctronics all r ights r e se rve d priva cy policy provide  w e bsite  fe e dba ck




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of 3SBC5134A1 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























