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		  Datasheet File OCR Text:


		  the specification is subject to change without notice. the brand and product names are trademarks of their respective companies. any configuration other than original product specification is not guaranteed. industrial motherboards specifications 3.5" sbc motherboard  SBC-211 hintel ?  atom tm  baytrail-e3800 series processor hintegrated intel ?  gen7 intel graphics dx 11*, ogl3.2 h supports single channel ddr3l 1333mhz, 1 x so-dimm, up to 4gb  csystem memory h 1x hdmi, 1 x d-sub, 1 x dual channel 24-bit lvds h 2xusb 3.0, 6 x usb 2.0, 2 x sata2 h 1 x mini-pcie, 1x msata(shared) hgigabit lan : 2 x realtek lan h 1 x tpm header h9~36 v dc-in  spotlight features processor system dimension cpu  core number max speed l2 cache chipset bios  3.5" sbc (5.8-in x 4.0-in)/ ( 146 x 102 mm) intel ?  new atom tm  baytrail-e3800 series supports hyper-threading technology default e3826 dual core processor  (by cpu, max 4) (by cpu) (by cpu) (by cpu) uefi graphics controller vram vga  lvds hdmi dvi display port multi display intel ?  gen7 intel graphics dx 11*, ogl3.2 shared memory supports max. resolution 1920x1200 dual channel 24-bit, max resolution 1920 x 1200@60hz supports hdmi 1.4a, max resolution 1920x1200 no no yes  (dual display) expansion slot pci mini-pcie msata pcie cfast card socket 0 1 (half size) + 1 (full size ) shared with msata  1 (full size ) shared with sata2 0 0 memory technology max.  socket  single channel ddr3l 1333 mhz sdram 4gb  1 x so-dimm ethernet interface controller connector 10/100/1000 mbps gbe lan: realtek rtl8111g-cg 2 x rj-45 sata max data transfer rate sata2 (3.0gb/s) rear i/o vga hdmi dvi-i/d display port ethernet usb audio serial e-sata ps/2  1 1 0 0 2 2 x usb 3.0 compliant 1 ( line out) 0 0 0 internal connector usb lvds/inverter vga serial sata m-sata mini-pcie parallel irda gpio sata pwr output con speaker header 6 ( 3*2.54 pitch header usb 2.0 compliant) 1/1 0 4 (rs-232) 2x sata2 ( 3.0gb/s) 1 (shared) 1 0 0 4 x gpi + 4 x gpo 1 1 watchdog timer output interval from super i/o to drag resetcon# 256 segments, 0,1,2?255sec/min power requirements input pwr power on 9-36v dc-in using 4-pin atx pwr con at/atx supported at : directly pwr on as power input ready atx: press button to pwr on after power input ready environment operating temperature 0oc ? 60oc e3800 series  
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