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		  Datasheet File OCR Text:


		  www.protekdevices.com page 1 description surface mount ptc devices are the preferred over-current protecton method for computer, consumer electronic, por - table electronics and automotve applicatons.  these devices are suitable for automated assembly and are designed  to save on board space. features ?  over-current protecton ?  compatble with high-volume electronic assembly ?  rohs compliant ?  halogen free mechanical characteristics ?  surface mount device: size 1206 ?  approximate weight: 0.0058 grams ?  lead-free ?  8mm tape and reel per eia standard 481 applications ?  motherboard usb & ieee 1394 protecton ?  usb hubs, ports and peripherals ?  batery pcm ?  mobile internet device (mid) ?  game console port protecton ?  optcal electronics ?  security systems ?  industrial controls ?  set-top box and hdmi ?  ic vcc protecton ptc device  only one name means protektion?  05462.r0 6/14  05462 pmps-e-1206 series polymer ptc device

 www.protekdevices.com page 2 electrical specifications part number marking code maximum holding current (n ote  1) i h amps minimum trip current (n ote  2) i t amps maximum interrupt voltage (n ote  3) v max volts maximum fault current (n ote  4) i max amps maxium time-to-trip current (n ote  5) t trip amps @ s ecs typical power dissipation (n ote  6) p d watts minimum resistance (n ote  7) r min ohms maximum resistance (n ote  8) r max ohms wdwrr m1    100     drr m1    100     drr m2    100     drr d   16 100     drr d   16 100     drr d   16 100     drr m    100     drr m    100     drr mc   6 100     drr m   6      drr m   6      drr m   6      drr mg   6      drr d   6      drr d   6      notes x dzuuuvzzzoovvoox x dzuvuuvzzzooovoox x dzuuuvopzvzvzupzvx x dzuuu(ovzvzvzupzopx x dzuuuuzpvvx x dzouv(zzvvvvuvx x dzuvuuvvpx x dzuuuvuvzgx  only one name means protektion?  05462.r0 6/14  05462 pmps-e-1206 series typical device characteristics

 www.protekdevices.com page 3 test procedures and requirements test conditions acceptance criteria resistance in stll air @ 25c r min   www.protekdevices.com page 4 soldering parameters profile features pb-free assembly averae rau rate   tsmin to tp vd preheat rudvuv? rudu? ruuvu?   rv udvv ruu? ruu?  rv u?  uv? rv urv vd u dvd  ooupu - vp  uuvgus v  vpvo - u  vovvpvvu vov  guuuvo uvuuvuv t 25c to peak time ramp-down ts preheat tsmin tsmax tm tp temperature tm ramp-up tp critcal zone tm to tp notices dzvv(vpvvu(ovvvzovzv(ovvv - vvuuuvpuuovupvovpvgu warning kvvzuuuvpuuovupvooovpvguxwouzu zuovv(zvoux/(ovvoovzovzuovvuzuvo pv(ovvxpvuovzuvvzuvvzo((zx dvpuvvpuovpzwouzuvvvoozo(zpvoo(oxeo(zo uvvzlvoovxdzvoupwouzuzu(uvvzox zuovuvv(wouzuzoxvpuovuzogu(ouvoovvppvuoouvv (zuovvoovzvvz(uvx vvuvovvuvzuzzuxhzuvovvuouzvvxvvppupvu zuovvxvzvovovzovx(uvvuvpo(zvov uvvvvvzuuvovuzuovuzvo(ovuvvx  only one name means protektion?  05462.r0 6/14  05462 pmps-e-1206 series typical device characteristics

 www.protekdevices.com page 5 outline dimensions dim millimeters inches min max min max a 3.00 3.40 0.12 0.14 b 1.50 1.80 0.06 0.07 c 0.60 0.02 d 0.25 0.75 0.01 0.03 e 0.05 0.45 0.002 0.018 notes 1.  dimensions are exclusive of mold fash and metal burrs. outline dimensions dim millimeters inches nom nom f 1.80 0.07 g 1.00 0.040 h 1.80 0.07 notes 1.  dimensions are exclusive of mold fash and metal burrs. d e a f c g g h b  only one name means protektion?  05462.r0 6/14  05462 pmps-e-1206 series package outline and pad layout information

 www.protekdevices.com page 6 ordering information base part number leadfree suffix tape suffix qty/reel reel size tube qty pmpsxxx-e-1206 n/a -t7 4,000 7 n/a this device is only available in a lead-free confguraton.  the ambient temperature for storage is -40c~40c, with a maximum relatve humidity recommended at 70%rh. 10 pitches cumulatve tolerance on tape  0.2 w f b0 e p2 p0 d p a0 k0 t user directon of feed top cover tape specifications reel dia. tape  width a0 b0 k0 d e f w p0 p2 p t 178mm (7) 8mm 1.77  0.10 3.40  0.10 0.90  0.10 1.55  0.05 1.75  0.10 3.50  0.10 8.00  0.20 4.00  0.10 2.00  0.05 4.00  0.10 0.220.05 notes 1.  dimensions are in millimeters. 2.  surface mount product is taped and reeled in accordance with eia-481. 3.  sufx - t7 = 7 reel - 4,000 pieces per 8mm tape. 4.  marking on part - marking code.  only one name means protektion?  05462.r0 6/14  05462 pmps-e-1206 series tape and reel

 www.protekdevices.com page 7 contact us corporate headquarters 2929 south fair lane tempe, arizona 85282 usa by telephone general: 602-431-8101 sales: & marketng: 602-414-5109 customer service: 602-414-5114 product technical support: 602-414-5107 by fax general: 602-431-2288 by e-mail: asia sales:  asiasales@protekdevices.com europe sales:  europesales@protekdevices.com u.s. sales:  ussales@protekdevices.com distributor sales:  distysales@protekdevices.com customer service:  service@protekdevices.com technical support:  support@protekdevices.com protek devices (asia pacifc) pte. ltd.  8 ubi road 2, #06-19  zervex  singapore - 408538 tel: +65-67488312 fax: +65-67488313 web www.protekdevices.com  only one name means protektion?  05462.r0 6/14  05462 pmps-e-1206 series company information copyright ? protek devices 2014 - this literature is subject to all applicable copyright laws and is not for resale in any manner. specifications: protek reserves the right to change the electrical and or mechanical characteristcs described herein without notce. design changes: protek reserves the right to discontnue product lines without notce and that the fnal judgement concerning selecton and specifcatons is the buyers and that in furnishing engineering  and technical assistance.  protek assumes no responsibility with respect to the selecton or specifcatons of such products.  protek makes no warranty, representaton or guarantee regarding the suitability of  its products for any partcular purpose, nor does protek assume any liability arising out of the applicaton or use of any product or circuit and specifcally disclaims any and all liability without limitaton special,  consequental or incidental damages. life support policy: protek devices products are not authorized for use in life support systems without writen consent from the factory.  company profile in business more than 20 years, protek devices? is a privately held semiconductor company. the company ofers a product line of overvoltage pro - tecton and overcurrent protecton components. these include transient voltage suppressor array (tvs arrays) avalanche breakdown diode, steering  diode tvs array and electronics smd chip fuses. these components deliver circuit protecton in electronic systems from numerous overvoltage and  overcurrent events. they include lightning; electrostatc discharge (esd); nuclear electromagnetc pulses (nemp); inductve switching; and electro - magnetc interference (emi) / radio frequency interference (rfi). protek devices also ofers high performance interface and linear products. they  include analog switches; multplexers; led drivers; led wafer die for esd protecton; audio control ics; rf and related high frequency products.
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