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		  Datasheet File OCR Text:


		  279 features ebox550-100-fl fanless embedded system with amd  g-series apu t40e 1.0 ghz and vga &  displayport for dual display   amd g-series apu t40e 1.0 ghz onboard   supports vga+displayport dual view   ddr3-1066/1333 so-dimm max. up to 4 gb   one 2.5" sata drive bay and 1 cfast? slot   1 internal pci express mini card slot   supports jumbo frame packing list ordering information dimensions power protection 1 x quick manual 1 x driver cd 1 x screw pack 4 x foot pad 1 x power adapter 2 x cfast? mylar 1 x hdd mylar 1 x power cord standard ebox550-100-fl-t40e- 1.0g fanless embedded system with amd g-series apu t40e  1.0 ghz, vga, displayport, 2 gbe lan, 4 usb, ac- dc 60w  adapter, cfast? and hdd optional 2.5" sata hdd  2.5" sata ssd ddr3 so-dimm  cfast?   din-rail kit wall mount kit power cord 40 gb or above 4 gb or above max. 4 gb 1 gb or above *specifications and certifications are based on options and may vary. ac version ovp (over voltage protection)  ocp (over current protection) scp (short circuit protection) specifications standard color  silver-black construction  aluminum extrusion and heavy-duty steel, ip40 cpu  amd g-series apu t40e 1.0 ghz system memory  1 x 204-pin ddr3-1066/1333 so-dimm max. up to 4 gb chipset  amd a50m fch bios  ami system i/o outlet  1 x vga 1 x displayport 1 x audio (mic-in/line-out) 2 x 10/100/1000mbps ethernet (realtek rtl8111e) 4 x usb 2.0 1 x sma type connector opening for antenna 1 x vdc power input connector 1 x atx power switch watchdog timer  255 levels, 1~255 sec. storage 1 x 2.5" sata hdd drive bay 1 x cfast? slot   expansion interface  1 x pci express mini card slot (usb+pci express signal) system indicator  1 x green led for system power-on 1 x orange led for hdd active power supply  screw type ac 60w adapter input: ac 90~264v output: dc12v@5a operating temperature -10c ~ +45c (14f ~ 113f) (with w.t. hdd) storage temperature -20c ~ +80c (-4f ~ +176f) humidity 10%~90% , non-condensing vibration endurance 2 grms with cfast?  (5-500hz, x, y, z directions) dimensions  160.4 mm (6.31") (w) x 135.4 mm(5.33") (d) x 60 mm (2.36") (h) weight (net/gross)  2.5 kg (5.51 lb)/ 4.5 kg (9.92 lb) certificate ce, en60950 compliance eos support  xpe, linux, wes low profile  heatsink single-side  i/o outlet easy swappable  hdd tray round-angle shape easy access cf slot rear view front view low power dualview ip40 en60950 ddr3 ddr3 ddr3 cfast tm cfast aird   * all specifications and photos are subject to change without notice.                       
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