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		  Datasheet File OCR Text:


		  http://www.freescale.com/webapp/search.partparamdetail.framework?part_number=S9S12G96F0CLF&buynow=true&fromsearch=true [5/3/2012 4:43:01 pm] S9S12G96F0CLF information product summary page general information package information environmental and compliance information manufacturing information  ordering information operating characteristics reliability data lookup general information   parameter value   part number S9S12G96F0CLF   description 16bit 96k flash   material type tested packaged device   life cycle description (code) product rapid growth   status active   application/qualification tier commercial, industrial, automotive package information   parameter value   package description and mechanical drawing lqfp 48 7*7*1.4p0.5   device weight (g) .17825   pin/lead/ball count 48   package material plastic   mounting style surface mount   package length (nominal) (mm) 7.000   package width (nominal) (mm) 7.000   package thickness (nominal) (mm) 1.400   maximum height above board (mm) 1.600   tape & reel no environmental and compliance information   parameter value   pb-free   rohs compliant   halogen free yes

 http://www.freescale.com/webapp/search.partparamdetail.framework?part_number=S9S12G96F0CLF&buynow=true&fromsearch=true[5/3/2012 4:43:01 pm]   material  composition declaration (mcd) download mcd report         download mcd report    rohs  certificate of analysis (coa) download rohs coa report   2nd  level interconnect e3   moisture  sensitivity level (msl) 3   floor  life 168 hours   peak  package body temperature (ppt)(c) 260   maximum  time at peak temperature (s) 40   number  of reflow cycles 3   reach  svhc freescale reach statement   ul94  (plastics flammability test) v0: burning stops within 10 seconds on a vertical specimen; no drips allowed manufacturing information   parameter value   micron  size (m) .18 ordering information   parameter value   minimum  package quantity (mpq) 250   mpq  container tray   preferred  order quantity (poq) 1250   poq  container box   leadtime  (weeks) 23   export  control classification number (us) 3a991   harmonized  tariff (us)  disclaimer 8542.31.0000     order   operating characteristics   parameter value   a/d  converter  - bits (bit) 10   a/d  converter  - channels 12 watchdog osc/timer real-time clock

 http://www.freescale.com/webapp/search.partparamdetail.framework?part_number=S9S12G96F0CLF&buynow=true&fromsearch=true [5/3/2012 4:43:01 pm]   additional features pll low voltage detect internal voltage regulator internal clock generator   ambient operating temperature (min-max) (c) -40 to 85   bus frequency (max) (mhz) 25   can mscan12   core: operating frequency max (max) (mhz) 25   core: type hcs12   device type mcu   eeprom (kbyte) 3   i/o pins 40   internal flash (kbyte) 96   internal ram (kbyte) 8   pulse width modulators  - bits (bit) 8   pulse width modulators  - channels 8   sample exception availability y   serial interface  - number of interfaces 1 3 3   serial interface  - type can sci spi   supply voltage (min-max) (v) 3.13 to 5.5   timer features input capture output compare pwm   timers  - channels 8   timers  - number of timers 1   timers  - size (bit) 16   reliability data lookup
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