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		  Datasheet File OCR Text:


		  single-phase silicon bridge kbp3005-KBP310                                         current:   3.0 a surge overload rating-80 amperes peak ideal for printed circuit board  plastic material has underwriters labooratory     flammability classification 94v-o  mounting position: any lead: silver plated cooper lead.  features mechanical data voltage  range:   50 - 1000v ! !   terminals: plated leads solderable per ! ! !  mounting position: any !   marking: type number   case: molded plastic  mil-std-202, method 208    polarity: as marked on body   weight: 1.7 grams (approx.) ! ! ! ! ! ! kbp .125x45 (3.2) .600(15.24) .560(14.22) .500(12.70) .460(11.68) .640 (16.25) min. .160(4.1) .053(1.35) .140(3.6) .161(1.15) .034(0.86) .028(0.76) .060 (1.52) max. 00(5.08) 80(4.57) .460(11.68) .420(10.67) min. .50 (12.7) maximum average forward  0 t output current @  =25 c a maximum recurrent peak reverse voltage v rrm v rms v dc v (av) i fsm v f t j t stg i r 2  it maximum rms bridge input voltage maximum dc blocking voltage 2 i t rating for fusing(tKBP310  

 2 of 2 1.0 3.0 2.0 20 100 60 140 40 120 80 fig. 1 - derating curve for output rectified current 0 ambient temperature,  c average forward output current amperes .01 0.1 1.0 10 200 100 60 140 40 120 80 fig. 3 - typical forward characteristics t j   =    2 5 0 c instantaneous reverse current, microamperes percent of rated peak reverse voltage 100 10 1 0 30 40 50 60 70 80 number of cycles at 60 hz fig. 4 - maximum forward surge current peak forward surge current amperes 0 t =25 c j .01 0.1 1.0 10 20 fig. 2 - derating curve for output rectified current 0 0.2 0.4 0.6 0.8 1.0 1.2 1.4 instantaneous forward voltage, volts instantaneous forward current, amperes t j   =   25 0 c                          www.sunmate.tw
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