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		  Datasheet File OCR Text:


		        switch mode power supplies  encapsulated constant current      web: www.triadmagnetics.com  phone 951-277-0757  fax 951-277-2757  460 harley knox blvd.  perris, california 92571   publish date: december 4, 2013     tr  ad ][ tld1036dc-xxxx p/n:xxxxx date:xxxxx xxx xxx out -   + +   - in 15mm 32mm 31mm 100mm tlm4036dc-0350       description:  the tlm4036dc-0350 is a compact and lightweight constant current switch mode power supply.    waterproof design - ip66, nema 4 suitable for dry and damp locations.    convection cooled plastic housing. some typical applications include led?s, lighting, etc.                       specifications (@25c)    electrical specifications:   input voltage:      see table  power factor:                 >0.9 at full load, 115vac  output*:     .350adc5%, vout range: see table    efficiency:       90% typical at full load  maximum power:      26w  output current regulation:  5%  protection:  short circuit protection: auto-recovery  *subject to max power limitations        environmental specifications:   operating temperature:     -40 to 60c (de-rating: 1%/c from 60-70c)  storage temperature:    -40 to 80c  operating humidity:    5 to 95% rh (non-condensing)  cooling:     convection cooling  vibration:     5 to 50hz  mtbf:       >100,000 hours at full load and 25c ambient conditions         general specifications:   connections:     4in leads -   input: 18 awg; output: 18 awg    dimensions (wxlxh):    32.0x31.0x15.0mm  weight:     25g  warranty:         3 years @ 40c, 100% load        performance graphs:                                   rohs compliance:  as of manufacturing date february 2005, all standard products meet the requirements    of 2011/65/eu, known as the rohs initiative.    * upon printing, this document is considered ?uncontrolled?. please contact triad magnetics? website for the    most current version.  vin (dc)  vout (dc)  idc (a)  max watts  40 2-36 0.350 13.0  36 2-32 0.350 11.2  32 2-28 0.350 9.8  30 2-26 0.350 9.1  28 2-24 0.350 8.4  24 2-20 0.350 7.0  15 2-12 0.350 4.2  12 2-10 0.350 3.5  10 2-8 0.350 2.8    efficiency vs. vin 0.500 0.600 0.700 0.800 0.900 1.000 10.00 15.00 20.00 25.00 30.00 input voltage (dc) efficiency (%) effiency vs. vout 0.000 0.200 0.400 0.600 0.800 1.000 0.00 5.00 10.00 15.00 20.00 25.00 30.00 output voltage (dc) efficiency (%)
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