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		  Datasheet File OCR Text:


		  33  17 2 mm san ace 172 fan a c ?o 4-  4.3 	
?;@ rotation air flow  172 ? 0.8 150 ? 0.8 162 ? 0.5 m4  0.7 
 5 ??;??  7.5  7.5  51 ? 0.8 

'	zm2 s8m2 51mm thick  sidecut type  51mm thick  round type  51mm thick  round type /with sensor  model no. voltage frequency input current locked rotor current rated speed max. air flow max. static pressure spl operating temperature expected life | v | hz | w | a | a | min -1 | m3/min | cfm | pa | inchh 2 o | db( a ) |? | h  109s301 100 50/60 27/25 0.33/0.25 0.65/0.64 2,900/3,500 5.3/6.4 187.3/226.1 147/196 0.590/0.787 51/56  30  to   60 25,000 109s304 115 0.29/0.22 0.55/0.54 109S302 200 0.16/0.13 0.33/0.32 109s303 230 0.14/0.11 0.28/0.27 ac fan  specifi  cations   dimensions  unit : mm   reference dimension of   mounting holes and vent opening  unit : mm  inlet side, outlet side  172 mm  150 mm  51 mm     mass � 1,000g   general specifi  cations ~ material  ????????? frame: aluminum, impeller:plastics (flammability: ul94v-1) ~ expected life  ?????? refer to specifi  cations (l10:survival rate: 90% at 60 ? ,   rated voltage,and continuously run in a free air state) ~ dielectric strength  ??? 50/60hz 1,500vac 1minute (between input terminal and frame) ~ storage temperature  ????  30 ?  to  70 ? (non-condensing  ~ operating voltage  range   ? voltage of each model  ? 10% sidecut  type  wiring diagram  168 2-r4.25 2-  4.5 9.5 162 ? 0.3 148 rotating direction air flow direction mounting hole m4  0.7, 5mm deep earth ground tap ac power supply

 34  pa   inch h 2 o  2468 0.8 0.6 0.4 0.2 0 200 150 100 50 0     
iy 0 50 100 200 150 250 300  cfm   m 3 /min      
? 60hz 100v/115v/200v/230v 50hz 100v/115v/200v/230v  172  0.5 ? 1  148  162  62.2  1. 6  1. 6 4.3  0.4  0.2 3.2 y 0 ? 1 
?z'
?x?i 8 a ps ?  e jet oriex s272 3a 250v 18.5 17.5 19 9.5 30 16.5 13.5 9 18 19.5 50 10 l ac ???  172mm 109s301 109s304 109S302 109s303  148  162  172  1.6  1. 6  152 4.3     9.5 y 0 ? 1  0.4 ? 0.2 ? 1  0.5 
j ?o??w?^ mm  ? l 10 1,000 ? l 21 2,100 ac fan 172mm finger guards model  � 109-319e   � 109-319h surface treatment  � nickel-chrome plating   silver    � cation electropainting   black    color  options  unit : mm  inlet side, outlet side model  � 109-320  surface treatment  � nickel-chrome plating   silver    color outlet side  air flow - static pressure characteristics model power cord length(mm) l-shaped 8 16.5 15.5 l 50 10 9 13.5 16.5 30 flat 2-core vinyl cord ulspt-1 awg18 black pre-soldered (ul/csa certified) ul file no.e50197  csa file no.lr67048 model no. � 489-084-l 10 /489-084-l 21 l-shaped plug cord (products compliant with electrical appliance and material safety law) model � 489-1619-l 10 /489-1619-l 21   static pressure   air flow pre-soldered
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