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		  Datasheet File OCR Text:


		  page:p 4 - p 1       guan gdong    hottech    industrial    co .,   ltd.         how   to   order     tcs         t ype   c         cas e   size  se e   table  above   106         capacitanc e   code  p f   code :   1s t   two  digit s   r ep r esent  significan t   figu r es   3 r d   digi t   r ep r esents  multiplie r   (numbe r   of  ze r o s   t o   follow)   m         t olerance  k=10%  m=20%   035         rate d   d c   v oltage   002=2.5vdc   004=4vdc   006=6.3vdc   010=10vdc   016=16vdc   020=20vdc   025=25vdc   035=35vdc   050=50vdc   r         packaging  r   =   7 "   t/r  (lea d   f r e e   since   p r oductio n   dat e   1/1/04)   s   =   13 "   t/r   (lea d   f r e e   since   p r oductio n   dat e   1/1/04)   a   =   gol d   plating   7 "   reel   b   =   gol d   plating   13 "   reel     technical   specific a tions     t echnical   data:     all   technical   data   r elate   to   an   ambient   temperatu r e   of   +25c  capacitance   range:   0.1   f   to   2200   f   capacitance   t olerance:   10%;   20%     rated    v oltage    (v r )         +85c:   2.5   4   6.3   10   16   20   25   35   50   category   v oltage  (v c )       +125c:   1.7   2.7   4   7   10   13   17   23   33   surge    v oltage    (v s )         +85c:   3.3   5.2   8   13   20   26   32   46   65   surge    v oltage    (v s )         +125c:   2.2   3.4   5   8   13   16   20   28   40   t emperatu r e   range:   - 55c   to   +125c   reliability:   1%   per   100 0   hour s   a t   85c ,   v r   wit h   0.1 ? / v r    serie s  impedance,   60 %   confidenc e   level   qualification:   cecc   30801   -   005   issue   2   eia   535baac   meet s   r equi r ement s   o f   aec - q200   1. 2. chip  tantalum capacitors

 page:p 4 - p 2     guan gdong    hottech    industrial    co .,   ltd.           code   eia  code     l0.20   (0.008)   w+0.20   (0.008)   - 0.10   (0.004)   h+0.20   (0.008)   - 0.10   (0.004)     w 1 0.20   (0.008)   a+0.30   (0.012)   - 0.20   (0.008)     s   min.   a   3216 - 18   3.2 0   (0.126)   1.6 0   (0.063)   1.6 0   (0.063)   1.2 0   (0.047)   0.8 0   (0.031)   1.8 0   (0.071)   b   3528 - 21   3.5 0   (0.138)   2.8 0   (0.110)   1.9 0   (0.075)   2.2 0   (0.087)   0.8 0   (0.031)   1.4 0   (0.055)   c   6032 - 28   6.0 0   (0.236)   3.2 0   (0.126)   2.6 0   (0.102)   2.2 0   (0.087)   1.3 0   (0.051)   2.9 0   (0.114)   d   7343 - 31   7.3 0   (0.287)   4.3 0   (0.169)   2.9 0   (0.114)   2.4 0   (0.094)   1.3 0   (0.051)   4.4 0   (0.173)   e   7343 - 43   7.3 0   (0.287)   4.3 0   (0.169)   4.1 0   (0.162)   2.4 0   (0.094)   1.3 0   (0.051)   4.4 0   (0.173)   v     7361 - 38   7.3 0   (0.287)   6.1 0   (0.240)   3.450.30  (0.1360.012)   3.1 0   (0.120)   1.4 0   (0.055)   4.4 0   (0.173)   w 1    dimension   applies   to   the   termination   width   for   a   dimensional   a r ea   onl y .     ca p aci t ance   and   r a ted   vo l t age,   v r   (vo l t age   code)   range  (letter   denotes   case   size)   capacitance   rated   voltage   dc   (v r )   to   85c   f   code   2.5v   (e)   4v   (g)   6.3v   (j)   10v   (a)   16v   (c)   20v   (d)   25v   (e)   35v   (v)   50v   (t)   0.10   0.15   0.22   104   154   224                 a  a  a   a  a/b  a/b   0.33   0.47   0.68   334   474   684                 a     a  a   a  a/b  a/b   b  b/c  b/c   1.0   1.5   2.2   105   155   225           a     a  a   a a  a/ b   a a  a/b   a  a/b  a/b   a/b  a/b/c  a/b/c   b/c  c/d  c/d   3.3   4.7   6.8   335   475   685       a  a   a a  a/ b   a  a/ b  a/ b   a/b  a/b  a/b/ c   a/b  a/b/ c  a/b/c   a/b/ c  b/ c  b/c   b/c  b/c/d  c/d   c/d  d   d   10   15   22   106   156   226     a  a/b  a   a /b  a/ b  a/ b/c   a/ b/c  a/b/ c  a/b/ c   a/b/c  a (m) /b/c  b/c/d   b/c  b/c/ d  b/c/d   c/d  c/d  c/d   c/d/e  c/d  d/e   d/e  e   v   33   47   68   336   476   686     a  a   a/ b  a / b  b / c   a/ b/c  a/b/c/ d  b/c/ d   a/b/c/ d  b/c/ d  b/c/ d   b/c/d  c/d  c/d   c/d  c/d/e  d/e   d/e  d/e  e/v   d/e/v  e/v  v (m)     100   150   220   107   157   227   b b  b/d   b / c  b/c  b (m) /c/d   b/c/ d  c/d  c/d/e   b (m) /c/d/ e  c/d/e   d/e   d/e  d/e/v  d /e/v   d/e/v  e/v   v       330   470   680   337   477   687   d  c/d  d/e   c/d/ e  d/e  d/e   c /d/e  d/e/v  e/v   d/e/v  e/v   v   e/v           1000   1500   2200   108   158   228   d (m) /e  d/e/v  v   d/e/v  e/v (m)   v (m)               non   p r efer r ed   ratings   -   not   r ecommended   for   new designs,   higher   voltage   or   smaller   case   size   substitution   a r e   o f fe r ed.   developmental   ratings   -   subject   to   change.  released   codes    (m   tolerance   only)   note:   voltage   ratings   a r e   minimum   values.   higher ratings   in   the   same case size,   to   the   same  r eliability   standa r ds.   cas e   dimensions :   millimeter s   (inches)   for   part   marking   see   page   157   3. 4. chip  tantalum capacitors

 page:p 4 - p 3     guan gdong    hottech    industrial    co .,   ltd.       hkt   part   no.     case   size     capacitance   (f)   rated  v oltage  (v)   dcl  (a)  max.   df   %  max.   esr  max.   ( ? )   @100khz   tcs v477*006   v   470   6.3   28   10   0.4   tcs e687*006   e   680   6.3   42.8   10   0.5   tcs v687*006   v   680   6.3   42.8   10   0.5   tcs v108 006   v   1000   6.3   63   16   0.4   tcs a475*010   a   4.7   10   0.5   6   5   tcs a685*010   a   6.8   10   0.7   6   4   tcs a106*010   a   10   10   1   6   3   tcs a156*010   a   15   10   1.5   6   3.2   tcs b156*010   b   15   10   1.5   6   2.8   tcs a226*010   a   22   10   2.2   8   3   tcs b226*010   b   22   10   2.2   6   2.4   tcs a336*010   a   33   10   3.3   8   1.7   tcs b336*010   b   33   10   3.3   6   1.8   tcs c336*010   c   33   10   3.3   6   1.6   tcs b476*010   b   47   10   4.7   8   1   tcs c476*010   c   47   10   4.7   6   1.2   tcs b686*010   b   68   10   6.8   6   1.4   tcs c686*010   c   68   10   6.8   6   1.3   tcs b107 010   b   100   10   10   8   1.4   tcs c107*010   c   100   10   10   8   1.2   tcs d107*010   d   100   10   10   6   0.9   tcs c157*010   c   150   10   15   8   0.9   tcs d157*010   d   150   10   15   6   0.9   tcs e157*010   e   150   10   15   8   0.9   tcs d227*010   d   220   10   22   8   0.5   tcs e227*010   e   220   10   22   8   0.5   tcs d337*010   d   330   10   33   8   0.9   tcs e337*010   e   330   10   33   8   0.9   tcs v337*010   v   330   10   33   10   0.9   tcs e477*010   e   470   10   47   10   0.5   tcs v477*010   v   470   10   47   10   0.5   tcs a225*016   a   2.2   16   0.5   6   6.5   tcs a335*016   a   3.3   16   0.5   6   5   tcs b335*016   b   3.3   16   0.5   6   4.5   tcs a475*016   a   4.7   16   0.8   6   4   tcs b475*016   b   4.7   16   0.8   6   3.5   tcs a685*016   a   6.8   16   1.1   6   3.5   tcs b685*016   b   6.8   16   1.1   6   2.5   tcs a106*016   a   10   16   1.6   8   3   tcs b106*016   b   10   16   1.6   6   2.8   tcs c106*016   c   10   16   1.6   6   2   tcs a156 016   a   15   16   2.4   6   2   tcs b156*016   b   15   16   2.4   6   2.5   tcs c156*016   c   15   16   2.4   6   1.8   tcs b226*016   b   22   16   3.5   6   2.3   tcs c226*016   c   22   16   3.5   6   1.6   tcs d226*016   d   22   16   3.5   6   1.1   tcs b336*016   b   33   16   5.3   8   2.1   tcs c336*016   c   33   16   5.3   6   1.5   tcs d336*016   d   33   16   5.3   6   0.9   tcs c476*016   c   47   16   7.5   6   1.4   tcs d476*016   d   47   16   7.5   6   0.9   tcs c686*016   c   68   16   10.9   6   1.3   tcs d686*016   d   68   16   10.9   6   0.9   tcs d107*016   d   100   16   16   6   0.9   tcs e107*016   e   100   16   16   6   0.9   tcs d157*016   d   150   16   24   6   0.9     r a tings   &   p a r t   number   reference         hkt   part   no.     case   size     capacitance   (f)   rated  v oltage  (v)   dcl  (a)  max.   df   %  max.   esr  max.   ( ? )   @100khz   tcs a476*002   a   47   2.5   0.9   6   3   tcs a686*002   a   68   2.5   1.4   8   1.5   tcs b107*002   b   100   2.5   2.5   8   1.4   tcs b157*002   b   150   2.5   3   10   1.6   tcs b227*002   b   220   2.5   4.4   16   1.6   tcs d227*002   d   220   2.5   5.5   8   0.3   tcs d337*002   d   330   2.5   8.2   8   0.3   tcs c477*002   c   470   2.5   9.4   12   0.2   tcs d477*002   d   470   2.5   11.6   8   0.2   tcs d687*002   d   680   2.5   17   16   0.2   tcs e687*002   e   680   2.5   17   10   0.2   tcs d108 002   d   1000   2.5   25   20   0.2   tcs e108*002   e   1000   2.5   20   14   0.4   tcs d158*002   d   1500   2.5   37.5   60   0.2   tcs e158*002   e   1500   2.5   37   20   0.2   tcs v158*002   v   1500   2.5   30   20   0.2   tcs v228*002   v   2200   2.5   55   50   0.2   tcs a336*004   a   33   4   1.3   6   3   tcs a476*004   a   47   4   1.9   8   2.6   tcs b686*004   b   68   4   2.7   6   1.8   tcs b107*004   b   100   4   4   8   0.9   tcs b157*004   b   150   4   6   8   1.5   tcs c157*004   c   150   4   6   6   0.3   tcs b227 004   b   220   4   8.8   12   1.1   tcs c227*004   c   220   4   8.8   8   1.2   tcs d227*004   d   220   4   8.8   8   0.9   tcs c337*004   c   330   4   13.2   8   0.9   tcs d337*004   d   330   4   13.2   8   0.9   tcs d477*004   d   470   4   18.8   12   0.9   tcs e477*004   e   470   4   18.8   10   0.5   tcs d687*004   d   680   4   27.2   14   0.5   tcs e687*004   e   680   4   27.2   14   0.9   tcs d108*004   d   1000   4   40   60   0.2   tcs e108*004   e   1000   4   40   14   0.4   tcs v108*004   v   1000   4   40   16   0.4   tcs e158*004   e   1500   4   60   30   0.2   tcs v158 004   v   1500   4   60   30   0.2   tcs a106*006   a   10   6.3   0.6   6   4   tcs a156*006   a   15   6.3   0.9   6   3.5   tcs a226*006   a   22   6.3   1.4   6   3   tcs a336*006   a   33   6.3   2.1   8   2.5   tcs a476*006   a   47   6.3   2.8   10   1.6   tcs b476*006   b   47   6.3   3   6   2   tcs c476*006   c   47   6.3   3   6   1.6   tcs b686*006   b   68   6.3   4   8   0.9   tcs c686*006   c   68   6.3   4.3   6   1.5   tcs b107*006   b   100   6.3   6.3   10   1.7   tcs c107*006   c   100   6.3   6.3   6   0.9   tcs c157*006   c   150   6.3   9.5   6   1.3   tcs d157*006   d   150   6.3   9.5   6   0.9   tcs c227*006   c   220   6.3   13.9   8   1.2   tcs d227*006   d   220   6.3   13.9   8   0.9   tcs e227*006   e   220   6.3   13.9   8   0.9   tcs d337*006   d   330   6.3   20.8   8   0.4   tcs e337*006   e   330   6.3   20.8   8   0.4   tcs d477*006   d   470   6.3   28   12   0.4   tcs e477*006   e   470   6.3   28   10   0.4   5. chip  tantalum capacitors * * * * * *

 page:p 4 - p 4     guan gdong    hottech    industrial    co .,   ltd.                             hkt    part   no.     case   size     capacitance   (f)   rated  v oltage  (v)   dcl  (a)  max.   df   %  max.   esr  max.   ( ? )   @100khz   tcs a154*035   a   0.15   35   0.5   4   21   tcs a224*035   a   0.22   35   0.5   4   18   tcs a334*035   a   0.33   35   0.5   4   15   tcs a474*035   a   0.47   35   0.5   4   12   tcs b474*035   b   0.47   35   0.5   4   10   tcs a684*035   a   0.68   35   0.5   4   8   tcs b684*035   b   0.68   35   0.5   4   8   tcs a105*035   a   1   35   0.5   4   7.5   tcs b105*035   b   1   35   0.5   4   6.5   tcs a155*035   a   1.5   35   0.5   6   7.5   tcs b155*035   b   1.5   35   0.5   6   5.2   tcs c155*035   c   1.5   35   0.5   6   4.5   tcs a225*035   a   2.2   35   0.8   6   4.5   tcs b225*035   b   2.2   35   0.8   6   4.2   tcs c225*035   c   2.2   35   0.8   6   3.5   tcs b335*035   b   3.3   35   1.2   6   3.5   tcs c335*035   c   3.3   35   1.2   6   2.5   tcs b475*035   b   4.7   35   1.2   6   3.1   tcs c475*035   c   4.7   35   1.6   6   2.2   tcs d475*035   d   4.7   35   1.6   6   1.5   tcs c685*035   c   6.8   35   2.4   6   1.8   tcs d685*035   d   6.8   35   2.4   6   1.3   tcs c106*035   c   10   35   3.5   6   1.6   tcs d106*035   d   10   35   3.5   6   1   tcs e106*035   e   10   35   3.5   6   0.9   tc s c156*035   c   15   35   5.3   6   1.4   tcs d156*035   d   15   35   5.3   6   0.9   tcs d226*035   d   22   35   7.7   6   0.9   tcs e226*035   e   22   35   7.7   6   0.9   tcs d336*035   d   33   35   11.6   6   0.9   tcs e336*035   e   33   35   11.6   6   0.9   tcs v336*035   v   33   35   11.6   6   500   tcs e476*035   e   47   35   16.5   6   0.9   tcs v476*035   v   47   35   16.5   6   0.4   tcs v686 035   v   68   35   23.8   6   0.5   tcs a104*050   a   0.1   50   0.5   4   22   tcs a154*050   a   0.15   50   0.5   4   15   tcs b154*050   b   0.15   50   0.5   4   17   tcs a224*050   a   0.22   50   0.5   4   18   tcs b224*050   b   0.22   50   0.5   4   14   tcs b334*050   b   0.33   50   0.5   4   12   tcs b474*050   b   0.47   50   0.7   4   9.5   tcs c474*050   c   0.47   50   0.5   4   8   tcs b684*050   b   0.68   50   0.5   4   8   tcs c684*050   c   0.68   50   0.5   4   7   tcs b105*050   b   1   50   0.5   4   7   tcs c105*050   c   1   50   0.5   4   5.5   tcs c155*050   c   1.5   50   0.8   6   4.5   tcs d155*050   d   1.5   50   0.8   6   4   tcs c225*050   c   2.2   50   1.1   6   3   tcs d225*050   d   2.2   50   1.1   6   2.5   tcs c335*050   c   3.3   50   1.7   6   2.5   tcs d335*050   d   3.3   50   1.7   6   2   tcs d475*050   d   4.7   50   2.4   6   1.4   tcs d685*050   d   6.8   50   3.4   6   1   tcs d106*050   d   10   50   5   6   0.8   tcs e106*050   e   10   50   5   6   1   tcs e156*050   e   15   50   7.5   6   0.6   tcs v226*050   v   22   50   11   8   0.6     r a tings   &   p a r t   number   reference         hkt   part   no.     case   size     capacitance   (f)   rated  v oltage  (v)   dcl  ( a)  max.   df   %  max.   esr  max.   ( ? )   @100khz   tcs e157*016   e   150   16   24   8   0.3   tcs v157*016   v   150   16   24   8   0.5   tcs e227*016   e   220   16   35.2   10   0.5   tcs v227*016   v   220   16   35.2   8   0.9   tcs a105*020   a   1   20   0.5   4   9   tcs a155*020   a   1.5   20   0.5   6   6.5   tcs a225*020   a   2.2   20   0.5   6   5.3   tcs b225*020   b   2.2   20   0.5   6   3.5   tcs a335*020   a   3.3   20   0.7   6   4.5   tcs b335*020   b   3.3   20   0.7   6   3   tcs a475*020   a   4.7   20   0.9   6   4   tcs b475*020   b   4.7   20   0.9   6   3   tcs a685*020   a   6.8   20   1.4   6   2.5   tcs b685*020   b   6.8   20   1.4   6   2.5   tcs c685*020   c   6.8   20   1.4   6   2   tcs b106*020   b   10   20   2   6   2.1   tcs c106*020   c   10   20   2   6   1.9   tcs b156*020   b   15   20   3   6   2   tcs c156*020   c   15   20   3   6   1.7   tcs b226*020   b   22   20   4.4   6   1.8   tcs c226*020   c   22   20   4.4   6   1.6   tcs d226*020   d   22   20   4.4   6   0.9   tcs c336*020   c   33   20   6.6   6   1.5   tcs d336*020   d   33   20   6.6   6   0.9   tcs c476*020   c   47   20   9.4   6   0.9   tcs d476*020   d   47   20   9.4   6   0.9   tcs e476*020   e   47   20   9.4   6   0.9   tcs d686*020   d   68   20   13.6   6   0.9   tcs e686*020   e   68   20   13.6   6   0.9   tcs d107*020   d   100   20   20   6   0.9   tcs e107*020   e   100   20   20   6   0.9   tcs v107*020   v   100   20   20   8   0.9   tcs e157*020   e   150   20   30   8   0.3   tcs v157*020   v   150   20   30   8   0.5   tcs a474*025   a   0.47   25   0.5   4   14   tcs a684*025   a   0.68   25   0.5   4   10   tcs a105*025   a   1   25   0.5   4   8   tcs a155*025   a   1.5   25   0.5   6   7.5   tcs b155*025   b   1.5   25   0.5   6   5   tcs a225*025   a   2.2   25   0.6   6   7   tcs b225*025   b   2.2   25   0.6   6   4.5   tcs a335*025   a   3.3   25   0.8   6   3.7   tcs b335*025   b   3.3   25   0.8   6   3.5   tcs b475*025   b   4.7   25   1.2   6   2.8   tcs b685*025   b   6.8   25   1.7   6   2.8   tcs c685*025   c   6.8   25   1.7   6   2   tcs c106*025   c   10   25   2.5   6   1.8   tcs d106*025   d   10   25   2.5   6   1.2   tcs c156*025   c   15   25   3.8   6   1.6   tcs d156*025   d   15   25   3.8   6   1   tcs c226*025   c   22   25   5.5   6   1.4   tcs d226*025   d   22   25   5.5   6   0.9   tcs d336*025   d   33   25   8.3   6   0.9   tcs e336*025   e   33   25   8.3   6   0.9   tcs d476*025   d   47   25   11.8   6   0.9   tcs e476*025   e   47   25   11.8   6   0.9   tcs e686*025   e   68   25   17   6   0.9   tcs v686*025   v   68   25   17   6   0.9   tcs v107*025   v   100   25   25   8   0.4   tcs a104*035   a   0.1   35   0.5   4   24   chip  tantalum capacitors *
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