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		  Datasheet File OCR Text:


		  managed fast ethernet switch product highlights   > hardened industrial design   > wide -40 to 75c operating temperature   > redundant 10 to 30 vdc power inputs   > modbus/tcp remote monitoring   > real-time ring and rapid spanning tree protocol for  network redundancy red lions sixnet ?  series slx-16ms managed fast ethernet  switch features 16 copper ports, powerful network recovery  and modbus monitoring, providing reliable connectivity in  harsh environments. the rugged slx-16ms managed switch features 16 10/100base-t(x) copper ports and is housed  in a slim, hardened metal din-rail enclosure with redundant 10-30 vdc power inputs. designed to  handle harsh environments, the slx-16ms switch offers wire-speed throughput, high mtbf and wide  -40 to 75c operating temperature ratings. real-time ring, self-healing ring technology, modbus/ tcp and advanced security features ensure reliable and secure operation in industrial applications. applications   > alternative energy   > maritime   > oil & gas   > transportation   > utility   > water/wastewater slx-16ms industrial ethernet switch sixnet ?  networking series features & benefits   > 16 fast ethernet ports  ?  16 10/100base-t(x) copper ports   > redundant power inputs ?  10-30vdc ?    reverse polarity protection   > robust industrial design ?  -40   to 75  c operating temperature ?    hardened ip40 enclosure ?    extended shock and vibration specs ?    electrical noise and surge immunity  ?    led status indicators ?    confgurable alarm output ?    din-rail or panel mount  ?    ul/csa: class 1, div 2   > fully managed features include: ?  web browser or cli management ?  mac-based port security ?  secure web (https/ssl) and telnet (ssh) ?  ieee 802.1x with radius remote server authentication ?  broadcast and multicast storm protection ?  snmp v1, v2, v3 ?  dhcp server ?  real-time ring fast-healing ring technology ?  rstp/mstp 802.1w, 802.1d, 802.1q-2005 ?  802.1q vlan for traffc segregation ?  802.1p qos/cos/ds ?  igmp multicast fltering ?  sntp (simple network time protocol) ?  rmon & port mirroring for advanced diagnostics ?  modbus/tcp monitoring for port, power and ring status c us u l r liste d compliant

 slx-16ms industrial ethernet switch specifications recommended wiring clearance front: 4 (10.2 cm) top: 4 (10.2 cm) environmental operating temperature: -40c to 75c storage temperature:  -40c to 85c operating humidity: 5% to 95% (non condensing) operating altitude: 0 to 30,000 ft. shock and vibration: iec 60068-2-6, -27 certification & compliance electrical safety: ul508/csa c22.2/142; en61010-1, ce emi emissions: fcc part 15, ices-003; en61000-6-4, ce emc immunity: en61000-6-2, ce hazardous locations: ansi/isa 12.12.01, csa c22.2/213 (class 1,  division 2); en60079-0, -15 (zone 2; category 3), ce (atex) marine: offshore rated per abs mechanical case dimensions:   height: 5.52 (14.02 cm)   width: 2.13 (5.4 cm)   depth: 4.30 (10.92 cm)   weight: 12.0 oz (0.34 kg) mount: din rail (35 mm) and panel mount  warranty 5 years on design and manufacturing defects switch properties operation: managed number of mac addresses: 8192 ieee compliance: 802.3, 802.3u, 802.3x, 802.1d/w,    802.1p, 802.1q and 802.1x industrial connectivity: modbus registers for port,    power and ring status latency (typical): 5 s + frame time switching method: store-and-forward led status indicators confgurable alarm contact supports full/half duplex operation maximum throughput: up to 3.2 gb/s mdix auto sensing cable auto sensing speed and flow control communications: full wire speed mtbf: >1m hours gb @ 40c per mil hndbk-217f2 power input input voltage range: dual 10-30 vdc power inputs input power (typical): 7 w  transient protection (peak): 15,000 watts spike protection: 5,000 watts (10 times for 10 us) connectors 10/100base-t: sixteen (16) rj-45 ports configuration port: one (1) rs-232 (rj-45) and one (1) usb (mini) network media 10baset:  cat3 cable 100basetx:  cat5 cable dimensions  in inches (mm)

 slx-16ms industrial ethernet switch specifications order guide part number product line SLX-16MS-1 16-port industrial fast ethernet managed switch (16 10/100base-t copper ports) et-ps-024-02 power supply C ac to 24vdc, 2a sp-eth-2 dual port ethernet surge & lightning protecton for the 10/100 ports only rj45-db9f-cbl console port cable, db9 to rj45 www.redlion.net connect. monitor. control. americas        sales@redlion.net asia-pacifc         asia@redlion.net  europe    middle east    africa        europe@redlion.net +1 (717) 767-6511 as the global experts in communication, monitoring and control for  industrial automation and networking, red lion has been delivering  innovative solutions for over forty years. our automation, ethernet and  cellular m2m technology enables companies worldwide to gain real-time  data visibility that drives productivity. product brands include red lion,  n-tron and sixnet. with headquarters in york, pennsylvania, the company  has offces across the americas, asia-pacifc and europe. red lion is  part of spectris plc, the productivity-enhancing instrumentation and  controls company. for more information, please visit  www.redlion.net . adld0206 090916 ? 2016 red lion controls, inc. all rights reserved. red lion, the red lion logo, n-tron and sixnet are  registered trademarks of red lion controls, inc. all other company and product names are trademarks of their respective owners.
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