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 specification model output voltage range note.5 frequency range power factor efficiency (typ.) ac current input inrush current(typ.) leakage current emc immunity working temp. working humidity storage temp., humidity temp. coefficient vibration mtbf dimension others note packing over temperature over voltage 47 ~ 63hz  ab- 
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  7***"%*!!" $% 95 ~ 108% pf 0.98/115vac, pf 0.94/230vac, pf 0.9/277vac@full load RRR (please refer to "power factor (pf) characteristic" section) thd< 20%(@load 60%/115vc,230vac; @load 75%/277vac) RR (please refer to ?total harmonic distortion(thd)? section) ta=-40 ~ +45  (please refer to ? output load vs temperature? section) 2500ms, 120ms / 115vac         500ms, 120ms / 230vac 15ms/115vac,230vac  2.0%  0.5%  0.5% 36v 21.6 ~ 36v 6.7a 241.2w 250mvp-p hbg-240p-36 60v 36 ~ 60v 4.0a 240w 350mvp-p hbg-240p-60 48v 28.8 ~ 48v 5a 240w 250mvp-p HBG-240P-48 4.0 ~ 6.7a 3 ~ 5a 2.4 ~ 4.0a 92.5% 93.5% 93% 43 ~ 52v 62 ~ 85v 52 ~ 63v 10 ~ 500hz, 2g 12min./1cycle, period for  72min. each along x, y, z axes 175khrs min.      mil-hdbk-217f (25 )  refer to mechanical specification ul8750,csa c22.2 no.250.13-12; enec en61347-1,en61347-2-13,en62384, gb19510.1,gb19510.14 approved i/p-o/p:3.75kvac     i/p-fg:2kvac     o/p-fg:0.5kvac i/p-o/p, i/p-fg, o/p-fg:100m ohms / 500vdc / 25 / 70% rh  compliance to en55015, en55022 (cispr22) class b, en61000-3-2  class c ( 75%) ; en61000-3-3, gb17743, gb17625.1 @load R compliance to en61000-4-2,3,4,5,6,8,11, en61547,light industry level(surge immunity:line-earth:4kv,line-line:2kv) hbg-240p series 240w constant voltage + constant current led driver adjustable for a-type only (via built-in potentiometer) 2.8a / 115vac          1.4a / 230vac          1.2a / 277vac constant current limiting, recovers automatically after fault condition is removed shut down and latch off o/p voltage, re-power on to recover shut down o/p voltage, recovers automatically after temperature goes down 0.62kg; 20pcs/13.4kg/1.11cuft short circuit hiccup mode, recovers automatically after fault condition is removed.

 file name:hbg-240p-spec   2016-05-03  this series is able to work in either constant current mode (a direct drive way) or constant voltage mode (usually through additional dc/dc driver) to drive the leds. driving methods of led module typical output current normalized by rated current (%) in the constant current region, the highest voltage at the output of the driver depends on the configuration of the end systems. should there be any compatibility issues, please contact mean well. 100 60 (min.) vo(%) 50 100 io(%) (b) constant current area (c) hiccup protection (a) constant v area oltage fosc :  100khz hbg-240p series 240w constant voltage + constant current led driver block diagram detection pwm & pfc circuit o.l.p. emi filter rectifiers power switching filter & rectifiers +v -v i/p fg control o.v.p. & o.l.p. pfc circuit pfc control

 file name:hbg-240p-c-spec   2016-05-03 dimming operation  3 in 1 dimming function (for b-type)  output constant current level can be adjusted by applying one of the three methodologies between dim+ and dim-: 1 ~ 10vdc, or 10v pwm signal or resistance. direct connecting to leds is suggested. it is not suitable to be used with additional drivers.  dimming source current from power supply: 100 a (typ.)    applying additive 1 ~ 10vdc  applying additive 10v pwm signal (frequency range 100hz ~ 3khz): led strips +v -v dim+ dim- + + + - - -  do not connect "dim- to -v" additive voltage led strips +v -v dim+ dim- + + - -  do not connect "dim- to -v" additive pwm signal 1v 2v 3v 4v 5v 6v 7v 8v 9v 10v 10% 20% 30% 40% 50% 60% 70% 80% 90% 100% output current (%) 10% 20% 30% 40% 50% 60% 70% 80% 90% 100% 10% 20% 30% 40% 50% 60% 70% 80% 90% 100% output current (%) dimming input: additive voltage duty cycle of additive 10v pwm signal dimming input hbg-240p series 240w constant voltage + constant current led driver 1 3 sjtw 14awg*2c s 1 awg*2c vt 8 sjtw 18awg*2c ac/l(brown) ac/n(blue) +v(red) -v(black) fg     (green/yellow) dim+(blue) dim-(white)

 file name:hbg-240p-c-spec   2016-05-03  applying additive resistance: led strips +v -v dim+ dim- + + - -  do not connect "dim- to -v" additive resistance 10% 20% 30% 40% 50% 60% 70% 80% 90% 100% 10k/n output current (%) 20k/n 30k/n 40k/n 50k/n 60k/n 70k/n 80k/n 90k/n 100k/n (n=driver quantity for synchronized ) dimming operation dimming input: additive resistance note: in the case of turning the lighting fixture down to 0% brightness, please refer to the configuration as follow, or please  contact mean well for other options. using a switch and relay can turn on/off the lighting fixture. nfg l relay blue brown green/ yellow ac/l ac/n hbg-240p b-type dim+ dim- v(-) v(+) blue white black red switch adjuster 10k/n~100k/n ohms resistance 1~10v dc voltage 10v pwm signal led lighting fixture hbg-240p series 240w constant voltage + constant current led driver

 0.5 0.55 0.6 0.65 0.7 0.75 0.8 0.85 0.9 0.95 1 50% 60% 70% 80% 90% 100% 277v 230v 115v 0.00% 5.00% 10.00% 15.00% 20.00% 25.00% 30.00% 50% 60% 70% 80% 90% 100% 277v 230v 115v 74.5 79.5 84.5 89.5 94.5 10% 20% 30% 40% 50% 60% 70% 80% 90% 100% 277v 230v 115v file name:hbg-240p-spec   2016-05-03 pf load output load vs temperature static characteristic total harmonic distortion (thd) ambient temperature, ta ( )  load (%) input voltage (v) 60hz load (%) (horizontal) power factor (pf) characteristic  de-rating is needed under low input voltage. efficiency vs load hbg-240p series possess superior working efficiency that up to 93.5% can be reached in field applications.  60v model  60v model efficiency(%) thd load constant current mode load hbg-240p series 240w constant voltage + constant current led driver -40 -25 -10 0 15 30 40 50 20 40 60 80 100 230vac 100vac 45 90 100 125 135 145 155 165 175 180 200 230 305 100 90 80 70 60 50 40

 file name:hbg-240p-spec   2016-05-03  b-type  a-type hbg-240p series 240w constant voltage + constant current led driver unit:mm mechanical specification 1 3 35 1.6 30020 30020 sjtw 14awg*2c sjtw 18awg*3c ac/l(brown) ac/n(blue) +v(red) -v(black) fg     (green/yellow)  144  36 acl acn -v fg +v vr2 vr1 1 3 35 1.6 30020 30020 sjtw 14awg*2c s 1 awg*2c vt 8 sjtw 18awg*3c ac/l(brown) ac/n(blue) +v(red) -v(black) fg     (green/yellow)  144  36 30020 dim+(blue) dim-(white) acl acn -v fg +v vr2 vr1 svr1 io.adj




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of HBG-240P-48 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























