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		  Datasheet File OCR Text:


		  universal 90-264vac input ul/cul60601-1, en60601-1  regulated outputs 4000v isolation iec320-c14 input lps effciency level v model number  output voltage   output amps   regulation  max. output watts   output connector  single output  amp3001-01 3.3  6.06  5%  20w  coaxial  amp3001-02 5  5  5%  25w  coaxial  amp3001-03 6  4.16  5%  25w  coaxial  amp3001-04 10  3  4%  30w  coaxial  amp3001-05 12  2.5  3%  30w  coaxial  amp3001-06 15  2  3%  30w  coaxial  amp3001-07 18  1.66  3%  30w  coaxial  amp3001-08 24  1.25  2%  30w  coaxial  amp3001-09 30  1  2%  30w  coaxial  AMP3001-10 36  0.83  2%  30w  coaxial  2.56w  x 4.65l x1.54h  30w medical grade desktop switching power adapters amp300  series www.astrodynetdi.com astrodyne usa: 1-800-823-8082 astrodyne pacific: 886-2-26983458

 universal 90-264vac input ul/cul60601-1, en60601-1  regulated outputs 4000v isolation iec320-c14 input lps effciency level v model number  output voltage   output amps   regulation  max. output watts   output connector dual output   amp3002-00 3.3/12  3/1.3  7/5%  25w  din  amp3002-01 5/12  3/1.3  5/5%  30w  din  amp3002-02 5/15  3/1  5/6%  30w  din  amp3002-03 5/24  3/0.7  5/5%  30w  din  amp3002-04 3.3/5  3/1.6  7/5%  17.9w  din  amp3002-09 +/-12  2/0.5  5/5%  30w  din  amp3002-10 +/-15  1.5/0.5  5/5%  30w  din  amp3002-15 5/-24  2.5/1  5/5%  30w  din  triple output  amp3003-01  5/12/-5  2.5/1.3/0.5  5/5/10% 25w  din  amp3003-02  5/12/-12  2.5/1/0.5  5/5/10% 30w  din  amp3003-03  5/15/-15  2.5/1/0.5  5/5/10% 30w  din  amp3003-04  5,+/-24  3/1/0.5  5/5/10% 30w  din  amp3003-05  5/24/-12  2.5/1/0.5  5/5/10% 30w  din  amp3003-06  3.3/12/-5  2.5/1.1/0.5  7/5/10% 25w  din  2.56w  x 4.65l x1.54h  30w medical grade desktop switching power adapters amp300  series www.astrodynetdi.com astrodyne usa: 1-800-823-8082 astrodyne pacific: 886-2-26983458

 input specifications   input voltage range   90-264 vac   frequency range  47-63 hz  leakage current  0.1ma typ. @ 240vac   input current lowline  0.9a   input current highline  0.34a   leakage current  0.1ma   inrush current lowline  15a max.   inrush current highline  30a max.   output specifications   voltage and current   see selection charts  load regulation   see selection charts   line regulation   0.5%, typ (1% max.)  ripple/noise  0.5% pk-pk, typ (1% max.)  hold up time   12ms min. at 110vac input   start up time   1.5s typ. (2s max.)  over voltage protection   112-132%   over current protection  110-150%   transient response (fl-1/2l)   4ms  temperature coeffcient   0.04%/c, typ.  general specifications   isolation     i/p-o/p: 4000vac       i/p-gnd: 2000vac       o/p-gnd: 500vac   isolation resistance  50m?  effciency    83% typ.   safety     ul60601-1, en60601-1   physical specifications   size     4.65l x 2.56w x 1.54h   construction  desktop style  weight     16.22oz (460g)  environmental specifications   oper. temperature   0 to +70c       see derate curve  storage temperature   -40 to +85c *  relative humidity  5 to + 95%, non-cond  *  emi     220vac in: cispr-11b       110vac in: fcc18b   effciency level  v  output derating curve   *   these are stress ratings. exposure of the devices to any of these conditions  may adversely affect long term reliability. proper operation under conditions  other than the standard operating conditions is neither warranteed nor implied.   all specifcations are typical at nominal input, full load, and 25c unless other - wise noted  30w medical grade desktop switching power adapters amp300  series www.astrodynetdi.com astrodyne usa: 1-800-823-8082 astrodyne pacific: 886-2-26983458

 mechanical dimensions 1 2 3 4 5 5 pin din coaxial plug:  5.5mm outer diameter 2.1mm inner diameter, female 11mm length, center + +vout -vout 1. com 2. com 3. output #1 4. no connection 5. output #2 shell = gnd dual output triple output 1. com 2. com 3. output #1 4. output #3 5. output #2 shell = gnd 5214  30w medical grade desktop switching power adapters amp300  series www.astrodynetdi.com astrodyne usa: 1-800-823-8082 astrodyne pacific: 886-2-26983458




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of AMP3001-10 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























