

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						HMC292			SNC10805			C4062A			A0315			L8420			C4002			FR152			4N25W			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				RB491D Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		                                                              production specification     schottky barrier diode                          RB491D      c063                                                                               www.gmicroelec.com  rev.a                                                                                                1  features  z   small surface mounting type.  z   low reverse current and low forward    voltage.  z  high reliability.    applications  z   schottky barrier diode.                                               sot-23     ordering information             type no.                      marking                  package code            RB491D                        d2e                      sot-23    maximum rating  @ ta=25   unless otherwise specified  characteristic symbol limits unit  peak reverse voltage   v rm  25 v  dc reverse voltage  v r  20  v  mean rectifying current  i f  1 a  peak forward surge current  i fsm  3 a  operating junction temperature range  t j  125     storage temperature range  t stg  -40 to +125       electrical characteristics   @ ta=25   unless otherwise specified   characteristic symbol min  max unit  test condition  forward voltage  v f  - 0.45 v  i f =1a  reverse leakage current  i r  - 200   a  v r =20v    pb lead-free 

                                                             production specification     schottky barrier diode                          RB491D      c063                                                                               www.gmicroelec.com  rev.a                                                                                                2  typical characteristics   @ ta=25   unless otherwise specified           

                                                             production specification     schottky barrier diode                          RB491D      c063                                                                               www.gmicroelec.com  rev.a                                                                                                3  package outline  plastic surface mounted package                                                    sot-23                             soldering footprint                                                unit : mm      package information  device package  shipping  RB491D sot-23  3000/tape&reel    sot-23  dim min max  a 2.70 3.10  b 1.10 1.50  c 1.0 typical  d 0.4 typical  e 0.35 0.48  g 1.80 2.00  h 0.02 0.1  j 0.1 typical  k 2.20 2.60  all dimensions in mm  a b c d e j h k g 0.90 0.80 2.00 0.95 0.95
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