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		  Datasheet File OCR Text:


		  for more information, please visit the product page    |    for information on related products, view dc power jacks ????????? ??????????????????  a division of  cui inc  date page series:                description:       08/2009 1 of 4 switching power supply 2.5~5 w multi-blade usb 20050   sw  112 th  ave. tualatin, oregon  97062       phone   503 . 612 . 2300      fax   503 . 612 . 2383    www.v-in  nity.com features ?universal ac input ?regulated output voltage ?short circuit, over load protection ?meets eisa / efficiency level iv regulations ?custom designs available model output voltage output current output wattage ripple* efficiency level nominal (v dc) min (a) max (a) max (w) max. (mvp-p) ems050050-i38-sz 5 0 0.5 2.5 100 iv EMS050100-I38-SZ 5 0 1 5 150 iv *at full load, 100 ~ 240 v ac input rohs

 for more information, please visit the product page    |    for information on related products, view dc power jacks ??????????????????  a division of  cui inc  date page series:                description:       08/2009 2 of 4 switching power supply 2.5~5 w multi-blade usb 20050   sw  112 th  ave. tualatin, oregon  97062       phone   503 . 612 . 2300      fax   503 . 612 . 2383    www.v-in  nity.com input parameter conditions/description min nom max units rated input voltage 100 240 v ac input voltage range 90 264 v ac rated frequency 50 60 hz frequency range 47 63 hz rated input current 0.5 a model 1 a model 100 200 ma ma inrush current at 115 v ac, cool start at 230 v ac, cool start 15 30 a a no load power consumption 0.3 w output parameter conditions/description min nom max units line regulation 1 % load regulation 5 % over voltage protection output voltage will be clamped by an internal  protection zener short circuit protection output shut down and auto restart safety & emi parameter conditions/description min nom max units hi-pot input to output at 10 ma for 1 minute 3000 4242 v ac v dc insulation resistance input to output at 500 v dc 100 m ? safety approvals ul/cul, gs, ce emi standard fcc class b, en55022 leakage current 0.25 ma rohs compliant yes environmental parameter conditions/description min nom max units operating temperature 040c operating humidity 20 80 % storage temperature -10 70 c storage humidity 10 90 %

 for more information, please visit the product page    |    for information on related products, view dc power jacks ??????????????????  a division of  cui inc  date page series:                description:       08/2009 3 of 4 switching power supply 2.5~5 w multi-blade usb 20050   sw  112 th  ave. tualatin, oregon  97062       phone   503 . 612 . 2300      fax   503 . 612 . 2383    www.v-in  nity.com mechanical drawing input plug interchangeable pin (ul, vde, uk, saa) case size 71 l x 41 w x 31.5 h mm ??

 for more information, please visit the product page    |    for information on related products, view dc power jacks ??????????????????  a division of  cui inc  date page series:                description:       08/2009 4 of 4 switching power supply 2.5~5 w multi-blade usb 20050   sw  112 th  ave. tualatin, oregon  97062       phone   503 . 612 . 2300      fax   503 . 612 . 2383    www.v-in  nity.com individual packaging tolerance  1 mm 6 4 7 5 3 0

 for more information, please visit the product page    |    for information on related products, view dc power jacks ?????????  a division of  cui inc  date page series:                description:       08/2009 5 of 4 switching power supply 2.5~5 w multi-blade usb 20050   sw  112 th  ave. tualatin, oregon  97062       phone   503 . 612 . 2300      fax   503 . 612 . 2383    www.v-in  nity.com packaging tolerance +7 / -0 mm n.w:    5.5kgs g.w:    6.3kgs g.w:    6.8kgs
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