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		  Datasheet File OCR Text:


		  esd b 3.3 e m 9      low clamping voltage of transient voltage suppressor      esd protection, iec61000 - 4 - 2 level 4      sod923  micro smd package (fig - 1)         dimensions: 1.0 mm x  0.6 mm (0.039    x 0.024  )      rohs compliant      ul - 94   v - 0   / green emc      matte tin   lead finish   (pb - free)      moisture level sensitivity 1      device marking   (fig - 1)   fig  C 1 package  sod923   absolute maximum ratings   ta = 25    symbol   parameter   value   units   p dk   pea k power dissipation   44   w   i pp   *1   maximum reverse peak pulse current   2.3   a   v esd - air   esd voltage iec61000 - 4 - 2 air    15   kv   v esd - contact   esd voltage iec61000 - 4 - 2 contact    8   kv   t j   junction temperature   150      t l   lead temperature   260      t stg   storage temperature   - 5 5 to +150      p d   power dissipation   150   mw   *1    t p   =8/20s electrical characteristics   ta = 25      symbol   parameter   conditions   min   typ   max   units   v r wm   reverse  working  peak  voltage   -   3.3   v   v br   reverse  breakdown voltage   i t   = 1ma   5.0   v   i r   reverse curre nt   v r wm   = 3.3 v   2.5    a   v c   clam ping voltage   i pp   max,   t p   =8/20s   1 9   v   c d   diode  capacitance   v r   = 0v, f = 1mhz   18   pf       ht t p : // w w w.lgesemi .c o m m a il:lge@lgesemi.com revision:201 70701 -p1

 ordering information   device   p ackage   shipping   tape  wide   embos s   pitch   tape  sp ecification   notes   esd b 3.3 e m 9   sod923   tape & reel   8000 pcs /7    reel   8 mm   2 mm   conductive   package dimensions   esd b 3.3 e m 9       ht t p : // w w w.lgesemi .c o m m a il:lge@lgesemi.com revision:201 70701 -p1
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