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		  MA700 series thermometrics  temperature probes applications ?	 icus ?	 outpatient clinics ?	 physicians offces ?	 veterinary hospitals ?	 mobile medical units ?	 hospice care features ?	 nominal 6k/30k at 77f (25c) ?	 interchangeable to 0.27f (0.15c) when  used with an external resistor network ?	 fast response ?	 pediatric and adult model   a mphenol advanced sensors

 the MA700 series of reusable temperature probes is  ideally suited for the critical sensing parameters in  continuous monitoring of a patients body temperature.  the MA700 series may be used with thermometers  and other instruments designed to accept a resistance  input of nominal 6k/30k  at 77f (25c). unit to unit  accuracy is specifed as .27f (0.15c) over a range of  32f to158f (0c to 70c). repeatability and fast response are essential not  only for the intermittent temperature requirements  associated with oral and rectal temperature  measurements, but alsowith continuous monitoring  necessary during induced hypothermia and general  anesthesia, or when employed in the pediatric  environment, including the care of newborns and  premature babies. intensive care and recovery rooms  have long used temperature as part oftheir vital sign  monitoring procedures. temperature monitoring for  skin surface, tympanic, esophageal, and biofeedback  applications have improved due to the high stability  and tight tolerances designed into each MA700 series  probe. .a world-class manufacturer and partner you can  trust to deliver the highest quality sensing products  anywhere in the world.  ?		sixty	years	of	material	science,	in-house	standards	 and a calibration lab traceable to national institute  of standards and technology (nist) allow us to  manufacture thermistor elements and assemblies  with the highest stability and interchangeability  available.  ?		the	MA700	series	is	derived	from	a	solid	biomedical	 sensor platform and the result of engineered  solutions to unique applications.  ?		thermometrics	has	excelled	in	offering	customers	 satisfaction by providing products that yield good  results, such as sensors for monitoring patients body  temperature. series MA700 series characteristics mode application description ma701/ce general purpose  (adult)  molded epoxy tip with  vinylcoating 0.25 in (6.35 mm) maximum diameter ma702/ce  general purpose  (pediatric)  molded plastic tip 0.126 in(3.2  mm) maximum diameter ma708/ce  general surface (rigid  handle)  stainless steel cup 0.406 in(10.3  mm) diameter with stainless steel  extension tube ma729/ce  skin surface (pediatric)  stainless steel cup 0.25 in(6.35  mm) diameter with ribbon cable phone jack: in each series the probe (thermistor) is connected to a 10 ft (3 m) long  cable with a two-conductor, 0.250 in (6.35 mm) diameter phone style plug. it is  also available in a straight-molded phone plug.

 MA700 series specifcations temperature range 32f to 158f (0c to 70c) accuracy 0.18f (0.1c) from 32f to 158f (0c to 70c) cleaning probes should frst be cleaned of all bio-burden, foreign  matter and or material with mild detergent and water  in order to improve the effectiveness of any disinfection  or sterilization. disinfection a 70% isopropyl alcohol; a solution of  sodiumhypochlorite (bleach) diluted 1:10 minimum  in water, cidex. after disinfecting, rinse the probes  thoroughly with sterile water. sterilization  ethylene oxide gas. follow the recommended  procedure issued by the manufacturer of your gas  sterilizing chamber. radiation sterilization is acceptable. termination right-angle molded three-pin stereo plug 0.25 in (6.35  mm) diameter storage and handling  when not in use, store probes with cables loosely  coiled in a clean and dry location at normal room  temperature.  amphenol advanced sensors is a leading innovator  in advanced sensing technologies and innovative  embedded measurement solutions customized for  regulatory and industry driven applications, creating  value by providing critical information for real time data  decisions. amphenol advanced sensors offers industry leading  domain expertise, rapid customization, world-class  manufacturing capability and lasting customer  relationships to deliver the greatest value in cost of  ownership to their customers.

 aas-920-286b-03/2014 www.amphenol-sensors.com ? 2014 amphenol corporation. all rights reserved. specifcations are subject to change without notice.    other company names and product names used in this document are the registered trademarks or  trademarks of their respective owners. a mphenol advanced sensors
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