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		  k b p 3 0 0 5   t h r u   k b p 3 1 0 m a x i m u m     r a t i n g s     a n d     e l e c t r i c a l     c h a r a c t e r i s t i c s 0 r a t i n g s   a t   2 5 c   a m b i e n t   t e m p e r a t u r e   u n l e s s   o t h e r w i s e   s p e c i f i e d .   r e s i s t i v e   o r   i n d u c t i v e   l o a d ,   6 0   h z .   f o r   c a p a c i t i v e   l o a d ,   d e r a t e   c u r r e n t   b y   2 0 % . features ul recognized file # e149311 surge overload rating-80 amperes peak ideal for printed circuit board  plastic material has underwriters labooratory      flammability classification  94v-o   mounting position: any lead: silver plated cooper lead.  volt age range 50 to 1000 vol ts current 3.0  amperes kbp3005  kbp301  kbp302  kbp304  KBP306  kbp308  kbp310  maximum average forward  0 t output current @  =25 c a maximum recurrent peak reverse voltage v rrm v rms v dc v (av) i fsm v f t j t stg i r 2  it maximum rms bridge input voltage maximum dc blocking voltage 2 i t rating for fusing(t     rating  and  characteristics  curves kbp3005  thru  kbp310 1 . 0 3 . 0 2 . 0 20 100 60 140 40 120 80 fig. 1 - derating curve for output rectified current 0 ambient temperature,  c a v e r a g e   f o r w a r d   o u t p u t   c u r r e n t a m p e r e s .01 0.1 1.0 10 20 0 100 60 140 40 120 80 fig. 3 - typical forward characteristics t j   =    2 5 0 c i n s t a n t a n e o u s   r e v e r s e c u r r e n t ,   m i c r o a m p e r e s percent of rated peak reverse volt age 1 0 0 1 0 1 0 3 0 4 0 5 0 6 0 7 0 8 0 number of cycles at 60 hz fig. 4 - maximum forward surge current p e a k   f o r w a r d   s u r g e   c u r r e n t a m p e r e s 0 t =2 5 c j .01 0.1 1.0 10 20 fig. 2 - derating curve for output rectified current 0 0.2 0.4 0.6 0.8 1.0 1.2 1.4 instant aneous forward volt age, volts i n s t a n t a n e o u s   f o r w a r d   c u r r e n t ,   a m p e r e s t j   =    2 5 0 c rating  and  characteristics  curves kbp3005  thru  kbp310 k b p 3 0 0 5 t h r u k b p 3 1 0 volt age range 50 to 1000 vol ts current 3.0  amperes e?o?? xinghe electronics     
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