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		  Datasheet File OCR Text:


		  FCS-1158 version: 1 varifocal ip network camera, 5-megapixel, h.265, 802.3af poe  the levelone FCS-1158 is a fixed-position outdoor camera offering an ultra-reliable, cost-effective solution for indoor ip surveillance networks. offering clear, sharp imagery with 5-megapixel resolution and the versatility of 802.3af standard poe to transfer power and data via a single cat.5 cable, the levelone FCS-1158 should be an essential part of any security deployment that requires smart, reliable indoor cameras. key features - 5-megapixel high-definition resolution - video compression: h.264, h.265, mjpeg - auto back focus (abf) function makes focusing camera easier - p-iris automatic lighting control for high image quality - features wdr (wide dynamic range) to enhance visibility under extremely bright or dark environments - bnc connector for analog video output - supports 2 video streams simultaneously - digital input/output (1di/1do) for sensor and alarm - built-in micro sd/sdhc card slot for local storage specifications system specifications standards & protocols: tcp/ip, icmp, http, https, ftp, dhcp, dns, ddns, rtp, rtsp, rtcp, pppoe, ntp, upnp, smtp, snmp,igmp, 802.1x, qos, ipv6, bonjour image sensor: 1/1.8" progressive scan cmos lens: vari-focal lens with f3.6-10mm/f1.5-f2.8, p-iris port: 1 x rj-45 10/100/1000 mbps poe port power connector 1 x microsdhc/ microsdxc card slot 1 x 1vp 1vp-p composite output (75 ?/bnc) 1 x terminal block di/do  1 x rs-485/rs-422,terminal block 1 x audio in/out 1 x build microphone 1 x terminal block 12 vdc www.level1.com page 1 of 4

 button/knob: reset button indicator: power ir cut filter: removable infrared-cut filter for day & night function shutter time: 1/5 ~ 1/16,000 sec (manual mode); 1/5 ~ 1/16,000 sec (auto mode) angle of view: 89.1 - 38.2 video compression: h.265, h.264 , mjpeg resolution: 30 fps at 2592 x 1944 30 fps at 2048 x 1536  30 fps at 1920 x 1080  30 fps at 1280 x 960 30 fps at 1280 x 720  30 fps at 800 x 600 30 fps at 640 x 480 30 fps at 320 x 240 output video format: raw audio compression: g.711 power input: dc 12v/0.6a terminal block poe (802.3at) power consumption: dc 12v / 7w; poe class 3 (ieee802.3af) / 12.95w data rate: 128 kbps -20 mbps (per stream) storage capacity: microsdhc / microsdxc memory card slot (card not included),up to 64gb features general: video motion detection (3 regions); external device through digital input; sound detection; tampering detection poe: poe class 3 (ieee802.3af) / 12.95w security: one-key reset, heartbeat, password protection,change camera settings; command other devices; e-mail notification with snapshots; save video or snapshot to local storage; upload video or snapshot to ftp server; activate external device through digital output video: p-iris; extreme wdr (100 db);  white balance: automatic; brightness; defogging; contrast; sharpness (auto); auto gain control; 2d+3d digital noise reduction; flickerless; digital image stabilizer; 30 fps at 2592 x 1944; wide angle www.level1.com page 2 of 4

 audio: 8khz, mono; g.711 performance number of clients: 16 frame rate (fps): 30 fps at 2592 x 1944 30 fps at 2048 x 1536  30 fps at 1920 x 1080  30 fps at 1280 x 960 30 fps at 1280 x 720  30 fps at 800 x 600 30 fps at 640 x 480 30 fps at 320 x 240 minimum illumination: color: 0.1 lux at f1.5; b/w 0.05 lux at f1.5 (agc on) environment operating temperature (c): 10c ~ 50c (14f ~ 122f) operating humidity (non-condensing): 10% ~ 90% rh physical specifications dimensions (w x d x h mm): 125 x 58 x 62 mm (4.92 "x 2.28" x 2.44" ) weight (g): 360 g (0.7956 lb) color: white approval and compliance emi/ems: cf/fcc others: onvif others supported browsers: windows 7,8,10 compatibility: ie 9 above order information FCS-1158 www.level1.com page 3 of 4

 package contents FCS-1158 resource cd (user manual, utility, 64-ch monitoring software) no liability or responsibility for any errors or omissions in the content.  specifications are subject to change without notice. all mentioned brand names are registered trademarks and property of their owners. copyright ? digital data communications gmbh, germany. all rights reserved. powered by tcpdf (www.tcpdf.org) www.level1.com page 4 of 4
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