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		  Datasheet File OCR Text:


		  ^s.mi-donducto'i lpi , dnc. 20 stern ave. springfield, new jersey 07081 u.s.a. telephone: (973) 376-2922 (212)227-6005 fax: (973) 376-8960 MUR5005 mur5010 mur5015 mur5020 switchmode power rectifiers designed for use in switching power supplies, inverters and as free wheeling diodes, these state-of-the-art devices have the fol- lowing features ? ultrafasi 50 nanosecond recovery time ? low forward voltage drop ? hermetically sealed metal do-203ab package maximum ratings rating peak repetitive reverse voltage working peak reverse voltage dc blocking voltage nonrepeniive peak reverse voltage average forward current tc = 125c nonrepemive peak surge forward current (half cycle. 60 hi. sinusoidal waveform) operating junction and storage temperature symbol vhrm vrwm vr vrsm 'fsm tj. tstg mur 5005 50 55 5010 100 no 601e 150 165 5020 200 220 50 600 -55to*175 unit volts volts amps amps ultrafast rectifiers bo amperes 50 to 200 volts do-203ab metal mechanical characteristics case: welded, hermetically sealed rnish: all external surface corrosion resistant and terminal leads are readily solderable polarity: cathode to case mounting positions: any mounting torque: zs in-lb max thermal characteristics rating thermal resistance. junction 10 case symbol rbjc all devices ' 1 0 unit c/w electrical characteristics maximum instantaneous forward voltage drop dp = 50 amp, tj = 25c) (if = 50 amp tj= 126cl 0f= looamp. tj= 125c) maximum reverse current @ dc voltage (tj - 25c) (tj * 125ci makimu m reverse recovery time (if = 1 0 amp, di/dt = 50 amp/ms. v? = 30 v tj = 25c) vf |r 
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