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		   product datasheet emily series last update 7/7/2016 details product number CA12070_emily-m2 family emily type assembly color clear diameter 26 mm height 15 mm style round optic material pmma holder material fastening tape, pin status production ready rohs comliant yes date updated 7/07/2016 optical properties   viewing light effi-     led angle beam ciency cd/lm connector xm-l 28 deg m2-class 92 % - - xm-l hvw sim: 30 m2-class 88 % - - xm-l2 29 deg m2-class 90 % 3.800  - xp-l hi 27 deg m2-class 89 % 4.100  - ns9x383 26 deg m2-class 89 % 3.400  - june 13th 2017 7:48 copyright ledil oy - subject to change without prior notice - page 1/1  ledil oy  salorankatu 10  24240 salo, finland  http://www.ledil.com  email: ledil@ledil.com  fax: +358-2-733 8001  a d b c a d 3 3 2 2 4 4 1 1 tolerances if not otherwise shown according to din iso 2768-1 linear measures: up to 30mm class m, otherwise class c according to din iso 2768-2 form and position: class l scale 2:1 weight sheet 1/1 size a4 drawing title part number ledil oy salorankatu 10 fin 24240 salo finland third angle projection: this drawing is the property of ledil oy. it may not be reproduced, copied or communicated without a written agreement with ledil oy. datasheet emily-re-es series lens material: lens: pmma tape: pu foam with adhesive part no.s: ca12062_emily-ss ca12064_emily-m ca12066_emily-o ca12068_emily-o-90 CA12070_emily-m2 0.7 front view tape 0.4mm 15 top view 26 8.6 c/c 2 bottom view beam direction emily-o-90 beam direction emily-o
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