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		  Datasheet File OCR Text:


		  1 connect inter connect inter avx has been leading the industry with reliable board-to-board (btb) compression connectors for commercial, medical and harsh industrial applications, obtaining the very first contact patent in the early 1990?s. the broad range of connectors offers both signal contacts which support 1 amp/contact up to 40 position as well as low pin count (lpc) power contacts up to 3 amps/contact.  the newest addition is the ultra low profile (ulp) power connector that supports a 1.3mm compressed height, the lowest on the market. gold plated beryllium copper (becu) contacts offers the most reliable and resilient contact performance in this miniature package. the sweeping contact design offers 0.7mm deflection range, long contact wipe and in excess of 40 grams of contact force at minimum operating deflection. all combined, this connector is rated at an unbelievable 5000 mating cycles for mechanical endurance. electrical ?  current rating: 3 amps/contact ?  voltage rating: 125vac environmental ?  operating temperature:  -40oc to +105oc mechanical ?  insulator material: glass-filled nylon 46; ul94 v-o ?  contact material: beryllium copper ?  plating: gold over nickel ?  durability: 5000 cycles features and benefits ?  high reliability / high cycle life becu contacts for maximum system performance  ?  ulp 1.3mm minimum operating height with 0.7mm ?z? axis compression/tolerance range ?  gold plating supports a broad range applications based on reliability  and environments ?  3 amp contact rating over a -40oc to +105oc operating range supports  a broad application spectrum applications ?  low profile power, signal, ground or shielding requirements ?  repeatable/pluggable module or battery pack requirements ?  low profile flex circuit to pcb  applications ?  portable devices ultra-low profile  2.5mm pitch battery 9155-100 how to order 00 prefix 9155 series 00x no. of ways 2 = 002 3 = 003 10x low profile battery connector code description operating height  low profile 100 battery connector 1.30 (0.051) no stop low profile 101 battery connector 1.30 (0.051) stop 00x plating option code description  006 0.4m selective gold, standard 008 0.8m selective gold, special order

 2 connect inter connect inter 2 way low profile connector no stop packing details reel qty 1500 leader 500mm trailer 500mm suggested pcb layout notes: 1.  for full product specification refer to elco  specification 201-01-094. 2.  materials: contact - copper alloy,  insulator - glass filled nylon. color: black. 3.  tolerance 0.20 unless specified. 4.  packing details see table. 5.  for mating pad details refer to page 103. section a-a ultra-low profile  2.5mm pitch battery 9155-100

 3 connect inter connect inter ultra-low profile  2.5mm pitch battery 9155-100 packing details reel qty 1200 leader 500mm trailer 500mm suggested pcb layout notes: 1.  for full product specification refer to elco  specification 201-01-094. 2.  materials: contact - copper alloy,  insulator - glass filled nylon. color: black. 3.  tolerance 0.20 unless specified. 4.  packing details see table. 5.  2 equal pitches @ 2.50 = 5.00. 6.  for mating pad details refer to page 103. section a-a 3 way low profile connector no stop

 4 connect inter connect inter ultra-low profile  2.5mm pitch battery 9155-100 packing details reel qty 1500 leader 500mm trailer 500mm suggested pcb layout notes: 1.  for full product specification refer to elco  specification 201-01-094. 2.  materials: contact - copper alloy,  insulator - glass filled nylon. color: black. 3.  tolerance 0.20 unless specified. 4.  packing details see table. 5.  for mating pad details refer to page 103. section a-a 2 way low profile connector with stop

 5 connect inter connect inter ultra-low profile  2.5mm pitch battery 9155-100 packing details reel qty 1200 leader 500mm trailer 500mm suggested pcb layout notes: 1.  for full product specification refer to elco  specification 201-01-094. 2.  materials: contact - copper alloy,  insulator - glass filled nylon. color: black. 3.  tolerance 0.20 unless specified. 4.  packing details see table. 5.  2 equal pitches @ 2.50 = 5.00. 6.  for mating pad details refer to page 103. section a-a 3 way low profile connector with stop

 6 connect inter connect inter ultra-low profile  2.5mm pitch battery 9155-100 low profile  mating pads 2 way mating pads 3 way mating pads notes: 1.  suggested mating pads for low profile battery connectors. 2.  outlie of connector. 3.  profered plating on pads gold over nickel. 4.  reference dimensions. 5.  dimension to edge of board for connectors with stop.
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