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		  Datasheet File OCR Text:


		  ds-862   ? 3rd generation intel ?  core? i7/i3 and celeron ?  1020e   ? amd radeon e6460 gpu   ? 4 independent display: 4 x displayport (up to 3840x2160@30hz)   ? slim and compact design   ? bundle with susiaccess for signage, supports multidisplay fexibility   (2x2 or 1x4) introduction designed for advanced digital signage and interactive media applications, ds-862 is powered by 3rd generation intel core i processor and amd radeon e6460 graphic chip to drive  high quality contents up to 4k2k resolution. ds-862 supports four independent display by displayport. ds-862 is preloaded with susiaccess for signage software for scheduled  broadcasting and content editing and support multi displays (2x2 or 1x4) broadcasting. ds-862's storage can be easily maintained by its special drawer design. ds-862 is ideal for  multi-display applications in stores, stadiums, lobbies, restaurants, hotels and other public spaces. specifcations processor system cpu 3rd generation intel core i7-3555le/ i3-3217ue / celeron 1020e system chipset intel qm77 bios ami uefi 64 mbit memory technology 2 x ddr3 204-pin sodimm max. capacity max. up to 16 gb (8 gb per sodimm) display chipset amd radeon e6460 output 2 x dp1.2; 2 x dp1.1 resolution suports up to 3840x2160@30hz video format h.264, vc-1, mpeg-2 storage sata 1 x 2.5-inch sata iii hdd/ssd (only support 7mm height) ethernet interface gigabit lan controller controller intel 82579lm connector 1 x rj-45 audio chipset realtek alc892, high defnition audio (hd) i/o interface displayport 2 x dp1.1; 2 x dp1.2 lan 1 (rj-45) usb 4 (usb 3.0 compliant) audio 1 audio phone jack for line-out, support jack sense via os setting serial 1 x com (rs-232) mini-pcie (internal) 1 (for optional expansion modules) power input 1 (dc-in jack) power requirement management acpi 3.0 power consumption  10w (idle), 37w (maximum without expansion) input voltage 19 v dc-in (atx mode) watchdog timer output interrupt, system reset interval programmable 1~255sec. physical characteristics mounting vesa/wall/din rail mounting dimensions (w x d x h) 250 x 190 x 35 mm weight 2.0 kg (4.41 lb) environment operating temperature 0 ~ 40 c (32 ~ 104 f) (w / hdd) relative humidity 95% @ 40 c (non-condensing),operating vibration resistance 0.3 grms, iec 60068-2-64, random, 5 ~ 500 hz, 1 oct./min, 1 hr/axis. software development kit operating system supports microsoft windows 8.1, window 7 ewf & wdt sdk ewf and wdt library for signage stability design in windows os linux by project certifcations electromagnetic ce/fcc class b, ccc, bsmi safety ul, ccc, bsmi 3rd generation intel ?  core? i digital signage  player with 4 independent displays  all product specifications are subject to change without notice  last updated : 30-jan-2015  digital signage players features                                                                  

 ds-862 190.00 [7.48] 35.00 [1.38] 1.50 [0.06] 250 [9.84] 1.20 [0.05] 74.50 [2.93] 52.00 [2.05] 11.25 [0.44] 6.75 [0.27] 14 [0.55] 35 [1.38] 219.00 [8.62] ?10.00 [?0.39] ?4 [?0.16] ?3.50 [?0.14] 37.25 [1.47] 10.50 [0.41] ds-862 external i/o  front back 2 x usb 3.0 2 x usb 3.0 pwr button hdd antenna lan antenna com dc-in displayport 1.1 displayport1.2 packing list part number description    d unit       aapter     impie inese ser anua     inaos    set  mountin bracet    ccess or inae dd emdedded os part number description   p bits ccess pro   bitsnp ccess pro optional items part number description  dispaporttod actie aapter cm  ii  bn inipe oue incuin ntenna  abe dp  p usie inipe oue incuin ntenna   abe   mount it ordering information part number description d d ore i arebone d d ore i arebone d d eeron  arebone d d ore i    d d d ore i    d d d eeron     d d d ore i    d  bits d d ore i    d  bits d d eeron     d  bits power cord part number description  pin poer cor   pin poer cor   pin poer cor   pin poer cor it p apan  pin poer cor   www.advantech.com/products online download dimensions unit: mm [inch]
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