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		  Datasheet File OCR Text:


		  revised  1/19/2015   www.phihong.com                                                      40 w  dimmable  constant current  led drive r         pda04 0 w  waterproof  led  driver with 0 - 10v dimming                             features     ?   class 2  output  per ul1310   ?   ip67 rat ed   ?   ovp, ocp, over - load and short - circui t  protection   & brownout protection  ?     0. 9 power factor correction   &                 thd      pda040 w  charac teristics     www.phihong.com   input :   ac input voltage rating   100 vac to 277vac     ac input frequency   47~63hz     maximum input current    0.8 a     leakage current   0. 2 5ma maximum      power factor    0.9     thd   <   20%     output:   output current  ripple    10 m ohm 500vdc, 1 minute     features:   short - circuit pro tection   the psu will withstand a short circuit across the  outputs without damage     input over current protection   the input power line will be fused with a 2a/300v fuse     output over - voltage protection   auto shutdown     input   /   output connections   position   terminal    color   specification   length   input   black   awg16 solid wire   350mm   white   awg16 solid wire   350mm   output   red   awg18 solid wire   350mm   blue   awg18 solid wire   350mm   dim+   purple   awg20 solid wire   350mm   dim -   grey   awg20 solid wire   350mm               warranty   5 years                                  

                 dimming characteristics      resistive dimming functions   resistance value  0k ?  9k ?  13k ?  23k ?  45k ?  68k ?  91k ?   dim voltage  0v  0.9v 1.3v 2.3v 4.5v 6.8v 9.1v  output current  off  off  15% 25% 50% 75% 100%              pda040w dimension diagram unit:mm    www.phihong.com

                                     power factor vs. load                                          total harmonic distortion vs. load                                                  lifetime vs. tc                                                 efficiency vs. load (PDA040W-700B)              temperature rating                 static characteristic: load vs. input voltage                               derating curve: load vs ta       typical characteristics     www.phihong.com
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